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PREFACE

Over 15 years ago | began the preparation of AGARDograph Number 186, published in 1974, the precursor with the
same title as this publication. The first publication provided a summary of the state of the art in the application of lasers in the
field of flow diagnostics. Example applications were provided from a number of NATO laboratories, including many from the
author’s laboratory at the US Air Force Amold Engineering Development Center.

The present project began as simply an update and expansion of the earlier publication. I quickly came to the realization
that the field has expanded and matured so much that a virtually complete rewrite was necessary. The resulting volume contains
more new material than repeated and updated material. New hardware and technology have evolved, including detector arrays,
small inexpensive personal computers, powerful software, a wide array of spectroscopic techniques, and many other new
techniques.

Literature surveys and visits to various laboratories produced several thousand excellent publications of techniques and
applications. One of the difficulties in compiling this work was the need to limit its length and to choose only representative
applications from the many fine examples I saw during the laboratory visits. I have added one entirely new chapter to the
volume — laser spectroscopy — and retained the remaining four which cover (1) a brief introduction to coherent optics and
lasers, (2) conventional flow visualization techniques that can benefit from the use of lasers as a source of light, (3) flow
visualization and particle field holography, and (4) laser velocimetry.

Major differences in the subject of laser flow diagnostics today are that it is a mature technology, being applied routinely in
hundreds of laboratories, and many varieties of laser diagnostics systems are commercially available. This does not mean that
the field has stagnated or even reached a plateau in producing new techniques. For example, laser fluorescence and molecular
velocimetry made possible by excimer lasers is an exploding technology that will have critical application in high speed flows
owing to revived interest in hypersonic aircraft.

I fully anticipate the necessity to rewrite this again before the year 2000.

Il y a quinze ans, jai entamé les premiers travaux en vue de la rédaction de TAGARDographie No.186. Celle-ci, qui
annongait la présente publication du méme nom, est parue en 1974 et représentait, 2 cette époque, la synthése des
connaissances dans le dJomaine des applications laser au diagnostic de I'écoulement. Il comprenait des exemples d"application
fournis par un certain nombre de laboratoires de 'OTAN, parmi lesquels le laboratoire dont dépendait I'auteur, a savoir I'US
Air Force Amold Engineering Development Center.

Le présent document fut  l'origine une simple mise a jour destinée 4 apporter un complément d'informations a
AGARDographie 186. Or, jai conclu trés rapidement que les connaissances dans ce domaine avaient considérablement
évolués, atteignant un degré de sophistication tel que je serais amené a entreprendre une refonte quasi-totale du document
original. L'AGARDographie qui en résuite comprend une part plus importante d’éléments nouveaux que d'éléments repris a
jour. Du nouveau matériel a fait son apparition, grace aux technlogies nouvelles; notamment: des dispositifs de détection, des
petits ordinateurs personnels de coiit modique, des logiciels performants, ainsi que toute une gamme de techniques
spectroscopiques et d’autres techniques nouvelles. Les visites que nous avons pu effectuer dans différents laboratoires, ainsi
que la synthése de la littérature que nous avons faite nous ont permis de disposer de plusieurs milliers de publications d'un trés
haut niveau concernant les technologies en question.

Cependant, 'une des difficultés que j’ai rencontrée lors de I'élaboration du présent document a été de limiter son volume
en ne choisissant que des applications représentatives parmi les nombreux exemples présentés, au demeurant tous d'une
qualité remarquable. J'ai ajouté un nouveau chapitre au présent volume, concernant la spectroscopie laser, qui vient compléter
les quatre chapitres du document original: (1) introduction 2 I'optique cohérente et aux lasers; (2) techniques classiques de
visualisation de I"écoulement susceptibles de bénéficier de 'emploi de lasers comme source lumineuse; (3) visualisation de
I'écoulement et holographie du champ des particules; (4) vélocimétrie laser.

Aujourd’hui, le diagnostic de I'écoulement au laser est une technologie dont lefficacité n’est plus 3 démontrer a laquelle
des centaines de laboratoires font appel tous les jours. D"autre part, est apparu sur le marché un grand choix de systémes de
diagnostic au laser.

Cela ne veut pas dire que les travaux de recherche dans ce domaine stagnent pour autant, fe scuil d'innovation étant loin
d'étre atteint. A titre d'exemple, nous citerons la fluorescence laser et la vélocimétrie moléculaire, tributaires toutes les deux de
la technique des lasers a exciméres; il s'agit a d'une technologie en plein essor, qui est appelée 2 jouer un role déterminant dans
le domaine de I"écoulement & grande vitesse, suite au regain d'intérét pour les avions hypersoniques.

En conclusion, il me semble pertinent de signaler qu'une nouvelle refonte document s'imposera avant I'an 2000.
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LASER APPLICATIONS IN FLOW DIAGMOSTICS

by
James D. Trolinger
Chief Scientist
SPECTRON DEVELOPMENT LABORATORIES, INC.
Costa Mesa, California, U.S.A.

SUMMARY

This is an expansion and update of AGARDograph No. 186, Laser Instrumentation for
Flow Field Diagnostics,! which was published in 1974. A brief introduction to coherent
optica and lasers 1s given to provide a review and common language to the reader. The
material 1is presented at a level to be understood by engineers who are working in the
aerospace field and who are interested in the experimental application of lasers in
research and development. An emphasis is glnced on applications in aerodynamics, and
examples have been selected from a number of lsboratories in the NATO countries visited
by the author while preparing the material. The applications include holography, laser

velocimetry, spectroscopy, and the use of lasers simply as efficient light sources in
conventional meassurement methods.

CHAPTER 1
INTRODUCTION TO LASERS AND LIGHT
1.0  BACKGROUND

An elegant and accurate theoretical description of coherent light existed many
years before such light was available to experimentalists,?'3 especially those who were
involved in practical agplicatlonl. The advent of the laser in the early sixties
transformed an essentially academic theo into a powerful and practical tool, which
could be easily applied to direct the path to a vast number of applications. It was,
gerhnpu. this combinstion of the availability of a powerful new experimental tool, and a

ighly refined theory with which to describe it, that led to a virtual explosion of the
field of applied optics. The growth was accelerated not only in experimental fields but
also in theoretical optics which began to feed on the ever increasing number of
experimental anomalies. The large number of practical applications, moreover, provided
both interest and support for a significant increase in the number of people working and
contributi to the field. 1In this chapter we will provide a brief summary of coherent
optics and lasers for the purpose of providing the reader with the necessary language and
basics to understand later chapters.

1.1 Description of Light
1.1.1 Waves and Wavefronts

Light is a tramsport ph for transporting electric and magnetic energy from
one point to another. The physics of electric and magnetic fields is summarized by
Maxwell’'s equations, which predict the existence of the energy transport by means of
waves. To every point in space one can assign a value to electric and/or magnetic field
strength. The waves are simply spatial and temporal variations in the field that
propagate at the speed of light.

The general solution of the wave equation provides the values of the electric and
magnetic¢ field vectors in space and time. The two vectors constitute a tensor for each
point in space. Fortunately, for the discuesion here, we can, by certain specialization
and approximation, actually describe light with simple scalar quantities. The most
elementary solutions to the wave equation are sinusoids, and these describe laser light
with sufficient accuracy to be tractable to many practical cases. When a coherent light
wave passes through a region in space, the electric and magnetic fields vary sinusoidally
with time at any point in the region, and they vary sinusoidally along any straight line
through the region.

Wavefronts are defined as surfaces of equal phase in the region where the
electromagnetic field exists. The surfaces are normal to the direction of travel for the
waves of interest here (transverse waves). The wavefronts are separated by one
wavelength and they travel at the velocity of light. When the wavefronts are planes, the
light is said to be collimated and when they are spherical, the light is said to be
converging or diverging. If the wavefronts are other than plane or spherical, they must
be described mathematically with a series of sinusoids.

1.1.2 Properties

Light can be described bv vectors and scalars that can be manipulated and used in
diagnostcics,

1.1.2.1 Polarization - For the cases to be considered here, the electric and magnetic
vectors are perpendicular to each other, they are perpendicular to the direction of
travel of the wave, and their magnitudes are proportional to each other (tranaverse
waves). This allows description of the wave in terms of efther vector. Even with these
constraints, the vectors can still rotate about the direction of travel. The state of
polarization of a wave describes the direction of the electric field vector. Linearly,
{olnrlzcd light has a single, fixed electric field direction. Elliptically, polarized

ight has a rotating electric- field vector. Unpolarized light is a blend of many
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possible polarization states. This property of lighc is important because it affects the
way two light waves interfere with each other as well as the way light reflects from and
transmite through materials.

1.1.2.2 Amplitude and Intensity - At any point in gpace, the amplitudes of the electric
and magnetfc flelds in an electromagnetic wave vary at an extremely high frequency
(typically 10'* to 10!5 Hertz). A linearly ;olarized. plane wave that has a single

wavelength, and which travels in a direction parallel to the x-z plane in a uniform
medium, can be described mathematically as

u(x,z,t) = a.n
1.1
u (Fexp(L(nk-T - ut + ¢ )]

where ¢, is the phase of the wave at the origin at t = o; k 18 2¢/a; 1 is the vacuum
wavelength; u, is the wave amplitude maximum; and n, the refractive index of the medium,
i{s the ratio of the velocity of liihc in a vacuum to that in the medium (see Figure 1.1).
Equation 1.1 is an elementary solution (or eigenfunction) of Maxwell's equations, and
describes a wave which is sald to be coherent with itself and with all other waves that
have the same wavelength.

oA

P\

T (POINT OF MEASUREMENT)
E (DIRECTION OF PROPAGATION)

Figure 1.1 Propagation of a plane electromagnetic wave.
The wave propagates in a direction normal to
the wavefronts in the direction of K.

In principle, one can measure the electric or magnetic field in the wave. However,
the variation is much too fast for ordinary instrumentation. The energy flux in such a
wave is proportional to the square of the electric field, and, therefore, it varies at
the same frequency. A quantity which is measurable by normal sensors or photographic
material is the time averaged energy flux, which will hereafter be called the "intensity"
of the wave. When averaged over times which are long compared to the period of the wave,
it is given by

I(x,z,t) = uu* (1.2)

This equation will be used many times in the following chafCera to determine the
observable in an instrument. In each case, the complex amplitude at a point f{is
determined by vector addition of the amplitudes of various waves contributing to the
total field at the point. Then the observable is computed by using Equatiom 1.2.

1.1.2.3 Coherence - When two electromagnetic waves are mixed, their electric and
magnetic vectors add. 1f the waves have the same wavelength, then the difference in
phase of the two waves will be constant at any location in space. When this is true, the
intensity of the wave is maximum when the two waves are in phase, and minimum when they
are 180 degrees out of phase. Also the intensity is maximized when the polarization
direction of the two waves are the same. If the two polarization vectors are normal to
each other, then interference does not occur and the intensity is simply the sum of the
intensities of the two individual waves.

EXAMPLE: The maximum net intensity, in a region where two equal amplitude, coherent,
polarization aligned waves are mixed, is four times the intensity in one of the waves (in
phase case), while the minimum intensity is zero (180 degrees out of phase).

No real light wave comprises a single, exactly determinable wavelength. The
frequency content of all real light waves is broadened, by the many broadening mechanisms
exiating in the wave producing phenomena, and because all waves have finite extent in
space. The practical effects of broadening can be understood by examining the appearance
of composite waves that comprise two or three frequencies. Figure 1.2 illustrates the
appearance of waves comprised of one, two, three, and many frequencies. The single
frequency wavefront as already described is simply a sinusoid characterized by a wave-
length and velocity. When two waves are mixed, the resulting awplitude varies along a
straight line as the two waves move in and out of phase with each other. (This is
derived in Chapter 2.) 1If the waves are equal in amplitude, then the net amplitude
varies from a maximum to zero along the straight line, or at a point as a function of
time, By knowing the wavelength difference, and by determining how many cycles must pass
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before the two waves cose back to the same relative phase, it is easy to compute a beat
frequency

£ = Car/(ay23) (.3
PIELD ~{ - d_' -c
STRENGTR dt
x

(a) Single frequency

FIELD

'Y
‘.__11_-2_;.__.1 r—Av:uclx

1 dx
STRENGTH w ¢
= dat
(b) Two frequencies
—-’ r— AVERAGE ) 4y e
PIELD a*«
STRENCTH x
(c) Three frequencies
FIELD -
STRENGTH A PN WA Y &
\ATAY) LAYAd ¥

(d) Many frequencies

Figure 1.2 Appearance of an electromagnetic wave comprising
several frequency components.

I1f such a wave is split into two equal intensity parts, and if the two parts are
remixed after having traveled different distances, then the resulting intensity depends
upon the relative phase of the beat waves. If the beat waves are 180 degrees out of
phase, then the resulting interference is effectively reduced since the amplitudes of the
two waves differ at all times, making it impossible for either of the two waves to cancel
the other. As more frequencies are introduced to construct the wave, the distance over
which the two waves can efficiently interfere becomes smaller and smaller. The distance
of efficient interference is called the coherence length of the wave. If a wave is split
into two waves, and if the two waves are transmitted over different distances before
being remixed, the interference (fringes) will be observed to deteriorate as the
difference in distance increases. That distance difference, at which interference ceases
to be observable, is called the temporal coherence length of the light wave.

A similar effect occurs when one attempts to interfere waves extracted from
different places on the wavefront; that is, from two places taken from a plane which is
normal to the direction of travel. As the distance {s increased, the interference
deteriorates until it {is no longer obaervable. This distance is called the spatial
coherence interval.

.2 Interference
1.2.1 Plane Waves

We now examine the interference of two coherent plane waves. Cast Equation 1.1
into Cartesian coordinates and examine the effects in the xy plane, which ise normal to z,
the direction of travel, In the following, we carry only the t and z coordinates since
dependence on x and y is the same.

u(x,z,t) = u (x,z,t) expi[kn(zcosa + xsina) - ut + ¢,] (1.4)

The intensity is proportional to
I(x,z,t) = uu* = [uo(x,z,t)]2 1.5)
We will consider cases in which I i{s a slowly varying function of time, where I is

time averaged over times large compared to the period of the wave but small compared to
measurable time. Consider the mixing of two waves of like polarization traveling along
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two different directions. The rigorous solution for the resulting intensity is not
simple, but an apgroxilute solution for semall angles between the two directions of travel
can be found simply by adding the complex amplitudes and squaring.

I(x,2,6) = (uy + up)(uf + uf) = Jug, )% + Jugy]? + uyug + udy, (1.6)
Cosbining Equation 1.4 and 1.6 leads to
I(x,z2,t) = “0% + uog
+ 2upupscos [zn(kjcosa; - kycosay) a.7)
+ xn{k;sing; - kysinay) - set + a¢)

Equation 1.7 describes a set of alternate bright and dark fringes that are not stationary
in time. We shall now consider some apecial cases and useful examples of Equation 1.7.

Case | - Same Wavelengths and Phase at the Origin
ky =ky =k, 4o = a4 = 0,
1 (x,z) = “O% + “0% + 2ugqug,cosk(zn(cosay - cosa,) (1.8)
+ xn(sing; - sinay}]
The resulting set of fringes is illustrated in Figure !.3. They comprise sheets of

light and dark in space. The equation for these planes of equal intensity is found by
setting the argument in Equatio— 1.8 to a constant. Thus, for n = 1

(cosa; - cosay)

X = m z + const. (1.9)
y
4
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Figure 1.3 Interference of two plane waves. Equally spaced fringe planes
bisect the angle between the two beams. The fringes are stationary
for two beams of the same wavelength. But at different wavelengths
fringes move normally to the planes.

For two particular planes the fringes are especially simple.

(a) One Beam Normal to the Plane of Observation (a; = 0)

I(x,2) = “0% + uog +2ugyugscosk[z(1 - cosay) - xsina,] .10




EXAMPLE: In any xz plane of observation the fringe frequency is
£, = sinag/i (.t1)

At A = 0.5 microns, the fringe frequency for « = 10 arc seconds is approximately
1 fringe/cm, while at o = 10 degrees, f is 3,600 fringes/cm.

The fringe planes are given by
X = ztan (a2/2) + const. (1.12)
Therefore, they are parallel to the bisector of the angle between the beams. (This is
true regardless of the observation plane.) Note that when a = 180° (the beams are mixed
from opposite directions), the fringe planes are gerpendiculat to the directions of
travel of the beams. The fringes are separated by i/2.

(b) %he Plane of Observation is Normal to the Bisector of the Angle Between the Two Beams
ay = ‘02)

L0 = Ugf + ugp + 2ugup;
cos [2nk(xsina)]

(1.13)

The fringe planes are given by x = constant and are, therefore, parallel to the z-y
plane. The fringe frequency, just twice that given in the previous case, is (2nsina)/a.

Case 2 - Same Phase at the Origin, Approximately Same Wavelengths, ay = -aj

I(x,z,t) = “0% + “0% + 2u°]u02 016
cos [2nxksina - Awt] '

Two important features are to be noted. First, the lack of 2z dependence places the
fringe planes parallel to zy plane as in Case 1b. Secondly, the argument of the cosine
term in Equation 1.14 will be constant when

- el a.15

which can be interpreted as a motion of the fringe planes perpendicular to themselves (x
direction) with velocity

Vv = pw/2knsina (1.16)

Therefore, if a tiny, stationary scatter center is being illuminated by two such waves,
the scattered light intensity will oscillate with frequency f, where f is the frequency
difference of the two waves. If the particle moves in the direction of fringe motion, f
will decrease. Motion in the opposite direction increases f. This principle is the
basis for determining the particle velocity and direction.

Case 3 - The Two Waves Travel Along the Same Line

I(x,z,t) = uof + uO% + 2u01u02 a7
cos{zn(ky = ky) - swt + a¢)

At any position, z, the intensity varies at a frequency equal to the difference
frequency of the two waves. This describes the wave illustrated in Figure 1.2.

If the two waves have the same wavelength, then Equation 1.17 reduces to
I(x,z,t) = “0% + “0% + 2ugyugy coslagl (1.18)

and the intensity depends upon the phase difference of the two waves. Most
interferometers can be explained in terms of the above equations.

1.2.2 Spherical Waves

The time independent amplitude in a epherical wave source located at r = O can be
expressed as

u(r) = ugexp(ikr)/r 1.19)
The quadratic approximation of this expression is
2
u(x,z) = uoexp[iii(x - xp) ] (1.20)

where x . i{s the location of the source and x is the observation point. If two such waves
are mlxgd, the resulting interference fringes are curved. The amplitude is
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2 2
u(x,z) = uo'exp[iii(x-xpl) 1+ “OzexPilii[x"pZ) | Q.21)
and the intensity is
2 2 2 2
I(x,z) = up) + ugy + 2ugugy cos 1o [(x-xp,) + (x~xp2) ] 1.22)

Note that when a spherical wave is mixed with a plane wave, the intensity in the
plane of observation is
2
2+ 2, ) w(x-x_) .
L(x) = ugy+ ugy *+ 2ug ugycos —7 (.23

1.2.3 The Moiré Analogy

A ugeful and instructive moire analogy can be constructed with grid patterns.
These have proven so useful in instruction that a set of grids has been included in the
appendix to allow the reader to construct his own set of transparencies. Representing a
plane wave with a set of equally spaced lines in which the direction of travel is normal
to the lines (as in Figure Al), one can then produce a transparency with this as a
master. When the transparency is superimposed on the master, a set of mwoire fringes can
be observed as shown in Figure 1.4. Note that the fringes bisect the angle between the
directions of travel of the two waves as predicted. As the angle between the two
directions is increased, the fringe density increases. If the relative phase of the two
waves is shifted by shifting position of the master, the fringes shift as predicted.
Many of the intricacies of interference can be illustrated by using the grids and a small
amount of ingenuity.

Figure 1.4 Mixing of two waves at an angle. This moire pattern
represents fringes seen from the top view of Figure 1.3.

Figure A2 is included to represent a wave of slightly different frequency. By
superimposing a transparency of A2 onto Al, the beat waves described above are seen as
shown in Figure 1.5.

Figure 1.5 The beating of two waves of slightly different frequency.
One of the wavefronts continues to advance ahead of the
other moving in and Lut of phase each time it advances by
one-half wave.
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Figures A3 and A4 are included to represent spherical waves. Now superimpose a
transparency of A4 onto A4. The resulting fringes are f{llustrated in Figure 1.6. Note
how the fringes move, as a relative motion between two light gources is simulated by
shifting the transparency around. The mixing of two spherical waves of different
frequency causing a beat wave is illustrated by superimposing Figures A3 and A4 as shown
in Plgure 1.7. We will return to the analogy later to explain holography and laser

Doppler anemometry.

Figure 1.6 The interference of spherical waves of the same wavelength.

(a) Two waves of different wavelength (b) Two waves of different frequency
emanating from separate points. emanating from the same point.

Figure 1.7 Interference of two spherical waves of different wavelength.

1.3 Interaction of Light with Matter and Boundaries

1.3.1 Diffraction

When light interacts with matter or with a boundary, the resulting field becomes
much more complicated. This constitutes the placing of boundary conditions on the
Maxwell equatione. The solutions then become series expressions or integrals instead of
simple sinusoids. It is useful to think of diffraction as an interference phenomenon.
When light passes over a boundary such as an edge, the light which strikes the edge is
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scattered in every direction and this light mixes with the unscattered light. So any
given point in a plane of observation receives light of two origins, scattered and not
scattered., Since the distance to the point is different for the two sources, the two
components of light will have different phases and can interfere constructively or
destructively, depending on the phase difference. Therefore, one expects to observe
fringes in the vicinity of an edge (Figure 1.8a). There is no such thing as a "shadow"
in the usual sense for coherent light, only a diffraction pattern.

Consider the appearence of light after having passed through an aperture of
diameter, d (Figure 1.8b,c). Near the aperture, the light distribution is fairly uniform
across the aperture. As one moves further along the optical axis, a series of
diffraction rings can be observed. This is called the Fresnel region, or the near field,
and the pattern will continue to exhibit this appesrance as long as the distance is less
than about d2/), a distance which is appropriately termed one far field distance or the
distance to the far field. When the observation distance reaches and fa--es the far
field distance, the appearance of the diffraction pattern changes drastically. The light
which was scattered from the edge remains in phase with the unscattered light over a much
larger region of the observation plane. The intensity is given approximately by

'dz 23, (vrd/rz) 2
) = (§57) [—rame ] (1.24)

A central part of the diffraction pattern (somecimes loosely referred to as Airy's
pattern), containing about 84X of the energy, dominates and, for a fairly large distance,
is actually smaller than the aperture itself. Its radius increases with z and is given

by
L 1.22 az/d (1.25)

8o that the half divergence angle, 84, of this portion of the beam is given by
tangy ~ 04 = 1.22 1/d (1.26)

A similar result can be observed when light passes over an edge or an obstructing

object. Light scattered from an edge has a phase difference, a¢, with unscattered
light. For the small angle case, this difference along the z-axis is given by

2
s4(z) = %1 %— (1.27)

===

Edge Diffraction

Fl

Figure 1.8a Interaction of light with edges. A diffraction pattern can be observed on
a screen located at z. Light scattered from the edge (top figure) adds in
phase with unscattered light when it travels a distance mnax further
producing a bright fringe. Light scattered along the centerline axis
(bottom figure) produces a bright center when it {s in phase, having
traveled n)a further than unscattered light. After the distance z, where
the path difference of scattered and unscattered light is much less than i,
the center stays bright. This is called the far field.

Aperture Diffraction
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Laser Collimating “d
Lens 9 /R'ecordings

Below

Figure 1.8b Cptical arrangement (i = 633 nm)

b. 2=13.5¢cm c. 2=40cm
e. 2=120¢m f. z=160cm

g. z=200cm h. 2=280 cm i. 2=284cm

Figure 1.8c One-centimeter aperture (d = 1 cm)

where x is the distance along the normal to the edge in the viewing plane. The intensity
maxima occur when

24(z) = 2x N (N an integer) (1.28)

When coherent light is used to produce images, the behavior of the diffraction
pattern can be used to properly focus on the image. Unlike an incoherent image which
exhibits a blurred edge when not in focus, the coherent image makes a transition in which
the diffraction pattern can be observed to collapse into the focused edges as a focus
position is approached. When the coherent image is badly ovt of focus, little change at
all can be observed in the diffraction pattern as one moves toward the focus position.
This point will be discussed further in the chapter on holography.

1.3.2 Reflection and Refraction

When light strikes a surface, some of the energy may be reflected from the surface,
some transmitted into it, and some may be abaorbed by it. If the surface is a perfect
dielectric material, no absorption takes place as long as the intensity of the field is
not strong enough to tear away the bound electrons, Figure 1.9 summarizes the
interaction of the light with a dielectric surface. The angle of incidence and the angle
of reflection are equal. The angle of refraction, Og is given by Snell's law:
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nsine, = n'sine_ (1.29)

Brewster
Angle

Figure 1.9 Reflection and refraction of light at a dielectric surface. Reflection and
transaission depends upon polarization direction

The incident ray, transmitted ray, and reflected ray stay in a single plane, the "plane
of incidence."” If the light is divided into its polarization directions, one component
in the plane of incidence and one normal to the plane of incidence, then the two
comgonents can be treated independently. For example, if all of the light is polarized
with a golatization vector in the plane of incidence, the polarization of the transmitted
and reflected light remains in this plane.

A few sim{le special cases occur so often that it is useful to mention them here.
There 18 an angle of incidence, called Brewster's angle, at which light polarized in the
plane of incidence is totally transmitted (Figure 1.10). This angle is given by

og = tan"'n'/n (1.30)

Figure 1.10 Refraction at the Brewster angle. Light polarized in the plane of
incidence is transmitted completely.

When light travels toward a material of lower refractive index, there is an angle
called the angle of total internal reflection, at which all light is reflected
(Figure 1.11). This angle is given by

sine, = n'/n (1.31)
These two conditions are used extensively in experimental optics.
1.3.3 Propagation

Because of diffraction, a light wave changes in intensity as it propagates through
space. The case of the uniform circular light wave has already been trested above, and
the intensity distribution at some propagation distance, z, was given by Bquatiom 1.24.
Another case of practical importance is the case of a light wave which has a Gaussian
intensity distribution. This particular distribution has the unique and useful property
that it maintains {ts form while propagating through space. The intensity has the form
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Figure 1.11 Total internal reflection. Beyond a critical angle light traveling from a
higher to a lower refractive index is totally reflected.

1(r) = Igexp(-2c%/a%) (1.32)

where Ij is the central intensity and a is the radius to the 1/e2 intensity. The radius
increases according to the relation
a(z) = a[1 + (512)2]1/2 (1.33)
xa

The propagation direction of a light wave will change if the refractive index of
the medium in which the wave is traveling changes along the wavefront. This can be
explained by recalling that the direction of travel {s normal to the wavefront and that
the wavelength becomes shorter in a medium of higher refractive index (Figure 1.12). The
light wave 18 deviated by an angle

de 1 dn
dz " ndx (1.34)
_I
A INCRAEASING
-.1 l.' REFAACTIVE INDEX
LIOHT RAY
PHASE
RETARDATION A¢
AL ——ad WAVEFRONTS ( PLANES
Aoaset OF EQUAL PHASE)
(0.x) = O z
L\\\-TYPICAL OBSERVATION
PLANE

Figure 1.12 Deviation of a light ray by a refractive index gradient. The ray bends in
the direction of the refractive index gradient.

where x is normal to the original direction of travel. Assuming very small deviation of
the ray away from z, its phase is

z 1 z
sx2) = 2 f %i - %é § a(x,z')dz' (1.35)

The second integral is called the optical pathlength from 7 to z. It is the number of
wavelengths existing between 0O and z times the vacuum wavelength. For example, since the
wavelength is shortened in a medfum with refractive index greater than unity, the optical
pathlength becomes larger. In vacuum, optical pathlength 1is, of course, just

pathlength. In many materials, n can be related to density, 5, by the Dale-Gladstone
congtant, G.

n=14+Gp (1.36)
so that
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and
25 3 1 1
o(x,2) = e & [1 + Go(x,z")]dz (1.38)

These changes alter the amplitude and the phase of the light over an observation
plsng. The use of this effect to observe flow fields will be described in Chapters 2
and 3.

1.3.4 Speckle

When a light diffusing surface is viewed or photographed in incoherent light, it
exhibits a wore or less smooth appearance. When the same surface is viewed or
photographed in coherent light, it exhibits a grainy appearance. This graininess is a
statistical phenomenon that is called speckle. There are two categories of speckle, one
caused by the limited resolution of the viewing system and the other caused by the
limited extent of the illuminating system (Figure 1.13). When a finite sized diffuse
surface 18 used to illuminate another surface that is located at a distance, z, the
intensity on the second surface will exhibit speckle having a mean diameter of

dap = 1.22 (xz/D) (1.39)

The phenomenon can be explained in the following way: any point on the observation
plane is {illuminated by a confluence of light that originated at the many different
points on the diffusor. Each of these points 1s characterized by a phase that {s
different from other points in a random way. There is a probability that the sum of the
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Figure 1.13 Speckle phenomena.

sources will add up to produce a bright point in the observation plane; and, likewise,
there is a probability that a dark point will be produced.

When a diffuse surface is imaged, every resolution element in the image receives
light from a large number of randomly phased sources that make up the resolution points
(such as the high and low points that constitute the surface texture). There is a
probability that the different components of light making up the resolution points will
either add up gufficiently in phase to produce a bright point or out of phase to produce
a dark point. The average speckle size, therefore, can be expected to be the size of the
resolution of the imaging system.

, d»p = 1,22 Al/dl (1.40)

i The resulting useful resolution of the imaging system is, therefore, actually three

1 or four times less than that given by the normal equation for resolution since the image

: will consist of speckles of that size. The highest useful resolution is attainable when
direct, not diffuse, {llumination can be used so that speckle does not occur.
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1.4 Control of Light

In this section, we shall summarize and discuss some of the most basic elements for
the control and use of laser light. The special characteristics of laser light provide a
spatial and temporal controllability that cannot be attained with incoherent light and
have fostered many new applications. In general, coherent light can be delivered into
smaller spatial regions, at higher intensities, in smaller time elements, over greater
distances, with more precise modulation, and, because of single wavelength, can be
separated more easily from background radiation. The following discussion covers some of
the devices and physics that make these {mportant characteristics possible.

1.4.1 Lenses and Mirrors

Lenses and mirrors transform an input light wave from one form, such as planar, to
another such as converging. The input space is called the object space, while the output
space is the image space. The object space can be emulated exactly in image space only
Sor very special cases; however, the approximations are useful especially for engineering

esign.

The most basic function of a lens is the conversion of a plane wave to a converging
wave. When a plane wave strikes a positive lens, it converges to a focal point that is
located at a distance from the lens, f, called the focal length of the lens. When the
wave strikes a negative lens, it appears to diverge from a point on the input side of the
lens, also called the focal point.

Points in the object space are approximately related to points in the image space
by the thin lens equation.

8' ~ gf/(s - £) (1.41)

Where s is the distance from the object point to the lens, s' is the distance from the
lens to the image point, and £ is the focal length of the lens.

The image is never exactly the same as the object. Three things limit the accuracy
with which a wavefront can be changed from one form to a second desired form: 1) the
design of the lens (such as the specification of material, surface curvatures, and the
combinations of these), 2) the accuracy of manufacture of the lens, and 3) diffraction.
The effects introduced by the first two are called geometrical aberrations, and the
limits set by the third are called diffraction limits.

A high quality, well designed lens, in which geometrical aberrations are small
compared to the limiting effects of diffraction, is locsely termed a diffraction limited
lens. A lens cannot be produced to be diffraction limited for all transformations. The
most common diffraction limited lens is a collimator; it transforms a plane wave into a
converging wave or vice versa. A parabolic mirror is a diffraction limited collimator.
Lenses and mirrors must be illuminated from the correct direction to produce diffraction
limfited images. Additionally, lenses must be illuminated from the correct side.

A converging wave passes through a transition region of minimum beam diameter
wherein the wave is plane before beginning to diverge. The intensity distribution at the
focus depends wupon the intensity discribution across the lens. Figure 1.14 a-d
summarizes the results of illuminating a lens with two different plane wave intensity
distributions, uniform and Gaussian. Note that the effective focus diameter and position
depends upon the diameter of the input beam. The lens performs a focusing action on the
beam while diffraction causes a diverging action. The net result is that the minimum
occurs at a different point than would be predicted from geometrical optics alone. Since
many lasers produce a wavefront of Gaussian intensity profile, it is extremely important
to understand Gaussian ogtica and the difference between geometrical optics predictions
and the more accurate diffraction optics results. Geometrical optics assumes that light
can be focused to an infinitely small point. This, of course, does not happen. The
image distance in diffraction theory actually depends on the input beam diameter and
intensity distribution. The following are some significant characteristics of beams with
Gaussian intensity profile.

1) Propagation through empty space - the intensity profile remains Gaussian, a unique
property of Gaussian intensity profiles.

(2) Divergence from a source located at the front focal plane - the effective image
position (minimum diameter) is at the back focal plane.

(3) Truncation - the beam will not remain Gaussian if it is truncated. The Gaussian
should not be truncated below two 1/e2? diameters to retain Gaussian properties,

(4) Energy removal by truncation - a curious result is that the percentage of total
energy removed by truncation is the same as the percentage of maximum intensity at
which truncation is done.
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Figure 1.14 Continued

Example: A Gaussian beam passes through a circular stop. The intensity of the beam at
the edge of the stop is one percent that at the center. Therefore, one percent of the
energy will be removed from the beam.

At the focal point, 84 percent of the energy passes through the circle with
diameter d, for uniform illumination, and for a Gaussian profile 87 percent passes
through the circle with diameter d(e”2), The distance in the focal region over which the
waves are nearly plane is referred to as the depth of field sf,. For the Gaussian case,

sfy = £ fa/val (1.42)
1.4.2 Scanners, Deflectors, Modulators, and Shutters

Laser beams can be scanned, deflected, and modulated at high speeds with mechanical
and electro-optic devices. Mechanical devices include rotating or vibrating prisms,
gratings, and mirrora that can scan a beam over wide angles at kilohertz rates.
Vibrating mirrors are attached to electromagnetically driven components that oscillate at
rates up to tens of kilohertz. The highest rates are attained when torsion elements are
driven at resonance, but it 1is possible to drive these at programmable angles at
kilohertz rates. Rotating elements can attain even higher rates. Holographic gratings
or other holographic optical elements also have provided an extremely useful range of
capabilities.

Electro-optical scanners can deflect beams at megahertz rates. The most coumon of
these 1is the Bragg cell, an acousto-optical device. In this device, the beam {s
diffracted from ultrasonic waves that are generated ir. a material by piezo-electrically
driven crystals.

Other devices modulate the polarization properties of light at megahertz rates.
When used in conjunction with polarization filters or polarization dependent reflectors,
the beam can be deflected or shuttered at the same rates as the polarization modulation.

Other types of modulators modulate phase only. A Pockels cell can be used in this
mode. Any element that changes optical pathlength can be used as a phase modulator. A
somewhat unique phase wodulator is an optical fiber that is stretched electromechanically
or plezo-electrically while light passes through it. By wrapping the fiber around the
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piezo-electric element, a full wavelength shift in the optical pathlength of light tra-
veling through the fiber is attainsble with a small amount of voltage applied to the
crystal.

Coherent light can be shuttered more easily than incoherent light, because more
parameters are controllable for the shuttering process. Shuttering elements employ both
mechanical and electro-optical techniques covering a vast range of shuttering times down
to nanoseconds or less. One simple form of shutter employs a scanner, as described
above, to sweep a focused beam across a small aperture. Shuttering times less than one
microsecond are possible with this method. Such times are attainable even with
mechanical shutters if the beam is focused to small enough size. When the size of the
beam cannot be made small, mechanical methods are limited to the millisecond regime.

The fastest shutters are electro-optical devices. A Pockels cell, when used as
described above, can shutter a laser beam for times as short as nanoseconds.

Pulsed lasers themselves can provide the shuttering action if all other light is
blocked from the sensor. This cen be accomplished by using narrow band filters that pass
only the laser wavelength and a narrow band around fit. The effect can be further
enhanced if the room light is limited to a band that is widely different from the
laser. Common fluorescent lights emit little or no radiation at wavelengths above
650 nm, with the result that a hi%h pases cutoff filter such as Scott RG650 can be used to
cover the film or sensor in a fully lit room when a laser above this wavelength is used.

1.4.3 Holographic Optical Elements

If any two wavefronts of light are known, then a hologram can be produced that
converts one of the wavefronts into the other. Holographic optical elements (HOE) are
holograms that are designed to convert a wavefront of one specific type into a different
desired wavefront. A HOE is made by using one of the two wavefronts as a reference wave
and the other as the object wave. Then, when the hologram is illuminated with the
reference wave, the desired wavefront emerges.

HOEs can be used to perform the function of virtually all optical elements such as
gratings, lenses, and mirrors, or even much more complex devices. Primary advantages
include low cost, small thickness and weight, and the fact that they can be produced on
any shape of surface. The major disadvantage is that they are usually not achromatic.

1.4.4 Spatial Filtering

Laser beams almost always contain diffraction noise, flashlamp or plasma
illumination, and transverse mode structure. Much of this can be removed by a procedure
of spatial filtering. The beam is focused by a high quality lens through a tiny pinhole
(Figure 1.15). The intensity distribution of the focused laser beam depends on the
wavelength, lens diameter, focal length, and intensity distribution across the lens.

'
umnum-q-n-;%

Figure 1.15 Spatial filtering. Rays that are not collimated
in the input beam are removed by the pinhole.

The pinhole diameter can be estimated by examining Figure 1.14. The aperture
having the diameter of the Airey disk will pass B84 peircent of the collimated light
striking the lens, while removing most of the uncollimated light. Actually, most laser
beams of interest are Gaussian in intensity profile rather than uniform. For continuous
wave (CW) lasers, pinhole diameters range from a few micrometers in diameter upward,
depending upon f. For high power pulsed lasers, the lens focal length must be increased
to reduce the intensity at focus, requiring that the pinhole size be increased.
Otherwise, the intensity can become high enough to ionize the air or damage the
pinhole. Air breakdown does not necessarily render the process useless. The plasma
absorbs the light and shortens the pulse length and msy eventually destroy the pinhole,
but the process works at least until the pinhole 1is destroyed. The use of diamond
pinholes lessens the problenm.
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FPigure 1.16 illustrates a spatially filtered beam with various size pinholes. To
emphasize the filtering action, a 10 micrometer diameter wire was stretched across the
back side of the 20 power amicroscope objective. With a 30 micron diameter pinhole,
almost all of the difgraction noise is removed. With no spatial filtering, not only is
diffraction noise present in the beam, but aleo multiple reflection interference rings
are seen.

20X Microscope 2'::;:5
Below

Pinhole

10-pm-diam Wire Placed Here
for illustrative Purposes

Laser

a. d=30um b. d = 100 um

c. d =200 um d. Without Pinhole (d = o}

Figure 1.16 Spatial filtered beams with various pinhole sizes. Note that
higher spatial frequency information passes into the final {mage
as the pinhole gets larger.

1.4.5 Illuminating an Object Field

Three different classes of coherent illumination, direct, diffuse,and structured
can be used. Diffuse {llumination suffers the problem of speckle, but provides the
easiest viewing by eye. Direct illumination provides speckle free light, but {is more
difficult to view by eye. The most common form of structured light is the so-called
sheet of light or light screen produced with a cylindrical lens. This provides a
convenient way to view activity in a plane, without euffering the optical noise of light
scattered from the remainder of the volume that is not under examination. Other forms of
structured light include multiple sheets of light or rays of light.

Other choices of object illumination include front 1lighting and backlighting.
Backlighting provides for high resolution and high contrast viewing of the perimeter of
a;jopaque object, while front lighting provides for the viewing of surface detail of the
object.




1.5 Lasera®:S
1.5.1 How They Work

Lasers are characterized by two major features, the lasing medium and the physical
arrangement that forms a cavity, or interferometer, for selecting photons of a particular
frequency and feeding them back into the medium, where they are amplified before leaving
the cavity. The technical knowledge required to build a laser became available with
Einstein's theory of stimulated emission in the early 1900s. Nevertheless, the first
operational laser was built by Maimon in 1960, nearly a half century later. Within
months of the announcement of his achievement of lasing action in ruby, investigators
from laboratories the world over reported lasing in a large number of other materials.
Today, hundreds of commercially available lasers employ many different lasing materials
to provide useful characteristics. In the following paragraphs, cthe individual
phenomenological elements of a laser are discussed and then combined to produce a laser.

1.5.1.1 Stimulated Emission - An excited molecule can decay to its ground state by any
one of several different mechanisms. The decay must be accompanied by an energy transfer
of the residual energy, AE, either to another molecule (radiationless transition) or to
an emitted photon. The emission of a photon can occur in either a spontaneous process or
a stimulated process. The probsbility for stimulated emission at radiation frequency,
f = asE/h, where h is Planck's constant, is increased sharply when the excited molecule is
illuminated by radiation very close to f. These photons are said to be resonant with the
excited state, and their presence greatly shortens the average lifetime of the excited
state. Stimulated radiation leaves the excited molecule in phase with the stimulus field
(Figure 1.17). Transitions are possible only between selected energy levels. When a
molecule is struck by a resonant photon, the probability for absorption of the photon by
a molecule in its ground state is the sawe as the probability for emission of the same
photon by an excited molecule.

(a) ALL ELECTRONS IN (b) SOME MOLECULES (c) DECAY FROM HIG-ER
GROUND STATE EXCITED TO HIGHER TO LOWER STATES WITH
ENERGY STATES A PHOTON EMISSION

Figure 1.17 Molecular excitation and decay.

1.5.1.2 Population Inversion - The lasing medium can be excited in many ways, but the
resulting excited mater{al {s the seme. When a collection of resonant photons passes
through an excited material, some of them will be absorbed and some of them will
stimulate emission of more of the same photons, resulting in an amplification of the
illuminating radiation. The condition required for a net amplification is simply that
the number of stimulated emissions exceed the number of absorptions and other losses.
Since the probability of stimulated emission and absorption is the game, this condition
occurs when the number of molecules that populate the excited resonant higher state
exceeds the number of molecules that populate the lower state. This condition {s
appropriately described as population inveraion between the two states, since the
condition is the inverse of the usual stable condition.

1.5.1.3 Amplification - When resonant photons pass through a material where population
inversion exists, the net energy in the traversing beam will increase. The material acts
as a light amplifier for photons that have energy equal to the difference of energy
between the population inverted states. Amplifiers are used to increase the output power
of a laser as well as to aid in the amplification and detection of weak coherent light
waves. In some instances a laser may incorporate three or four amplifiers in tandem.

t.5.1.4 Feedback-The Oscillator - When the lasing material is placed between two
reflectors, the amp e ght wave is fed back into the material where it {s further
amplified. 1If a light wave gains in strength after making a round trip between the two
mirrors, the lasing threshold i{s said to have been exceeded and lalins action takes
place. The two mirrors may be planes, curves, or combinations of plane and curve.

The space between the two mirrors is called the cavity. The eneriy in the cavity
could become so high that it destroys the mirrors or the lasing material, but by making
one or both of the mirrors partially reflecting, some of the light leaks out of the
cavity (see Pigure 1.18). Waves travel in both directions in the cavity, forming a
standing wave whose wavelength satisfies L = q1/2 where q is an integer.
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1.5,2 Coherence Improvement and Control

1.5.2.1 Frequency Broadening - Temporal coherence is tantamount to single frequency;
spatial coherence is tantamount to simple, plane or spherical wavefront. Improving the
coherence of a laser amounts to making the cavity strongly supportive of a single
frequency, simple wavefront and strongly unsupportive of anything else. If the energy
associated with the inverted state were the same for all molecules, then a single
frequency would result. Since the energy is not the same for all molecules, the
frequency of light emitted from an excited molecule upon decay, aE/h, is not the same for
all molecules. The energy broadening mechanisms include:

(a) Natural Broadening due to the uncertainty principle, which states that the product
of the state lifetime and the energy uncertainty must exceed Planck's constant,
giving rise to a frequency broadening of typically about 15 MHz.

(b) Pressure or collision broadening is the alteration of the energy of a molecular
state, through collisions or close proximity with other molecules. This effect is
most important in solid lasing materials or gas lasers having higher pressures ( in
excess of one torr).

(c) Radiation Broadening related to the finite width of the stimulated emission
resonance curves.

(d) Zeeman Broadening caused by magnetic fields which alter the energy states.

(e) Doppler Broadening caused by the different kinetic energies of the molecules that
are transferred to the emitted photon, typically of the order of several GHz and
greater for higher temperature lasers.

1.5.2.2 Transverse Electromagnetic Modes (T.E.M.) - The solution of the electromagnetic
cavity equations is a series of eigenfunctions with indices p,l,q. Each of these
functions represents a mode of operation of the laser and is called a transverse
electromagnetic mode (T.E.M.). A laser may operate in many modes at once, since the
general solution of the equation is a combination of the eigenfunctions; however, the
lower order modes usually predominate. A laser can be forced to operate predominately in
a single mode, usually p = 0, 1 = 0, q, or the TEMyy mode. The various p and 1 modes are
characterized by different intensity distributions about the optical axis of the laser.
The amplitude of the p and 1 mode for a laser with cylindrical geometry is given by

2 2
U (re) = U, (2 szp (Zif) exp (-if) [2lny 4y (1.43)

U, ~ amplitude at the optical axis
L!p ~ Laguerre Polynomial

a ~ 1/e? radius

¢ ~ angular coordinate

Consider the p = 0, t = 0 case. Since Lg(x) = 1

~nN

y = U(r) = U, exp (%5) (1.44)

U
( 2

r,s

Therefore, the lowest order mode has a Gaussian amplitude and intensity profile.

The frequencies of the various t, p, and q modes differ, the amount depending upon
the laser geometry. If, for example, the laser mirrors are plane, the frequency does not
depend upon ¢t and p. In general, the various modes are not coherent with each other.
The lowest order mode is most widely used because the Gaussian intensity distribution is
less divergent, more easily focused, and is most easily used in calculations; the higher
the mode structure, the greater the divergence rate. In practice, a laser is forced to
operate 1in the TEMgg mode by making the cavity optics almost perfect, and by using
apertures to restrict the lasing to a small diameter.

1.5.2.3 Longitudinal Modes - For each molecular energy transition, a lasing medium can
provide one broadene requency or color at which the laser can, in principle, operate.
All but one color can easily be removed by using selective mirrors or prisms within the
cavity. Within the broadened frequency, however, lies a number of individual frequencies
that must be eliminated to approach a single frequency from the laser. These are denoted
by the q index on the TEMplq. If the lasing materia{ is placed between two mirrors that
bound the cavity, standing waves are supported between the two mirrors and their nodes
occur on the mirrors (Figure 1.19). The condition placed upon the standing wave is that
the distance between the two mirrors be an integral number, q, of half wavelengths. If
the medium is uniform this can be expressed as

L = qa/2 = q e/2f (1.45)

If f, lies within the broadened energy transition then the laser will support that
freqétncy.
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Figure 1.19 Cavity modes and mode selectors. The standing wave supported by the cavity
is an integral number of half wavelengths.

EXAMPLE: For a typical gas laser, say A = .6 micrometers, then £ = 5 x 101% gec-1, and
if L = ! meter, then q > 3 x 10%. Adjacent longitudinal modes are separated in frequency
by c/2L or 150 MHz in this case. If the frequency broadening for the given transition
were 1.5 GHz, then one could expect to get up to 10 longitudinal modes from the laser.

Figure 1.20 illustrates this effect. The curve is the broadened frequency spectrum, and
the curve is the product of the spectrum and the cavity efficlency as a function of wave-
length. The width a is a measure of the selectivity of the two cavity mirrors known as
finesse, to be discussed later. Only those modes within the aresa above a certain thres-
hold can lase. The various modes are in constant competition with each other for the
energy of the lasing medium and consequently adjacent modes rarely lase at the same time.
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Figure 1.20 Representation of possible resonant frequencies centered about one color.
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If the cavity contains a varying refractive index, then the wavelength varies
within the cavity. The number of half waves between the two mirrors bounding the cavity
wust still be an integer. Therefore, if the refractive index varies in a direction
normal to the cavity axis, or if the two mirrors are not precisely parallel, then the
frequency of light likewise varies across the cavity. This affect is illustrated in
Figure 1.21, where the cavity supports two different wavelengths on the two different
halves. This is one reason why it is difficult to produce a single frequency from a
large diameter cavity.

End Reflectors

3
L I 4 _1 q - 14
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Lasing Medium

Figure 1.21 Spatial variation of frequency by a nonuniform lasing medium.

1.5.2.4 Single Frequency Lasers - To improve the laser to its ultimate in coherence
requires that all gut one of the longitudinal modes be eliminated. This can be
approached in one of several ways. The laser can be shortened such that the mode spacing
is larger than the entire broadened spectrum, b. Namely,

uc/noL > b (1.46)

This approach limits the cavity length and, consequently, the output power.
Additionally, special attention wust be given to insure that a mode does indeed lie near
the peak of the envelope curve, and that it does not move around under the curve leading
to instabilities or power fluctuations (to be discussed in the next section).

Other techniques for frequency selection depend upon the use of tuned reflectors
(etalons) acting within the cavity or as cavity mirrors. One of the simplest is the
tilted Fabry-Perot etalon which is inserted into the cavity. The transmissivity of an
etalon has peaks at multiple wavelengths that depénd upon the angle of incidence of the
wavefront. These maxima are matched with one of the lasing frequencies by tilting the
etalon. See Figures 1.22 and 1.23. The rvesonant frequency of the etalon can also be
adjusted by changing the separation of the reflecting surfaces. The most common way to
do this is to control the temperature of the etalon.

1.5.2,5 Stability and Tuning - The latter discussion has been somewhat oversimplified,
and a few qualifying considerations must be mentioned. From the previous discussion, it

is clear that a small variation in nL, especially for a single mode laser, leads to a
fluctuation in the power output of the laser. Maintaining the optical pathlength, nL,
between the two end mirrors, exactly constant is not trivial because of thermally fnduced
variations in L and because of fluctuations in n in the cavity.

The variations in n arise out of high frequency fluctuations in the plasma
properties (for a gas laser), and little can be done to correct that. The long term
stability of a laser is mostly related to the thermal and mechanical stablility in L.
This 1s the primary reason why a laser requires a warm-up time to reach a constant
average output power.

Tuning of an etalon changes the gain at a given frequency as is shown in
Figure 1.23. If only one frequency is lasing, it will continue to lase until the
efficiency for an adjacent mode overtakes it. Then the laser will "mode hop" to the new
frequency. Therefore, tuning the laser cavity is a discontinuous process.

The resonant frequency of the cavity may be changed deliberately by changing the
pathlength nL. The most common method is to mount one of the end mirrors on a piezo-
electric crystal. The insertion of a material of time varying index of refraction into
the cavity is a second method.

When a fixed single frequency of light is required, a feedback from the laser
output can be used to tune the cavity to hold the output frequency constant. Several
error signals are available for che feedback. One migiit well conclude that the laser
output is at a maximum when the etalon is tuned resonant to the center of the broadening
curve. Then the output of the laser could be monitored and used to drive the cavity
mirror to maintain this peak. This reasoning is partially correct. The broadening curve
does not accurately represent the frequency distribution when lasing takes place.
Saturation effects cause a "hole burning effect"” in the frequency distribution, producing
a gain curve (Figure 1.24) that is characterized by a dip in the curve (termed "Lamb
dip”). When the laser is operated at this point, either an increase or decrease in nL
will increase the output power of the laser. This provides an information source for
feedback to drive the mirror position. The frequency can be located and fixed by this
procedure to ait accuracy of about one part in 108,
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Figure 1.22 The tilted etalon in a laser cavity.

-
» Etalon at 8°
7 Resonant
- Etalon at 6% + A8’ Frequencies, &
-
)
i 1
~.
g b . .
' I } | do,  ©'nd sin 6°  ©'86°d
] — - =
2 } : | | : a6’ C [o
[ |
» _A _L ) I 1 | a’
ol ! “? | ® pe -
| |
| | !
| | 1
{ | |
| T
[
. [ / |_—~Gain with o, Adjusted to a
§ : / Maximum Value of P(w’) ¢
oy ‘{ Gain without Etalon ~ P(o’) ¢
g % Lasing K Cavity Resonant Frequencies,
:E Thresbold M_ wl _ 7qC -
8 _1 d{(n_L) (a_L)
©; ®

Figure 1.23 Tilted etalon characteristic curve.
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Figure 1.24 Repregentation of lamb dip.

More accurate methods for location and fixlnﬁ the frequency of a laser include the
use of the Zeeman effect to produce a similar "dip" in the output versus frequency
curve. The use of absorbing vapors and dyes in the cavity is yet another method to
narrow wavelength.

1.5.2.6 Q—Switchl%‘g - In the normal mode of operation, lasing action will begin as soon
as a certain threshold of excitation is reached. Lasing will continue as long as the
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lasing medium is “pumped”. If lasing is inhibited, then the population inversion
increases with more molecules remaining in the excited state. If the inhibitor is then
suddenly removed, the amplificatfion is enhanced for a short period of time, and the laser
will emit a buret of light that lasts as long as is required to sweep the surplus of
photons from the cavity, typically 1C to 100 nanoseconds. This switching of the cavity
efficiency or "Q" from one value to another is commonly used in solid state lasers to
generate high power, short duration pulses of light.

Q-switches fall into two categories, light valves and beam daflectors. Beam
deflectors inhibit laaing by ntullgnit\g the laser cavity or by deflecting the beam frow
the cavity. Light valves inhibit lasing by introducing an absorber or blocking device
tnto the cavity.

Either of the cavity mirrors can be employed as a Q-switch by tilting it out of
alignment to inhibit lasing. Rotating or piezo-electrically driven mirrors are often
used for this purpose. Acousto-optical beam deflectors can be used as Q-switches within
the cavity.

Electro-optical Q-switches are fast acting light valves. Two common varieties are
Pockels cells and Kerr cells, which are polarization rotation devices, and, when used in
conjunction with polarization analyzers can become selectively transparent or opaque to
polarized light., The polarization rotation is achieved by the addition of a high voltage
to the crystal, making it possible to turn the Q-switch on and off in fractions of a
microsecond. Electro-optical Q-switches possess the distinct advantage that they can be
turned on and off with extreme precision. They can be fired easily with a variability
less than 50 nanoseconds. On the negative side, they are more expensive and less
efficient than other types of Q-switches. Frustrated total internal reflection is yet
another mechanism used for high-speed lfght shuttering.

Some chemicals possess absorption characteristics that make them ideal for use as
Q-switches. The chemical, which wmust be highly absorbent at the laser wavelength, is
placed in a transparent holder within the cavity. This inhibits lasing until the light
abgorbing solution becomes saturated (or bleached) by the impinging radiation, depleting
the molecules that are available for absorption. The solution then becomes momentarily
transparent to the radiation. For ruby lasers, the most common chemicals are crypto-
cyanine dye in alcohol or acetone solution and chlorophyll-D in wineral oil solution.
The Schott Company RG-690 red cutoff dye filter can also be used as a Q-switch for ruby.

Chemical Q-switches are the least expensive of all, and, because of their narrow
resonance absorption characteristics, enhance lasing at extremely narrow wavelengths.
Unfortunately, they cannot be precisely controlled, have a dependence on environment and
history, and are not as repeatable as other types. Thelr variability in time of firing
is typically about 50 microseconds. Used in combination with other types of Q-switches,
they can, however, enhance the coherence of a laser.

1.5.3 Commercially Available Lasers6:7

1.5.3.1 Summary - Hundreds of different types of lasers are now available to provide
light at wavelengths ranging from the ultraviolet to the far infrared. Pulsed lasers can
provide pulses as small as picoseconds and output powers in the megawatt range up to
several joules per pulse. Commonly available, continuous lasers can provide powers up to
tens of watts. The following discussion summarizes the available lasers, with an
emphasis on the most usable lasers in aerodynamics and on relatively new lasers with
unusual potential in this field. Table 1.1 summarizes lasers and typical characteristics
of those of primary interest here,

1.5.3.2 Solid State Lasers - Ruby and YAG (yttrium, aluminum, garnet) are the most
common of the solid state lasers in this field. (Diode lasers are treated separately.)
The dominant wavelengths are 694 nm and 1060 nm respectively, and it is possible to
frequency double either to produce 347 nm and 533 nm respectively. It is further
possible to triple YAG to produce 353 nm.

Because of the higher density of radiating molecules in a solid, much more energy
can be produced per unit volume than in gas lasers. Solid lasers must be pumped
optically by lamps or other lasers, whereas gas lasers can be pumped by passing a current
through the partially ionized gas.

Ruby is termed a three level medium for lasing, because the lasing energy arises
from a transition from an excited state to the ground state. Initially, the molecules
are excited to a large band of energy states that Aecay down to a dominant state,
creating a population inversion with respect to the ground state. Clearly, thie requires
that at least one half of the molecules in the material be excited before lasing
threshold can be reached. So ruby fe a material that wust be pumped "hard" for lasing.

Population inversion is much easier to attain between two initially unpopulated
states. All that is required is that, during pumping, more excitations go to the higher
state. Such materials are termed four level lasing mwaterials. YAG is a four level
material, and it has a much lower threshold than ruby.

Figure 1.2 illustrates two common ways of pumping a solid state laser. In ome

case, a xenon flashlamp is wrapped around the lasing material; in the second case, a
linear flashlamp is placed at one focus of an elliptical reflector while the laser rod is
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Table 1.1
SUMMARY OF AVAILABLE LASERS
* Principle
Energy (Pulsed) Wavelength Coherence:
Pulsewidth Power (CW) Good, Fair
Type Medfunm (seconds) Joules or Watts Wavelength na Poor
Gas HelNe (] 1074 - |o°: 633%, 1150, 3400 G
HeCd oW 10*2 - 1071 325+, 442 G
Argon oW 1022 - 10 330, 488%, 514% G
Krypton cw 10'3 -1 330, 647*, 799 G
COy cwW 1072 - 100 9000, 10700* G
Gas Argon 1076 - 1074 1074 330 - 514* F
Cu Vapor 2 x lO'a .006 510, 578 P
Au Vapor 2 xaIO' 9 .003 628 P
Ritrogen 10'7 - 107 up to .03 337 P
COp TEA 1077 -1 up to .0t 9000 - 11000 F
ExCimer 107 - 1079 up to 1 282, 308, 35t F
(several
varieties)
Solid Ruby 10‘2 - 108 10'3 - 10 347, 694* G
State YAG 107¢ - 10-8 1073 - 10 265, 530, 1060*, 1318 F
Glass 10°6 - 1078 1073 - 10 263, 355, 525, 532, F
4 s 3 1060*
Alexandrite 1077 - 107 10°3 - 10 730 - 790 P
GSGG 104 - 1078 103 - 10 1060 F
Semi- GaAs o, “ up to lo‘g 830 - 910 P
Conductor Lead Salt 1077 - 107 up to 10° 3000 - 30000 F
Diode Tunable
Tunable Ar or Kr cw up to 6 250 - 1000 F
Dye Pumped P 3 watts
YAG Pumped 1028 - 1073 up to 0.1 200 - 4500 F
Excimer Pumped 10°8 - 10"s up to 0.01 200 - 1000 F
Flashlamp 10-7 - 107 up to 0.001 200 - 1000 F
Pumped 8 5
Ny Pumped 10°° - 107 up to 0.01 200 - 1000 F
Bnd Reflectors, K
Linear
. Flashlamp
o o
Coolant
Ruby Rod

Coolant

O-

melical Ruby Rod

Xenon Flashlamp

Elliptical
Reflector

Figure 1.25 Methods of exciting the lasing medium

placed at the other focus. Without Q-gwitching, the laser will begin lasing as soon as
the threshold is reached, and will continue until the flashl ceases to maintain the
population inversion. The process is illustrated in Figure 1.26. For a material like
ruby, the lasing in this mode is somewhat erratic and the ou-put consists of a series of
spikes that are randomly spaced in time with a mean spacing of about five microseconds.
For a four level material, the output is much smoother.

A Q-switch inhibits lasi and the excitation of the material becomes more
complete. The fluorescence lifetimes in ruby are relatively large (milliseconds),
allowing the excitation to continue as the flashlamp operates. Q-switching should be
accomplished in less than the fluorescence lifetime, since further pumping does not
effectively excite the material. Figure 1.26 shows that the Q-switch essentially drops

t?e laser threshold and allows the stored energy to be swept from the cavity in a short
time,
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Figure 1.26 Laser output comparison with flashlamp current

A laser can be repetitively Q-switched as long as 1) the lasing material is being
pumped and/or has a sufficient population inversion, 2) gufficient pumping tiwe is given
between each switching, and 3) the proper tempersture and threshold conditions are
satisfied. Figure 1.27 illustrates the process. The output power will depend on the
level of excitation of the material. As the pulses are pushed closer than a few hundred
microseconds, in typical systems, the power in the second pulse will begin to diminish,
depending on how much energy had been removed from the rod during the first pulse.
Commercial lasers can push these pulses to about one microsecond separation for a few
pulses. Repetitive Q-switching can be done with any of the devices described above,
including the chemical Q-switches, but chemical Q-switches are more erratic and harder to
control than the other types.

To produce light pulses with closer spacing than one microsecond has, in practice,
been accomplished by combining the pulses of more than one laser. This can also be done
by dividing the cavity into more than one independent cavity as shown in Figure 1.28.
Each part of the cavity can then be independently Q-switched with an arbitrarily small
spacing.

High coherence and the TEMggp mode in solid state lasers is attained by aperturing
the laser cavity to a beam diameter of less than 2 mm, operating the laser at near its
threshold, and by using wavelength selective dyes or etalons in the cavity. All of these
devices tend to reduce the total power output of the laser. To obtain both high energy
and high coherence requires that the relatively weak pulse be further amplified.
Figure 1.29 illustrates the most common methods for achieving such an output. One or
more amplifier is added to the basic oscillator. A ten centimeter long ruby rod can
amplify the intensity by about ten times. A ruby oscillator and two amplifiers can
produce about two joules of highly coherent light in 20 nanoseconds.

Among the newest commercially available lasing materials of potential interest here
is Alexandrite. This material can be tuned over & small range around 700 nm. Exactly
how to use this to advantage is still open to the ingenuity of the readers. Another
material that is showing promise is GSGG (gadolineum, scandium, gallium, garnet). This
material has many of the properties of YAG and a lower threshold. The lasing wavelength
is 1060 nm. The major prospect of the material lies in its potential for producing a
lightweight laser, for example, for airborne applications. Finally, titanium doped
sapphire is yet another new and promising material.

1.5.3.3 Gas Lasers - Much of the discussion of solid state lasers applies also to gas
lasers. Gas lasers are typically of lower power output than solid lasers. They are
largely pumped electronically by flowing an electric current through a plasma in a sealed
tube. The conversion efficiency for converting electrical power into optical power is
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Figure 1.28 Double-barrel, double-pulsing laser schematic

commonly less than one percent. The end mirrors can be fixed directly to the plasma tube
for low power lasers. For higher power lasers, the mirrors are separated from the plasma
tube, and the ends of the tube are sealed with windows placed at the Brewster angle with
respect to the optical axis to reduce losses in the cavity. This supports lasing of
polarized light favored by the Brewster windows, leading to a highly polarized output.
Q-switching of a gas laser does not significantly enhance power output, but the types of
light valves described above for Q-switching are used in the cavities to modulate the
power output.

Typical power outputs range from milliwatts to watts. Tuned etalons are used in
the cavities to enhance single frequency output when required. The most commonly used
lasers are HeNe (633 nm), Argon (488 and 514 nm), and CO, (1060 nm). Less commonly used
are HeCd (325), Kr (330 and 647), and N (337) (see Table T1.1).

1.5.3.4 Diode Lasers - Although they are not yet widely used in this field, diode lasers
hold great promise for many applications because of their high efficiency and small
size. Diode lasers are orders of magnitude more efficient than gas lasers. The typical
output of a commercial diode laser ranges from microwatts to tens of milliwatts for a CW
laser weighing only a few ounces. In the pulsed mode, such a laser can generate hundreds
of watts of peak power in pulses that are 10 to a few hundred nanoseconds in duration.

The cavity of a diode laser encloses the junction region of the semiconductor
between two reflective faces. The cross sectional dimension of the cavity is extremely
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Figure 1.29 Oscillator-amplifier lasers

small and usually rectangular, commonly about one by ten micrometers. This leads to a
highly divergent beam because of diffraction, the divergence being its greatest in the
short dimension direction. So the output beam must usually be conditioned with lenges to
make it usable.

In applications where a small light source is required, a diode laser is often an
ideal choice. One current limitation with diode lasers is their long wavelengths,
starting at about 780 nm. This requires special detectors and prevents their use with
photographic emulsions. Recently, diode lasers in the green have been developed, but
they are not yet commercially available. This development could be extremely important
for laser diagnostics. In other new developments, phased diode arrays are being produced
with net output power capabilities of watts CW.

1.5.3.5 Metal Vafor Lasers - In receaAt years, copper and gold vapor lasers have become
commercially available and they fill an important gap in flow dfagnostica. They emit
light in nominal 20 nanosecond pulses at pulse rates up to a few thousand per second at
510 nm for copper and 628 nm for gold. This makes them excellent candidates for use in
high speed photography, schlierer and shadowgraph. Unfortunately, they have extremely
poor coherence.

1.5.3.6 Excimer Lasers - The word "excimer" is extracted from the term excited dimer. A
dimer is an unstable molecule formed at high temperature from two or more molecules such
as a nobel gas and . halide (for example, xenon and fluorine). Flashlamp pumped excimer
lasers operate in the ultraviolet at quite high pulsed output powers. With pulsewidths
of tens of nanoseconds and energies comparable to ruby and YAG, they fill an important
%ap in flow diagnostic applications. They are com 'only used as a pumping source for dye
agers.

1.5.3.7 Dye Lasers - Dyes are extremely complex molecules, characterized by many
possible energy transitions. Consequently, when a dye solution is used as a lasing
medium, many different wavelengths are possible. With a suitable combination of dyes, it
is possible to produce a laser that is tunable almost continuously acroes the entire
spectrum. A dye laser comprises a dye cell through which the dye solution flows, a
pumping source which may be either a flashlamp or another laser, a wavelength selector
which may be a prism or grating, and frequency selecting etalons to further enhance a
narrow band frequency output. When another laser 1is used to pump a dye laser, the
wavelength of the dye laser can be no shorter than that of the pumping laser. Therefore,
excimer lasers are often used to pu dye lasers, since the resulting dye laser can
produce light over a wavelength range from ultraviolet tc¢ infrared.

1.5.3.8 TEA Lasers - TEA is an acronym formed from transversely excited atmospheric.
Commonly operated at atmosphere with Co, as a lasing medium and in the pulsed mode, these
lasers can fill an important gap where high power, short pulses of light at 1060 nm
wavelength are required. Pulsewidths range from nanoseconds to microseconds, and powers
range as high as hundreds of kilowatts.
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CHAPTER 2
USING LASERS WITH CONVENTIONAL OPTICAL TECHNIQUES
2.0  BACKGROUND

Lasers are often better light sources than more conventional ones, but they do
suffer some disadvantages that wust be traded off against advantages. An arc source,
flashlamp or even an iIncandescent source can often outperform a laser depending on what
is required. Therefore, it is important to choose a light source because of its features
and not simply because it i{s a laser.

In this chapter we describe applications of lasers in photography, shadowgraphy,
schlieren, interferometry, and deflectometry, emphasizing those applications where lasers
extend the methods beyond their usual range of applicability. These will illustrate how
the uniiue properties of laser light can improve space and time resolution and improve
the ability to separate signal from noise. Coherence, intensity, and controllability
associated with lasers can be used individually or in combination to achieve such
improvement.

Coherence - Temporal coherence implies single wavelength. An event can be
illuminated with laser light and observed or recorded through an extremely narrow
bandwidth optical filter that highly attenuates all but the laser wavelength. Therefore,
experimentation can be extended into cases involving much greater ambient 1light
intensity. Additionally, high coherence simplifies both the theoretical description and
the practical use of interferometry and has resulted in a widespread increase in its
applicability. On the other hand, spatial coherence makes possible the production of
extremely small, high-intensity concentrations of light not previously available in
optics, significantly improving the spatial resolution limits of optical probes.

Intensity - Extremely high-intensity illumination can be produced from a laser,
This 1s, of course, beneficial when high-intensity is needed, but this should not be
confused with total energy. With few exceptions, lasers are not efficient energy
sources. Flashlamps, arc sources, induction sources, and other forms of energy delivery
should be considered equally as candidates where the task is the delivery of energy or
the production of large quantities of light.

Controllability - Spatial coherence, temporal coherence, and polarization, all make
laser light much easier to control in space and time than incoherent light. For example,
almost all precision optical elements are easier to design for a single wavelength
including reflectors, lenses, shutters, filters and modulators. Also, highly collimated
light producible with spatially coherent light can be transported over large distances
without losses. Further enhancing controllability are electro-optical wodulators and
shutters that can create pulses of light with great precision in time, placement and
duration.

Disadvantages - The problems of speckle, interference, and diffraction noise often
render recordings made with highly coherent light extremely difficult to use. Unwanted
diffraction patterns, "parasitic"” interference fringes, and patches of light can mix
coherently with data making the result an even more serious degradation than simple
addition of intensities. In general, therefore, laser optics must be chosen more
carefully. Scratches and flaws are more deleterious, and cleanliness is much more
important with coherent light. It has been said that if natural light had been coherent,
then the discovery of incoherent light would have represented a major breakthrough.

2.3 Laser Photography and Videography

N Photography and videography in aerodynamics can be divided into the following
tasks:

1. Illuminating the object field,
a. with light of a desired structure,
b. with the required intensity,
c. from the desired direction,
d. for the required time,
e. at the desired time.

2. Recording the light that has passed through or reflected from the object field,
a. at the required time, possibly synchronized with other events,
b. with the required temporal resolution,
c¢. with the required spatial resolution,
d. while rejecting other light sources that are of no iaterest.

Section 1.4 described the various methods available to control coherent light, and
Section 1.5.3 described the characteristics of available lasers for producing the
light. This section will show by example how the methods can be combined to achieve the
above with some rather spectacular results. The most advantageous uses occur when one of
the above nine tasks is at an extreme., Higher intensities, more complicated structures,
delivery at larger distances, with greater ambient light rejection, and more precisely
timed delivery (than can be derived from nonlaser sources) are extremely useful features
of lasers when photographic limits are approached.
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2.1.1 Photography of Hypervelocity Objects

Studies in aeroballistic ranges sometimes require accurate in-flight measurements
of the position, contours, and surface conditions of high velocity models. Figure 2.1
illustrates a system in use at the AEDC Range G!'2 exemplary of the techniques of laser
high-speed photography. In this case, the laser light is first diffused by a ground
glass to reduce the effects of diffraction. Then it is concentrated by a lens into a
region of interest where it finally strikes a background screen. Six cameras, each
having four lenses that are focused at a different depth in the field, cover the sample
volume. Narrow-band filters positioned in the image plane remove the ambient light.

Range Tank Wall
(3 m Dismeter)

4~ x 5-in. Camera Lenses
(4 per camera)

Ground Glass

Pulsed
Ruby
Laser

Camera Angles

23.5 deg
15 deg
5.6 deg
5.6 deg
15 deg
23.5 deg

Range Cross-Section
(Flight Axis Seen Head-On)

PODDDDD

O bW~

Figure 2.1 Front-light/ back-light laser photographic system.

The specifications of the components in the system vary according to test
conditions. For example, narrow-band filters range from one to 1000 angstrom bandwidth
depending on model luminosity. Red sensitive films include two major types, Kodak 50243,
having a resolution of 500 line pairs per mm and an ASA rating of 1.6 and Kodak Linagraph
Shellburst, having a resolution of 100 line pairs per mm and an ASA rating of 125. In
the system described here, the higher speed film must be used when F/numbers greater than
45 are required.

The lighting procedure used here is intended primarily to produce a front lighted
photograph of the model in flight. This requires an advance signal to fire the ruby
lager at the proper time. The first signal, provided to the laser when the model is
still far upstream, fires the laser flashlamp at about one msec before the model
arrives. A CW laser beam interruption then identifies the arrival of the model near the
sample volume whereupon a firing signal Q-switches the ruby laser. Even if the model
misses the front-lighted volume, it may still traverse a region where it is backlit.
Clearly, the problem would be made easier if the exact position of the model were known
apriori. Figure 2.2 includes a series of laser photographs to illustrate the types of
data that can be produced in such a8 system as described here. Figure 2.2a shows the
appearance of a model in flight at various downrange stations showing the change in
surface condition and contour.

Example: The 5000 meter/sec model shown will move 100 micrometers during the 20 nano-
second exposure, representing a blurring of tae resulting photograph.

Figure 2.2> shows the laser photograph of a model in which a coolant is ejected from the
nosetip in flight. Figure 2.2¢c illustrates the photograph of a model in which the
background is striped to augment the visualization of flow.

Other variations of the laser station described above provide for specific diag-
nostic needs. For example, four lasers were combined to provide high-speed photographic
sequences such as shown in Figure 2.3. These are valuable when a rapid time deve%opment
takes place. Another example shown in Figure 2.4 is the combined front-1lit photograph of
the model surface and the schlieren photograph of its flow field.




Figure 2.2a.

Erosion model in the 300 meter range. Top figure is early in flight.
Bottom figure is down range. Note eroding nosetip, and impact craters.
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Figure 2.2b. Transpiration cooled nosetip in the AEDC track G. Note coolant material
flowing from the nosetip of the model, which is traveling at 5000 meters/
second. The striped background aids in viewing the flowfield.

N

Figure 2.2¢c. Front-llfht photography of a hypervelocity
projectile.

Figure 2.2 Front light laser photograph of hypervelocity models
produced in AEDC hypervelocity ranges and tracks.

2.1.2 Videography of High-Speed Events

The standard television scanning rate i{s 30 new pictures per second, a speed that
has been chosen to satisfy viewing requirements. Such a slow speed has always severely
restricted the use of TV in high-speed recording. One way to partially circumvent the
slow-scanning vate is to use a camera that retains a latent image momentarily, produce
the image with a short burst of light from a strobe or a laser and, thus, stop the high-
speed motion at a still limiting framing rate of 30 per second. New developmenr- in
videography in the past decade, however, have extended the ability to frame at ltigher
rates and to control the entire image recording process in many useful ways.

Consequently, videography has begun to play an ever-increasing role tia optical
diagnostics.
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Figure 2.3

Four laser camera capturing the impact of a hypervelocity model
with spherical particles.

The model surface is five centimeters
across and the spheres are

three millimeters in diameter. Photos
were made In AEDC hypervelocity track G.
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Figure 2.4 Combined fromt lit ind laser schlieren photograph of a 5000 m/sec model in
250 torr air. Note the ability to see boundary layer transition on the model.
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The most significant factor is the development and commercial availability of
charge coupled devices (CCDs). These sensing elements are configured in linear and two-
dimensional arrays. The typical array comprises 15 micrometer sguare sensors spaced by
45 micrometers center-to-center. Linear arrays containing up to 2048 detectors and two-
dimensional arrays up to about 300 by 400 are available commercially. The arrays are
exposed in one step, leaving the intensity information locked within each detector. Then
the array is scanned electronically in a serial fashion producing a string of numbers or
a set of strings of numbers that describes the intensity distribution. This process
provides a very natural way to sample and digitize the information in an intensity
distribution, casting it into a form that is optimum for controlling and processing by
computer.

The remarkable development of these devices owes much to the simultaneous develop-
ment of small, inexpensive, but powerful computers. What is a fairly simple control
process for a small computer today would have been prohibitive in cost and complexity for
most laboratories only a few years ago. In this sgense it is hardly meaningful to
separate the sensor and the computer, since the computer ultimately takes the string of
numbers, performs operations on it and then prepares it for presentation on a monitor or
printer, possibly as an image or in some even more useful form.

An exemplary application is in the study of the effect of aerodynamic flow fields
on imagery3 (aero-optics). This might be encountered, for example, in astronomy or in
photography from an aircraft. Figure 2.5 describes an experimental setup. A diffraction
limited point image is focused on a two-dimensional array CCD after having traversed a
flow field. The camera system in this case was manufactured by the Spin Physics Division
of Eastman Kodak Company. The entire array can be scanned at rates up to 2,000 frames*
per second. The data is stored on video tape and can be played back at adjustable rates
for viewing. This provides the capability to examine instant replays of relatively high-
speed events.

Wavefront Distorted by
ppric Effects

Input Plane

Two Dimensional CCD
ARRAY Records Distorted
Intensity Distribution

Flow

Figure 2.5 C(Conceptual experiment for measuring aero-optic effects. The incoming
wave from is distorted by the flow field, limiting the attainable
resolution of an imaging system in the vehicle.

Figure 2.6 illustrates the resulting data showing how the point source changes its
shape under the influence of an aerodynamic flow field. As can be seen here, the image
has been processed by the computer to find the size and centroid of the image auto-
matically. The image increases in size (blur) as a result of the phase modulating
effect of small scale turbulence and the centroid moves about (jitter) as a result of the
larger scale turbulence. Models for the aberration of such images have been developed
and have been partially confirmed in these types of studies.S

CCDs offer extremely good versatility in image evaluatfon. For example, higher
scan rates can be attained by scanning a smaller part of the array, trading off data per
?1cture for a higher framing rate. The Spin Physics camera can frame at rates up to

2,000 frames per second in this way. Furthermore, at lower scan rates it is even
possible to process and display processed pictures in near real time.
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Figure 2.6 Aero-optical manifestation in an image. Vibration moves the image around;
large scale turbulence and aberrations distort the image; small scale
turbulence tends to diffuse and blur it more severely. The time over which
an image is observed affects the image differently for each case.

Still higher recording rates and faster shuttering times can be provided ty taking
advantage of short laser pulse lengths and scanning optics. A CCD array can be divided
into sectors that are exposed sequentially with a pulsed laser that is electro-optically
gscanned between the sectors. Various examples of the lasers described in Chapter One
could provide exposures of less than 20 nanoseconds and repetition rates up to one
megahertz.

The field of CCD/computer imagery is still young and offers much promise for the
diagnostician in aerodynamics. Also, this is likely to be the source of information
handling capability that will be needed for the ever increasing amount of data generated
by optical diagnostic systems.

2.2 Structured Light Methods

Of the three classes of ljghting that have been discussed, direct, diffuse, and
structured, the most elegant is structured light. When structured light is used, the
sorting or processing of information actually begins when the field is illuminated. This
is accomplished by virtue of the function that is structured into the light. The
following are some of the structures that have been employed and will be discussed in the
following sections.

1. Thin sheet-of-light, also called laser planing and screening.
2, Two or more lines of light.
3. Two or more sheets of light.

4. Sinusoidal intensity distributions of light.
2.2.1 Sheet-of-Light Flow Visualization

The visualization of complex three-dimensional flows is especially difficult with
ordinary means, because the planes that are deep within the flow field are masked b{ the
ones that are closer to tne viewer. This difficulty is partially overcome with light
sheet flow visualization by illuminating only the plane in which the flow is to be
viewed. The typical laser sheet-of-light is generated directly from the laser beam by
passing it through a cylindrical lens. The resulting sheet is typically one mm in
thickness and diverges in thickness at the same rate as the original laser beam
(commonly, about one milliradian) and diverges in width at a rate determined by the focal
length of the cylindrical lens. Lasers have replaced arc sources in most facilities
using this type of diagnostic tool because it is possible to generate thinner sheets of
higher fintensity light.

Figure 2.7, showing a light sheet system employed in an ONERA wind tunnel®, is a
typical system geometry. The sheet generating optics is usually mounted on a traversing
system that allows the recording of adjacent planes in the flow. The flow itself must be
seeded with light scattering material such as smoke. Light scattered from the plane can
be recorded in the form of movies or stills depending on the phenomena under study. The
laser is usually a CW laser having a power of 100 or more nl&liwatta. Figure 2.8 {s a
sample set of data from the ONERA system showing the flow field in the wake of an
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Figure 2.7 lLaser sheet flow visualization configuration of ONERA,
aircraft model. This method 1s extremely graphic in its ability to show vortex

structure, because the scattering particles are actually spun out of the vortex leaving a
dark region where the vortex is centered, Other flow features also shown bv sheet-of-
light viewing include the trangition from laminar to turbulent flow, shock waves,
boundary lavers, and geparatimg flow.

2.2.2 Particle Image Displacement Velocimetry (PID)

Velocimetry, accomplished with the use of tracers in the flow, is one of the oldest
velocity measuring methods. The technique consists simply of tracking the position of a
tracer at two or more times and then drawimg the associated velocity vector. The use of
a sheet of light makes this a much more tractable method in almoat anv flow. The scatter
center (SC) must remain within the sheet for the measurement. The sheet is pulsed twice
or more to record the time separated positions of the SCs or alternatively a camera can
be shuttered in some other way to produce the two recordimgs. Suprisingly, the newest
refinements of this method represent a state of the art in velocity measuring techniques. .
The new method, sometimes called speckle velocimetry is actually a multiply exposed image ;
that can be free of speckle, and particle image displacement velocimetry is more correct
terminology.

Figure 2.9a from the work of Meynarté shows a multiple exposure image of a laser
sheet produced in a corvective flow with an illuminating apraratus similar to that of
Figure 2.7. The SCs in this flow are 5 micrometer particles. Ten exposures of 20 msec
duration separated by 3 second intervals were made. 1If any part of this photograph is
illuminated by a smail laser beam then a gset of Young's fringes will appear in the space
beyond the photograph. The fringes will be oriented normal to the flow direction and
will be spaced imversely proportional to the speed in the flow. It is possible to
determine the local velocity component in the plane in this manner. 1In fact, the same
methods described in Chapter 3 for analvzimg interference frimges can he used to automate
the process. In FPigure 2.9b-c Meynart has also shown an alternate technique for
processing the data. By Fourfier transforming the {mage and spatial filtering, the
isospeed contours result.
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(a) The light sheet is parallel to the model surface showing a lengthwise cross section of
the vortex created by the edge of the model. Note the vortex beginning to collapse

at the extreme right.

(b) The sheet of light is perpendicular to the model surface. Four recordings are
superimposed showing cross section of the vortices at various stages of development.

Figure 2.8 Sheet of light flow visualization of a vortex shedding from a delta wing.

This technique has been restricted so far to relaciveli low velocity flows with
fairly large SCs. It has been used in gas and liquid flows up to a few meters per
second. Figure 2.10 from the work of Lourenco et al,!% was produced with a 7-watt argon
laser operating at the 514 nm wavelength and shuttered with a Bragg cell. The tracer
particles were titanium dioxide, having a diameter range between 10 and 30 micrometers.
The film used here was Kodak Royal-x having an ASA rating of 1250. Figure 2.10a shows
the overall view of a seeded vortex., Figure 2.10b is the result of processing a part of
the image to produce the velocity vectors. This was produced by passing a swmall probe
beam through the negative, generating the Young's fringes, processing the fringes using
techniques described in Chapter 3. and superimposing the resulting vectors on the
original picture.
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(b) Filtered image with fringes displayed with reverse contrast, verticle
velocity component. Contour differences are 15.5 micrometers/sec.

(c) Filtered image horizontal component, contour differences are 18.8 micrometers/sec.
Figure 2.9 Laser sheet velocimetry of a comvection torus im glycerin.

A variety of techniques have been reported to improve data quality. For example,
even though the original figure 1s produced on a fast, large-grained material, improve-
ment in the quality of the fringes results if a secondary contact print is produced on a
finer grained materfal. This tends to reduce the film grain noise and is an illustration
of a case where the film grain causes a more serious problem with coherent light than

with incoherent light. Young's fringe contrast also is improved with the number of
exposures up to about 10 exposures.
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Figure 2.10a. Light Sheet Velocimetry - Observe the four exposures of scatter centers
in the vortical flow field.

This technology is quite active and appears to have tremendous potential for new
application and refinement. For example, the method may be applicable to a large mumber
of gaseous flow problems If the proper pulsed laser is applied. The automation of data
handling should also make this a much more useful method.

2.2.3 Deflectometry and Hartmann Methods

As described in Chapter One, when light passes through a flow field containing
refractive index gradients, a refraction or bending of the light rays occurs in the
direction of the gradient. This can equivalently be described as a phase shifting of the
wavefront; the wavefronts are being compressed more in the region of higher refractive
index. To determine the effect of the flow field on the wavefront, one can measure
either the amount of deflection of the rays or the amount of phase shift. The former is
called deflectometry while the latter is called interferometry.

Deflectometry produces a direct measure of the actual deflection of individual
bundles or rays of light passing through a flow field. The light structurimg to produce
the individually separable rays can be done in ome of geveral ways. Figure 2.11
illustrates one such way in which an aperture (Hartmann) plate is placed immediately
following the object field. The plate comprises an array of holes ranging in diameter
from about one to one cm. In some cases the apertures are actually lenses in the
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Figure 2.10b Enlargement of a portion of firure showing velocity vectors in the flow.

plate that focus the rays of light onto position sensimg detectors on the receiving
side. These constantly monitor the centroid of the light bundle. The emergence of solid

state CCD arrays and position sensors have made this technique tractable in many flow
diagnostic applications.

The sensitivity of a Hartmann system depends on how accurately the sensor can
locate the ray centroid and on the distance from the Hartuann plate to the sensor.
Typically such a system is capable of resolving sbout one microradian of deflection of
the light rav. This {s quite remarkable sensitivity. It corresponds to about one-
fiftieth wavelength increase in pathlength per cm across the flow field.

1f a wavefront is known to have structure that is larger than the aperture spacinmg,
the Hartmann system can be used to define the wavefront. However, caution must be used
in interpreting results when the spatial frequency content of the wavefront is not so
bounded. This is a sampling system and is governed by the muances of sampling theorv.

1f :lhe wavefront is undersampled, the resulting data can be plagued with misleading
results. .

Figure 2.11b describes moire deflectometry. In this case the light waves are
structured by grids, strategically placed at one or more locations forming parallel
sheets of light. If.,a grid is placed on either side of the flow field, then without flow
a linear set of moire fringes will result,!l depending on grating frequencies and
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Figure 2.11 Hartmann and moire methods of measuring the angle of refraction.

orientation relative to each other. A flow field has the effect of optically distorting
the grid preceding the flow field. When the distorted grid is observed against the
undistorted grid, the moire pattern is appropriately distorted. This arrangement does
not require the light to be collimated; it requires only that both grids remain in focus
in the viewing systeam.

A different type of deflectometry results if the two grids are placed after the
flow field. Here, collimated light must be used. The moire pattern forms because the
light, having been deflected, passes through the two different grids at different places
ancél wlll& be blocked by the second grid differently than light that has not been
deflected.

In moire deflectometry laser light is usually not advantageous because temporal
coherence creates significant diffraction noise. It would appear that some of the lasers
having poor temporal coherence but good spatial coherence such as copper and gold vapor
lasers might prove useful in this type of application.

These methods have not seen widespread use as of yet so it is not clear how
important they will become in flow diagnostics. They offer the advantage of adjustable
sensitivity (by rotating the grids), an extremely broad dynamic range, and utility in
b very strong flow fields. Perhaps with the combination of new videography methods, new

lasers, and new analytical techniques, they could become powerful diagnostic tools.

2.3 Shadowgraphy and Schlieren Methods

Shadowgraphy and schlieren methoda are the oldest forms of flow visualization of
phase objects and, consequently, the methods are highly refined.i2 It is extremely
difficult to produce with laser light the same cosmetic quality that ie routinely
produced with conventional light sources. Even so, because shadowgraphy and schlieren
methods can be performed so easily with lasers and in conjunction with holography and
interferometry, they are used extensively in flow diagnostics.

Figure 2.12 illustrates the two methods. In shadowgraphy, the light striking a
refractive index gradient, is refracted leaving a darkened zone. The recording must be
made in an out-of-focus plane to achieve significant sensitivity, This is one of the
disadvantages of shadowgraphy. When laser light is used, diffraction effects can be
especially annoying. Schlieren methods remove the problem of out-of-focus images by
enhancing the image of the refractive index gradient in a totally different way. The
collimated wave that has passed through the field of interest is focused by a lens or
mirror onto a filter plame. For the simple knife-edge filter case, the process can be
modeled simply as the blocking of the refracted ray in the filter plane. Consequently,
the part of the image containing refractive index gradients appears dark in the final
l:nse if the direction of the gradient i{s normal to and in the direction of the knife
edge.

There is a significant difference in the operation of the filter plane dependinf on
whether coherent or incoherent light is used. When coherent light is used, this plane
represents the two-dimensional Fourier transform of the amplitude distribution in the
field of interest. This makes for a wide range of possibilities for performing
mathematical operations on the input image before it 1s finally viewed. Some of these
were analyzed in detail in AGARDograph 186.! Since they have ostensibly not reached any
significant use in flow diagnostics (to the author's surprise), they will not be repeated
here. Such operations include differentiation of the image, Hilbert transformation, and
phase contrast interferometry. Regardless of this potentisl capability, both shadowgraph
and schlieren methods are almost exclusively used for qualitative work.
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Figure 2.12 Shadowgraph and schlieren methods of visualizing
a phase object guch as a density wedge.

2.3.1 Space Shuttle Schlieren System

The NASA Spacelab Fluids Experiment System (FES) for the study of fluid dynamics
and crystal growth in zero gravity is equipped with both holographic recording and a
laser schlieren system. A 20 Mw HeNe CW laser is used and the resulting images are
monitored and recorded on standard TV. The knife edge is adjustable alo the optical
axis and can be rotated about the axis. This system has been used in orbital experiments
and will be used as an example here for typical schlieren system interpretation.

In Spacelab 3 experiments, a triglycine sulfate crystal was grown in zero gravity
to determine the quality and feasibiifty of growing crystals in a totally diffusion
controlled process. (In a gravitational field, the process is heavily influenced by
natural and forced convection.) By inserting a seed crystal into a saturated solution,
the process could be regulated by controlling the temperature difference between the
fluid and the crystal. When the crystal temperature is significantly higher than that of
the fluid, the crystal dissolves. As the temperature of the crystal is reduced, a
critical temperature is reached, depending on solution concentration, where the crystal
begins growing.

In this case, refractive index increases with concentration of solute. When the
crystal is growing, the solution immediately next to the crystal becomes depleted and the
refractive index gradient 1s positive in the direction normal to and away from the
crystal face. When the crystal is dissolving, the reverse is true. The schlieren system
served two major functions:

1. To determine when the crystal was growing and when it was dissolving and,
2, To determine if there were any residual convection currents in the cell.

Figure 2.13 represents the system geometry and the matrix of possible experimental
conditions. The diagnoustics can be optimized by adjusting the knife edge according to
the experimental condition. The knife edge shou{d be positioned with its edge normal to
the refractive index gradient so that the refracting ray (which bends in the direction of
the refractive index gradient) strikes the knife edge. This requires rotating the knife
edge by 180 degrees when the process changes from dissolution to growing. The growth of
other faces of the crystal, furthermore, requires a rotation of the knife edge to
maximize sensitivity for that particular refractive index gradient.

2.4 Interferometry

The basic relationships for most interferometers were derived in Chapter One. In
this section the most common types of interferometry are reviewed and some of the
applications in aerodynamics are described. 1In the last section, the effects of a flow
field on a transmitted wavefront were determined by wmeasuring the amount of the
deflection of the rays of light that define the wavefront. Interferometry determines
this effect by measuring the variations in optical pathlength through the flow field or
equivalently bg determining the amount of the phase shift of the wavefront impressed upon
the wavefront by the flow field. In interferometry it is assumed that the bending of the
rays in the wavefront are negligible, that they pass straight through the field with a
phase shift only.
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Figure 2.13 Appearance of schlieren image for various knife edge
settings and density gradients.

Where refractive index gradients are so great that ray bending is not negligible,
the data interpretation near such a region 1is extremely complex. Some attempts at
analyzing such data have been madel3 but no general solution of the problem has emerged.

Interferometers find uses in aerodynamics in many more applications than flow
diagnostics. An extensive treatment of such applications is outside the scope of this
work; however, some of the basic configurations are mentioned briefly.

2,.4.1 Michelson Interferometer

The Michelson interferometer is a widely used instrument which in its simplest form
employs a single beam splitter and two mirrors (Figure 2.14). Varfations are used in
phase and distance m rement, rement of refractive index, and measurement of
optical frequency change.

Vibration Measurement

Commonly used to examine vibrational stability of stable tables this apparatus can
be assembled in minutes even with poor optics. If the k vectors are accurately aligned,
Equation 1.18 is applicable. Motions of either M; or M, causing a al = a(l; - Ly)
results in a change of phase difference a¢ at the origin, O, which is given by

ab = _...;szx L 2.1

Thus, a change in AL by A/2 causes the observed output to pass through an entire
cycle of intensity. Likewise, a change in the refractive index, n, in either path causes
a shift in a¢ allowing the detection of air currents.

Rotation of either mirror misaligns the k vectors and Rquations 1.8 or 1.10 are
applicable. For example, as previously stated, a 10 second rotation of M; produces a set
of linear fringes spaced by one cm (1 = .5). Linear fringes can be obtalned only if all
optical elements are flat.

Testing Optical Surfaces

If the optical components are flat, one can test mirrors, lenses, and windows. A
window is tested for surface flatness by inserting the window into either leg of the
interferometer. Fringes will be initially straight. If both surfaces are flat, they
will remain straight. If the surfaces are parallel, the fringe frequency will remain
unchanged with or without the window present. The wethod is useful in testing flatness
to sbout 1/10 and parallelism to about one second. The individual surfaces can be tested
by replacing M; or M; with the surface to be tested.
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Figure 2.14 Michelson interferometer.

Measurement of the Acceleration of Gravity

A corner cube reflector reflects light antiparallel to itself. The device shown in
Ilfute 2.15 has been used to accurately observe the velocity of such a prism in free
fall. Equation 1.18 applies. Assuming uy) = ugy

I(x,z,t) = 2ug? [1 + cos {22 (L,(0)-L, - gt?/2)}] (2.2)

Example: The position of the prism can thus be determined at any time with an accuracy
of better than, say 1/20. At some time t' the signal at the photosensor is oscillating
with a frequency, f' = gt'/a. At t' = 1 sec, g = 1000 cm/sec?, » = .5 microns then
f' = 20 megahertz. It should be mentioned that the instrument can be considered a
Doppler measuring device, wherein the light beam in the L, leg is Doppler shifted (in the
exanple given, by 20 MHz). As such, Equation 1.7 applies giving an equivalent result.

Moving
p Retroreflector

A
Y u Ly
|

A Photo
—— 7vJ>C| s
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Figure 2.15 Measurement of the acceleration of gravity.
Measurement of Coherence Length

Formation of fringes at the observation plane requires coherence of the input beam.
Fringe contrast is defined for ideal interference as

2 2
€ = 2ug; ugy/(ugy ™+ ugy") 2.3)

Associated with every light wave is a coherence length. If the quantity al is iIncreased
from zero, one will find that the fringe contrast is reduced below that expressed in
Equation 2.3. Coherence length is commonly defined as (aL)*/2 where (aL)* is that
difference which reduces C to zero. Coherence lengths vary from a few cm for ordinary
lasers to many meters for specially designed lasers.

2.4.2 Parallel Plane Interferometera

A large variety of interferometers employ two or more nearly parallel reflecting
planes to add beams that have reflected from the individual planes. Some of these are
extremely simple and yet useful. Many of these were not practical devices before the

advent of the laser because they employ unequal pathlengths or spatial mismatching of the
split beams.
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A simple measurement of the coherent length of a laser can be accomplished with one
beam splitter mounted parallel to the front reflector of the laser (Figure 2.16). The
front laser reflector provides the second leg of the interferometer. When the distance D
is one-half the laser coherence length the fringe contrast will be very poor. The
interferometer can also be used for observation of small variations in the product nD.
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Figure 2.16 Parallel plate interferometer.
Plane Parallel Plate

A plane parallel plate (etalon) is commonly employed in a laser cavity to spoil the
cavity for all frequencies except a discrete set. The net reflectivity of intensity of
such a plate havin* reflectivity R at each face is given by (assuming a perfect plate, no
losses) (Figure 2.17)

L]
>

Figure 2.17 Geometry for Equation 2,51,

R = _ 4R sin’ [2.nhcos (e%)/2]/(1-R)?
P 1 + 4R sin? {2nnhcos (8')/2)]1/(1-R)

(2.4)

A plane wave will not lose any energy to reflection Lf ma = 2nh cos §-, where m is an
integer.

Example: o = 0, h = 0.5 cm, » = .5 4. Transmission peaks occur at approximately
every .25 angstroms, for all wavelengths satisfying A = 2nh/m.

Such a plate can be inserted into a laser cavity and tilted until its resonant
wavelength matches one of the longitudinal modes of the laser. The only losses at that
wavelength are then caused by scattering (not reflection) from the plate, and by the
drift of the laser wavelength away from resonance. The remaining longitudinal modes may
not all be eliminated entirely but they are reduced considerably in intensity below the
resonant frequency. The coherence length of a laser can be increased in this manner with
a very inexpensive plece of glass; however, commercially available etalons for this
purpose are generally of very high quality and are expensive.

The transmissivity of such a plate is given by
2
TP =1/t + %%—!f%— (2% nh cos 8°/32) o (2.5)
-R
A typical plot of the transmissivity versus 2snh cose‘/) is sketched in Figure 2.18. As

can be seen, as the reflectivity of the surfaces approaches one, the plate becomes more
and more selective in transmitting specific wavelengths.
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Figure 2.18 Transmissivity of a parallel plate.
Fabry-Perot Interferometer

With the discussion above, the remaining is simply a discussion of hardware and
terminology. A Fabry-Perot interferometer consists typically of two plane parallel
reflecting surfaces with an air spacing (n = 1}, Equatiom 2.5) and a varisble separation,
h. The variation in h is usually accowplished =y (1) thermal expansion of the spacers,
(2) pressure control in the air space, (3) .sparators constructed of plezo-electric
crystals that can be expanded electrically. The familiar terminology for such an
interferometer includes:

(4] Free Spectral Range -~ The interferometer has a tranemission peak in every free
spectral range of frequency. It has a peak transmipsivity for many different
frequencies. From Figure 2.18 we see that this is given by

Af = c(velocity of light)/h cos &~ (2.6)
This is typically a few gigahertz or a wavelength spread of a few hundredths angstrom.

(2) Finesse - Usually defined as the free spectral range divided by the width of the
transmissivity curve at half maximum, or

x 4R

Finesse = — (2.7)
2 ¢ (1-R)

Finesse varies from zero to infinity and is a measure of the instrument resolution. The
free spectral range is essentially divided into F resolution elements. The maximum
achievable finesse in practice is about 200.

(3) Peak Transmission - Practical instruments are not loss free. Peak transmission is
defined as maximum transmissivity, Tp. for a real interferometer.

(4) Contrast Factor - Peak Transmissivity/Minimum Transmissivity

To this point we have discussed only parallel {llumination. If a diverging (point
source) 1illumination {s employed, one observes a set of circular fringes for each
wavelength. The transmissivity repeats itself each time nh cos ¢ increases by one-half
wavelength.

Other variations of the interferometer employ spherical reflectors or one spherical
and one flat reflector. Laser cavity mirrors in this respect constitute a Fabry-Perot
interferometer.

2.4.3 Mach-Zehnder Interferometer

Figure 2.19 represents the geometry of the widely used Mach-Zehnder interferometer.
Two laser beams are generated by beam splitting. One beam is directed over a path which
is uniform in refractive index (Path 1) and is subsequently used as a reference for the
interferometer. The second beam passes through the interest field before it is mixed
with the reference. The interest field is imaged to an observation plane. The mixing of
the two waves characterizes the refractive index changes through changes in the inter-
ference fringes.

Infinite Fringe Interferometry - With no disturbance in the interest field the linear
fringes observed at the output can be adjusted out by precisely aligning the k vectors
(assuming high quality optics, windows, mirrors, and beam splitters). This results in
essentially a single fringe which is infinitely wide. The common practice in explaining
a resulting fringe pattern when a disturbance is present is to a pgy an approximation of
Equation 1.7 which reduces it to a form similar to Equatfon 1.18. "Assume that beam two
pasgses through the interest field. Refractive index gradients change its direction
resulting in 8 nonzero value of ay. Equation 1.7 predicts the proper set of fringes only
if the wave remains planar, since the equation is valid only for pfane wave interference.
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Figure 2.19 Mach-Zehnder interferometer.

Wave number two is, however, in general, modulated by the interest field into an
extremely complicated wave. Wherever the angle q; is extremely small, it can be
neglected 1f onme still accounts for the phase shift.” We can apply Equation 1.7 if the
term kx 8in ap is replaced by s¢(x), since, in general, aj will be a function of x.

I(x) = u012 + u022 + 2ugiugy cos [ag(x) + aeg]) (2.8)

The term a¢(x) represents the increased amount of phase shift suffered by the ray
passing through the disturbed field. When the interest field is undisturbed s¢(x) is
zero and a¢gp 1s the undisturbed phase difference of the two mixed waves. a¢(x) can be
calculated as

z
1
se®) =25 1 (a(x,2") - ngda’ 2.9
20
where zg and zy bound the intereat field.

The integral in Equatiom 2.9 defines the optical pathlength difference between
disturbed and undisturbed interest fields. A particular fringe (constant intensity
lines), therefore, locates contours of equal pathlength through the field. The simplest
case occurs when n is not a function of 2. Equations 2.8 and 2.9 reduce to

1(x) = ugy? + ugp? + upugpcos (22X (n(x)-ng(zy-zg} + 8] (2.10)

In advancing from one fringe to the next, the optical path length increases (or
decreases) by [n(x) - n,Jaz = A. Since ng and az are known constants, calculation of
n(x) and application of’!quatIOn 1.36 leads to density p(x). The function G depends
mildly on temperature and upon the gas mixture. For gases, it 1is not significantly
dependent upon wavelength.

For air G = 1,07 x 107 23cm3, For az = 20 em, » = .5 microns, a one fringe increase
represents a density change of 2 x 101? molecules/cm3. This gives the measurement
resolution in the order 1072 to 1072 atmospheres at room temperature.

The next simplest case is that of the axisymmetric body, namely n (x,z) = n(x2+z2),
Equation 2.9 reduces to (Figure 2.20)

x 1/2
r=- (x2 + zz)

Figure 2,20 Geometry for Equation 2.56.
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x (r® - x%)
Solution of this integral is known as radial {aversion, The procedure smounts to

division of the circle into circular shells in which n is assumed a constant. The
integral is then solved first for the outer shell, then for the first two outer shells
then three and so on, (like peeling an onion). A variety of computer programs and data
reduction procedures are available.

Yigure 2.21 is an interferogram of this type. The high pressure (high refractive
index) region behind the bow shock of a projectile in flight manifests itaelf in a fringe
system that can be analyzed through application of Equation 2.11,

Finite Frlgﬁe Interferometry - The method just described is not always useful when the
net phase shifts in the interest field do not exceed x, it is useful to misalign the
original k vectors to provide a set of reference fringes. Again, we make an
approximation that the change in aj is small and apply Equation 2.7 giving

2 2
I(x,2) = Uyt * ugy” 2“01“02 cos k [z (1 - cos az) 2.12)
- x 8ln ag + Ae(x) - aeg)

A linear system of fringes exists on the interferogram which, according to
Equation 2.12 are equally spaced by i/sinay when no disturbance (a¢(x)) is present. The
presence of a disturbance changes this spacing by a fraction of a fringe, p

p(x) = a9(x)/24 (2.13)

Figure 2.21 Three fringe interferogram of a Cal. 30 cone cylinder at Mach 2.5 in air at
one atmosphere pressure.
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Figure 2.22 Two cm. diameter sphere M = 10, 76 torr air,
finite fringe interferometery.

The quantity p(x) is measured and l?ultlon 2.12 is applied to Equation 2.9 (or 2.11 for
axisymmetric fields) to determine n(x) and ultimately p(x). Figure 2.22 illustrates a
finite fringe interferogram applying these principles.

2.4.4 High Sensitivity Interferometers

When the interest field is an extremely weak phase modulator, steps must be taken
to either increase a¢(x) or to increase the accuracy of measuring it. For example, to
accomplish the former, the wavefront can be passed back and forth through the field many
times, A Fabry-Perot interferometer becomes a powerful detector of phase change, when
the phase object is placed in the space between the reflectors. In fact, a laser itself
is perhaps the most sensitive detector of phase shift of all interferometers when the
disturbance is placed in the laser cavity. The output power of the laser is extremely
sensitive to phase changes within the cavity. This method has not seen significant
application, however.

A more straightforward method increases the accuracy of the measurement of
a¢(x).14718  One such method measures directly the intensity of the mixed reference and

test waves (Figure 2.23). We return to Equation 2.8 which has the intensity modulation
term

I(x) = 2“01“02 cos [a¢(x) + a4} (2.14)

If wr limit the equation to small a¢(x) and set a¢p = ./2 Equation 2.14 can be expanded
to give

In(x) - 2u01u02 [1 - k ae(x)] (2.15)

and the measured intensity is proportional to the phase shift ay. Physically this means
that the output signal is nulled before the interest field is introduced. Such an inter-
ferometer is orders-of-magnitude more sensitive than those described in the previous
sections. The interferometer must either be traversed across the field or other beam
pairs introduced to define the entire function a¢(x).
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Simple measurement of the intensity will not ordinarily be satisfactory in
practice. This would require the laser to be noise free and single frequency. = The
problem of laser noise and beating can be solved by detecting the signal with what is
known as a balanced detector.

Smeets and George17 have developed this instrument to a highly refined state and in
the above reference they describe 14 different optical arrangements for dealing with
practical problems. Figure 2.23b illustrates one such arrangement. A laser beam is
passed through a quarter wave plate which shifts, say, the vertical component of polari-
zation by #/2. The beam is split by a Wollaston prism into two normally polarized
components which are collimated by a lens. They pass through a test cell, one passing
through a phase disturbance, ¢. The two components are again combined by a Wollaston
prism after which they can be expressed in the following way:

vertical exp(i(ut + ¢ + n/2)] (2.16)
horizontal exp[i(ut)) (2.17)
Flow Interference
Quarter Wave Region Filter
Plate Diodes
{
Laser - —-| '
[
To Scope
Wollaston

Prisms

Figure 2.23b Smeets and George interferometer.
They are then passed into a third Wollaston prism which is tilted such that its vertical
direction is 45 degrees with respect to the first two. This separates the single beam of
light into two components which have a combination of the above two components. The
upper component can be written as the sum
exp[i(ut + ¢ + 2/2)] + exp i wt (2.18)
The intensity at the photosensor is, therefore,
2[1 + 8in 4] (2.19)
The lower component can be written as the sum
exp[i (ot + 4 - v/2)] + exp i wt (2.20)
with the resulting intensity
2[1 - sin ] (2.21)

Tte ﬁénfiguraclon shown subtracts the two intensity signals providing an electrical
signal.
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E =2 gin ¢ (2.22)

This wethod of signal detection is known as balanced mixing. It removes the bias
term from the intensity, tends to cancel out constant noise terms and, thus, improves the
accuracy and sensitivity of the measurement. It is the combination of the 1/4 plate with
the last Wollaston prism which produces the opposite signs before the two sine terms
above and provides for the bias cancellation.

One variation of this interferometer has been used to detect extremely weak phase
changes in boundary layers with sensitivities for pathlength changes as small as .01
angstroms!® (Pigure 2.23c¢c). This allows the observation of subsonic flow disturbances,
sound waves, and transition from laminar to turbulent flow. In the method shown, the
signal is derived from light reflected from a surface, an ideal condition for observing
flow over airfoils.

2.4.,5 Phase Shift Interferometry

Phase shift interferometry is a relative new technique that solves many of the
problems in standard interferometry, especially the ones caused by coherent noise.
Futhermore, the method is readily adaptable to microcomputers and new electro-optical
components, therefore, simplifying data reduction. Writing Equation 1.8, which describes
the Mach-Zehnder interferometer, in the following form

L;(x) = I, + I, cos (ae(x) *+ ¢g) (2.23)

Let us consider that a controllable phase shift is added to the interferometer so that 4
can be accurately set at will, There are three unknowns, I,, I,, and a¢(x). These can
be golved if three equations are produced. This can be done by setting three different
values of 4o (usually 0 and t 2n/3 ) and measuring the respective values of I;(x),
I5(x), and I3(x). The solution of the equations for a$(x) is then

ae(x) = Tan™' /3 (I3 - 1,)/Q21) - I, - 1) (2.24)

The three interferograms can be presented to a CCD array which immediately extracts and
stores the values of I;(x), Ip(x), and l3(x), whereupon the computer can solve the equa-
tion for a¢(x). This process is much faster and more forgiving of noise than locating
fringe centers to determine a¢(x). Algo, it is no longer necessary to interpolate
between fringes, a process that can involve significant error if the sampling is not
properly done. Of equal importance is the automatic addition of sense to the data when
the known values of ¢, are added. Normal fringe tracing methods in contrast to this
method cannot determine if a fringe shift represents an increase or decrease in optical
pathlength.

One drawback to the method is that three interferograms are required for each
condition. This drawback can, however, be thought of as an asset in providing a way to
average out noise by taking advantage of the controllability of the interferograms.
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Figure 2.23c High sensitivity laser interferome:ry for boundary layer transition
detection. The upper Wollaston prism produces two separate beams that are
focused to the model surface. Backscattered light from the two points is
differentially phase shifted by turbulence in the region of the two
points. The lower Wollaston prism recombines the beams into two beams that
are adjusted to cancel each other by the feedback system.
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A second requirement is that the intensities in Equation 2.24 be linearly related to the
actual intensities in the interferogram. Therefore, an intermediate storage of the
interferogram must remain linear. The only other specific requirement is that sampling
be done at least once between each fringe so that the fringe count is not lost.

The method of phase shift interferometry has not been available long enough for it
to have become a widely used method in aerodynamics; however, the apparent potential of
this procedure is almost certain to lead to widespread use as soon as experimentalists
fully exploit the method.

2.4.6 Heterodyne Interferometry

Another relatively new method is heterodyne interferometry, which is essentially
the wmost feneral case for phase shift interferometry. In this case the fringes are
continuously shifted in time while monitoring the intensity in the interferogram. We
return to Equation 1.7, which describes the interference of two beams of different
wavelength. In general, the interference pattern is a set of fringes that sweep over the
field, such that at any point, the intensity varies at a frequency, aw, the frequency
difference of the two interfering waves. The desired quantity for measurement is a¢(x),
which is manifested as a phase shift on the time varying intensity at any point in the
interferogran.

In heterodyne interferometry, the desired phase difference representing the unknown
phase object is measured by monitoring the phase shift of the intensity signal sampled at
each point in the interferogram by a small detector. An alternative to scanning a single
detector is the uge of a detector array. The only requirement is that the array density
be high enough that at 1least one detector exists between each fringe in the
interferogram.

There are a number of advantages in making the phase measurement in this manner.
First, the accuracy with which phase can be determined 1is considerably improved over
standard fringe tracing methods. Accuracy is limited by the ratio of the diameter of the
detector to the fringe spacing and values better than one degree or wavelength/300 are
commonly reported. Secondly, since the signal is a high-frequency electronic signal, it
is more tractable to electronic filtering, noise rejection, and averaging than other
methods. Finally, interpolation between fringes is not required since the signal exists
everywhere in the interferogram.

Even though this method offers tremendous potential, it has not achieved widespread
ugse in flow diagnostics at this writing. It seems evident that either this or the method
of phase shift iInterferometry will eventually be important in flow diagnostics as the
technology is developed and passed on to the users.

2.4.7 Local Reference Wave Interferometry

A primary difficulty in the use of interferometry is the stability requirement
imposed on the system. In wind tunnel applications this is further cowplicated by the
usual requirement of transmitting the reference wave over or under the wind tunnel
maintaining not only the stability but also eliminating the density gradients in the
entire path of the reference wave. Local reference wave interferometry attempts to
overcome this problem by extracting the reference wave from the data wave that has passed
through the flow field.

To be interpretable quantitatively, an interferogram must have a reference wave
that has a known phase distribution, preferably a uniform phase distribution such as
planar. This can be done by taking a part of the data wave and spatial filtering all of
the phase information from it. Figure 2.24 illustrates how this can be done. The method
clearly works best when a large part of the flow field is undisturbed. When this is the
case, the aperture should be so arranged to pass into the reference wave only the part of
the data wave that is undisturbed.

The error in this type of interferometry can be estimated by examining the part of
the interferogram from which the reference wave was extracted. If the fringes in that
region are straight, then the error is small. If they are curving, then the error is of
the order of the fringe variation.
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If no part of the data wave is undiaturbed then spatial filtering must be
applied. One method of accomplishing this is with the commercially available, Smartt,
oint diffraction interferometer. In this system the beam is focused to a point after
gaving passed through the field of interest. At the focus, a mask scatters (diffracts)
light from the centermost part of the beam to produce a reference wave while passing the
remainder of the light as a data beam. The other means of performing the spatial
filtering is to actually split the wave into two waves, one of which is then passed
through a pinhole filter to serve as a reference wave.

Either method is extremely difficult to accomplish in practice without adding
significant errors into the interferogram, errors that will be completely overlooked if
the technique 1s not fully understood. (The interferogram will look perfectly normal).
If the pinhole or diffraction mask 1is sufficiently small to produce an acceptable
reference wave, the alignment is extremely critical and vibration sensitive, and the
reference wave is extremely dim, requiring similar intensity reduction of the object
wave. Therefore, the temptation is to increase the pinhole size, producing what looks
like a better interferogram. The error in the local reference wave interferogram
resulting from spatial filtering can be bounded by knowing the diameter of the spatial
filter. A ray of light that misses the center of focus by 1.22 fi/D (the diffraction
limited focus radius, eee Section 1.4.4) represents one wavelength of error in the
original wavefront. Clearly, unless the reference wave is produced by filtering with a
pinhole that is nearly the diffraction limited focus diameter, then ambiguities in excess
of one wavelength can be anticipated in the resulting interferogram.

An exemplar wind tunnel application of local reference wave interferometry is the
demongtration by Bachalol? of such a system in producing high-speed interferometry movies
of the flow over an airfoil in a transonic flow at the NASA Ames Research Center. The
same principles have been applied in local reference wave holographic interferometry,
described in Chapter 3.

2.4.8 Diffraction as a Type of Interferometry

Many important features of diffraction phenomena can be analyzed by applying
principles of interferometry, and one may consider a diffracting edge to be, perhaps, the
simplest of all interferometers. Consider the aperture of Figure 1.8. Light scattered
from the edge has a phase difference a¢ with unscattered light. For the small angle case
this difference along a normal-to-the-edge is given by Equation 1.27. The intensity
wmaxima or fringes are defined by Equatiom 1.28.

Similarly, a circular aperture is an interferometer (see Figure 1.8). When the
distance, z, along the optical axis is less than r2/» (where r is the aperture radius)
intensity peaks occur along the axis each time

2
zy = r'/m (2.25)
the separation between the maxima can be determined bv
sz, = 2oy - r2/(m + 1) (2.26)

At one far field (m = 1) this separation is
azy = r2/2 (2.27)

An interferometer of this type can be used as a vibration monitor or as a linear
measuring device simply by monitoring the intensity scattered along the z-axis by a
surface.

2.4.9 Reconstruction of the General Phase Object from Interferograms

An interferogram defines the phase of a wavefront after it has traversed the flow
field along a given projected direction. In general, every different projection produces
a different interferogram. The task is to reconatruct the phase object from the projec-
tions. This reduces to the definition of the so-called Radon transform.2? For radial
symmetry conditions the Radon transform reduces to the Abel equation.

During recent years, related image reconstruction techniques have been successfully
applied to several fields such as medicine, astronomy, electron microscopy, nuclear
magnetic resonance, geophysics and optical interferometry. An extensive review can be
found in Reference 21,

There are several difficulties associated with the reconstruction of phase objects
from their projections:

(a) No sharp boundaries can be defined for phase objects, (with the exception of
shock waves). The definition of the reconstruction region is based on
a priori information about the flow field. In general, the contribution of
the pﬁase object outside the reconstruction zone must be assumed to be
negligible.

(b) Relatively large errors are present in the interferometry data. The optical
path diféirencea are recorded as interference fringes. The accuracy of the
fringe data ordinarily may not be better than 1/2 of the fringe spacing. In
addition, for an unsymmetric density field, the number of fringes for each
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projection varies for different view angles resulting in a nonuniform data
set. The ideal projection data is a set of nonoverlapping, equally spaced,
parallel rays covering the whole reconstruction region,

(¢) Only the relative phase shift of the projection can be measured by the
interferogran data. There is, therefore, a possibility of incorrect
{dentification of fringe numbers. This results in a set of "slightly"
inconsistent data.

The mathematical reconstruction method employed in such cases should not be overly
sensitive to the "noisy"” or inconsistant data.

Although the Radon transformation
tu
t(p,e) = ij n(x,y) s{p -xcos(e) -ysin(e))dxdy (2.28)

provides a rigorous solution to the problem of reconstruction from projections, the
solution is uniquely determined only by an infinite set of perfect projections. Here, 1t
is the optical path length, n is the refractive index, § 1is the Dirac delta function, ¢
is the projection angle, p is the coordinate along the projection plane, and x and y are
the coordinates describing the reconstruction tegion. In practical problems, the
discrete nature of projection data and the unavoidable measurement errors may result in
the failure of reconstruction. Most tomography codes are based upon some approximation
of the application of the Radon transform with practical "tricks" for reducing the
effects of such errors.

In this section, the iterative refinement method of least squares solution for
tomographic interfercmetry developed by Tan2!, is presented. The effects of projection
number, limited viewing angle and the measurement error on the reconstructed image have
been determined for this solution through numerical experimentation. As an exauwple
application, the results of the reconstructed density field around the tip region of a
revolving helicopter rotor blade that was reconstructed from &0 lntergerograms are
presented.

Iterative Refinement Method of Least Square Solution

In principle, the ART (algebraic reconstruction technique) algorithms are the
schemes for solving a large system of linear equations. The reconstruction region is
divided into a square grid (M = m x m cells) and the refractive index within each cell or
pixel, ng;, is assumed conatant. The Radon transformation then reduces to a set of
discrete near equations

n m
W, (p,98) n;; = L(p,e) (2.29)
& gL Py ngy - L

where W;:(p,8) are weight factors determined from geometric relations. It should be
noted tﬁat only those factors associated with pixels through which the projection ray
pasges are nonzero. For k different projection angles, each having n nonoverlapping and
equally spaced parallel rays, the number of equations N, is given by N = k x n.

Equation (2.29) can be written in the form

CX+L=20 (2.30)
where, L and X are N and M dimens.onal vectors respectively, and C is the coefficient
matrix with N X M elements. Equation (2.30) can be transformed into a symmetric,

positive definite, normal equation given by
cTr+clcx=0 (2.31)
In practice, due to measurement errors and other inconsistencies, Equation (2.30) becomes
CX+L=R (2.32)

where R is the residual vector. An approximate solution is sought for which the
Euclidean norm of the residual vector Ry is minimum. The Euclidean norm is defined as

1IR1 = /; R . R} (2.33)

The solution of the normal equation gives the standard least square solution of
Equation 2.30.

Procedures for obtaining solutions to a large system of linear equations can be
found in a number of different scientific areas.22-23° [lterative techniques have been
widely used. They begin with an initial estimate and repeatedly modify the estimate
until some threshold condition {s satisfied, There are different ways to modify the
estimate. The effectiveness of a method depends on the matrix character. Considering
the features of matrix C (large and sparse) and relatively large measurement errors, the

so-called method of conjugate gradiants is found to be applicable for image
reconstruction.22
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The computer procedures of the conjugate gradiant method have been detailed.?!
Some of the results of applying the algorithm are presented here. This procedure runs on
an IBM AT microcomputer, and is limited to 20 x 20 mesh size.

It can be proven?“ that: The norm of the residual vector R decreases with
increasing iteration number. Thus, in principle, this code is a technique minimizing the
residual R to the level determined by the inherent errors associated with the computer
truncation and measurement data. Therefore, the final reconstruction accuracy is
determined by data noise. Here the errors associated with the measurement of the optical
path length (fringe lines) are the major attributor to the data noise.

Tan has performed extensive numerical analyses to evaluate the convergence of the
procedure to the correct values. This is accomplished by starting with a predetermined,
exactly defined distribution producing synthesized Iinterferograms. The study has
evaluated the effect of errors in the measurement from the interferogram, the number of
projections, and the total view angle. In this way, precisely known errors could be
introduced numerically. From these studies the following can be concluded.

O The convergence rate 1is increased as the projection ray number, N, is increased.
The corresponding inversion error for a sufficient number of iterations is, in
general, independent of N.

o The normal of the residual vector, R, in all cases, unconditionally converges to a
limit which is a strong function of the input data error. The resulting error for
the first few iterations is independent of the input data error. However, for more
accurate input data, additional iterations result in more accurate results. This
underlines the importance of the accuracy of the daca set. It also proposes a
guideline for determining the maximum number of iterations based on the rate of
change of the residual.

. Typically, a set of data can be inverted to convergence to the correct value to
within a few percent with five to ten iterations.

. Limited-look angles, (»30°) do not have a significant effect on the convergence
rate or the accuracy of the recontructed data. Acceptable results were obtained
for a total view angle of 30°, Care must be taken to ensure that sufficient infor-
mation is recorded on the interferograws when the view angle limitations are
imposed.

An application of this code is presented in Chapter 3.2.2.4.
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CHAPTER 3
AERODYNAMIC HOLOGRAPHY

3.0  BACKGROUND

A variety of good holography books are available!~? and, therefore, the author
makes no attempt to improve the already existing coverage of basic holography. However,
for sake of completeness, a short treatment of the holographic process and 1its
terminology is presented here. Also a number of important developments that have not
reached today’'s textbooks are incorporated here. This chapter emphasizes the application
of holography iIn aerodynamics, especially the application to particle and flow
diagnostics and the analysis and interpretation of holographic data.

Holography has satisfied a need that is sc basic to the study of particle and flow
fields that its use has continued to grow steadily since the first application. Even
though the data handling problem has not been entirely solved, the number of applications
requiring the features of holography has continued to fuel development and use. With
present technology, holography is the only method for accurately recording a three-
dimensional image of a dynamic event. This is particularly useful, for example, in the
microscopic examination of combustion and explosive events, droplet breakup and formation
mechanisms, and velocity measurement of droplet fields. Holography has likewise made
some types of flow visualization possible that have not been achfevable by other methods.
Specifically, the applications of interferometry to directly compare two flow fields and
applications of interferometry in facilitles with poor optical windows are outstanding.

Holography was invented in 1947 by Dennis Gabor® who produced holograms of a
variety of wmicroscopic samples using partially coherent light since lasers were not
available for another fifteen years. His application exploited the magnification
properties of holograms and not the three~dimensional imaging properties. Another twenty
years passed before holography saw application in a field environment in the studies of
fog droplets by Thompson and coworkers.9’10

The f£irst application to flow dlagnostics was by Brooks et al.ll, who used
holographic Iinterferometry to analyze the flow field around projectiles in flight. Since
then, virtually every test facility in the world with a need for flow diagnostics has
incorporated holography. One of the first major test facilities to Incorporate
hologra?hy into an operational wind tunnel was the USAF Arnold Engineering Development
Center.12°13 By the early 19708, systems were in operation in most of the other
aerodynamic test facilities of the NATO countries.!®

The development of data handling techniques lagged far behind what was required to
compete with conventional photographic teciniques. In recent years, great strides have
been made 1in removing this obstruction. Available computer power, new codes, and
detector arrays have played a key role.1S

Flow visualization holography has not replaced more conventional methods, but
rather has become a complement. When a distinct set of conditions or requirements exist,
flow visualization holography is often the best or least expensive or, quite often, the
only way to obtain a desired set of data. It is otherwise usually, but not alwavs, the
more difficult method since it involves less refined, more complicated hardware.

3.1 Introduction to Holography!lé

3.1.1 How Holograms Work

Ideally, a hologram of a scene can be thought of as a window into the past, through
which a precise image of a scene can be viewed even after the actual sascene is physically
removed. Having the hologram is, from a viewing standpoint, equivalent to having the
actual scene behind the hologram frozen in time. The radiation field on the viewers side
of the hologram has the same information content in either case. This radiation field,
which is unique to a given object field, can be extremely complex. It is synthesized by
illuminating the hologram with a simple wavefront, which, through the process of
diffraction, is converted into the more complex one. We are referring to the coherent
radiation field which originally was reflected from or passed through the object field.
Radiation generated by the object field must be excluded, since it is not coherent and it
simply adds a bias to the coherent radiation; it is not involved holographically.

Holograms can be made by many methods on many types of material. They can be
generated by computer, drawn by hand, or produced by photographic methods. The
discussion here is limited to optical holograms. A hologram can be made by recording the
intensity of the sum of two or more waves, one of which must “e a reprcoducible wave (the
reference wave), and the other of which 1s the modulated wave carrying phase and
amplitude Iinformation (the object wave).

Holography will be explained both as a diffraction process in general and as a more
simple reflection process for some cases. A hologram is a complex diffraction grating
that diffracts the light of a reconstructing wave to form an image of the object field.
Holograms can be understood most easily in terms of point objects. Once the hologram of
a point source is understood, then more complex objects can be explained in terms of a
superposition of many point holograms in a linear process.
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Figure 3.1 illustrates the formation and reconstruction of a hologram of a point

object formed with a collimated reference
object and reference wave becomes larger,
fringes likewise increases (see Chapter 2).
ated, the wave is diffracted more by the
diffracted rays of light converge on a point
diverge from 2 point on the left side of the

wave. Note that as the angle between the
the spatial frequency of the interference
When the developed recording is reillumin-
higher frequency diffraction grating. The
to the right of the recording, and they also
recording. The latter is called the virtual

image, vhile the former is called a real image and is said to be the conjugate image of

the latter. Because diffraction gratings exhibit this dual directional character,
holograms always possess two images, one of which is the conjugate of the other.

Figure 3.1b illustrates this process in terms of reflection. Recalling that fringe
planes form as a bisector of two interfering waves, with a spatial frequency that
increases with angle between the two waves, an emulsion will be exposed to light sheets
as shown. A processed silver halide emulsion will contain deposited silver layers in
these regions that will act as mirrors to a reconstructing wave, diverging the light from
a point where the original object point was located. This does not explain the simul-
taneous reconstruction of the conjugate point; however, a real image can be observed to
occur from this process if the hologram is illuminated from its opposite side.
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Figure 3.1a Diffraction Model. Note that the fringe frequency increases as the angle
between the two interfering beams increases in forming the hologram. In

reconstruction, the higher frequency grating diffracts the light through
larger angles.
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Figure 3.1b Geometrical Optics Model. The fringe planes create planar deposits of
silver in the emulsion that act like tiny mirrors to reflect the light at
different angles during reconstruction. Note that the fringe planes bisect
the angle between the object and reference waves.

Figure 3.1 Holography of a Point
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FPigure 3.2 defines a general geometry for forming and reconstructing a hologram of
a point object. A first order analysis for thin holograms, in which the angles between
object and reference wave are small, results in the following set of equations for
locating the reconstructed image.

1 Ay Ay -1 xzzl ‘2’[ :1
2, = (— ¢t T X, = 3 x, t x_  + x
1 (zp Az *lzo) L MZo 0T M2 %
(3.1)
ApZy . ApZy z3

y; =¥ Yo 2 ) y
i Mz, TO Mz T zp P

These equations can also be wvsed to determine the magnification in the
reconstructed image.

When the object and reference waves are collimated, the holography equations become
simply the relationships between angles.

. + 4 .
sln.o = % ainwo F sin.t stnyr (3.2)
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(a) Hologram Formation (b) Reconstruction

Figure 3.2 Geometry for the formation and reconstruction of a hologram.

3.1.2 Classifying Holograms

Holograms are classified according to the recording materfal placing relative to
the object and reference wave, the direction of the lighting of the object field, the
type of lighting, and the use of lenses in the recording. Figure 3.3 summarizes this
taxonomy. Two basic types of holography are in-line (made with the object wave almost
parallel to the reference wave) and off-axis (made with a relatively large angle hetween
the object and reference wave), as illustrated in Figure 3.4.

An in-line hologram can be made by passing a simple wavefront (plane or spherical)
through the field, which must be about 80 percent transparent, and recording the inter-
ference pattern of the scattered (object) and unscattered (reference) waves. Off-axis
holograms are made by mixing the scattered light with a mutually coherent wave that has
taken a path around the field. Off-axis holography is much more versatile with respect
to the type of object illumination.

HOLOGRAPHY LIGHTING LIGHTING RECORDING
TYPE DIRECTION TYPE TYPE

prRecT <"
I‘ PLANE OR DIRE: | LENSLESS
SPHERICAL } L:nm.zou HOLOGRAM
/ vAves \
’ \
2
/, \

IN~LINE |- = ~ — IBACKLISHTING

ozFruse tmase |— HOU O
A
OFF-AXIS rngu;!ou TRUCTURED FOURIER
LIGHTINS FOURIER TRANSFORM
[TRANST ORM| HOLOGRAM

Figure 3.3 Hologram Classification. Shown here are twenty-seven
different classifications of a hologram.
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Figure 3.4 Holography of a point object.

An object fleld can be front lit or back lit, with direct, diffuse, or structured
light. The most common type of structured light i{s the so-called sheet of light produced
with a cylindrical lens and a small diameter collimated beam of light. Direct lighting
is derived by expanding or diverging light directly from the laser.

Imaging with lenses or mirrors before recording is commonly done to impart a
convenient size, location, or magnification to the field of interest, or to relax the
required recording capabilities of the hologram. This is discussed in more detail later.

Other classifications describe the process of diffraction, the character of the
recording material, and how the information is coded before recording. The diffraction
process can be caused by amplitude transmission variations (amplitude hologram), phase
shifting (phase hologram), or by pathlength difference on reflection (surface relief
hologram). The process can occur in approximately a single plane (thin hologram) or in a
volume (thick or volume hologram), and it can occur on transmission (transmission holo-
gram) or on reflection (reflection hologram). More than one hologram can be stored on a
single plate (multiplexing), or they can be stored in narrow strips by coding with
cylindrical optics (integral holograms) or coded by filtering one of the dimensional
dependences from the object wave (rainbow holography).

Clearly, a large number of possibilitfes exist. All of these have found use in
some form in aerodynamic applications and there are many varistions yet to be tried.

3.1.3 When to Use Holography

When the evaluation of diagnostic methods for a particular problem includes
holographic techniques as candidates, one should ask if holography offers more than other
recording methods. Holography is essentially an information buffer memory between the
experiment and the data analysis. Holographic data storage often makes a standard
technique applicable that would not otherwise be; when conventional imagery cannot store
sufficient optical information, holograms sometimes can.

How many photographs are stored in one hologram? A resolution element, R, can be
stored in a photograph if the element lies within a field depth R¢/2), near a single
focused plane (see Figure 3.5). A hologram with effective diameter D can resolve R if
the element lies within a distance of RD/ of the hologram. The ratio of these two is
the number of photographs in the hologram, Np.clearly a very large number.

Np = 2D/R (3.3)

EXAMPLE: A 10 cm diameter hologram is produced to cover a field of particles having
5 micrometer minimum diameter. This hologram could contain up to 40,000 different,
useful photographs.

Holography is especially helpful in dynamic cases where it is required to record
high resolution optical information over a large volume in a short time. But, in
stationary cases, holograms may not necessarily be superior in storing the 3-D data,
depending on how it is to be processed later. When a wavefront is to be analyzed for
phase {nformation, holographic storage 18 convenient since the hologram retains all
optical information including phase. (But holography is not the only way to store phase
information.) When the wavefront is extremely cowplex, such as that from a diffuser or
from very poor optics, holography is likely to be the best if not the only candidate.
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Figure 3.5 The sample volume in a hologram. The number of different photographs in a
hologram can be estimated by dividing the photographic depth of field at a
given resolution into the depth over which the hologram can achieve that
resolution.

When a variety of wavefront diagnostics is desired, holography provides a method to
store the wavefront until the diagnostics stage takes place., This is especially true
when the experiment time is either short or extremely expensive, since data reduction can
be done at a separate time and place at the scientist's co-venience.

Finally, when ambient light levels are too great for photography, holography can be
used to extend the recording range. The hologram acts like a coherent light filter.
While ambient light does fog the hologram, it plays no direct part in the reconstructed
wave. The reference wave intensity can be raised to greatly exceed ambient light level
at the hologram. When mixed with the object wave coherently, it provides a tvpe of
amplification.

3.1.4 Hologram Quality

The quality of a hologram can be defined by three parameters: 1) diffraction
efficiency, 2) resolution or spatial bandwidth, and 3) signal-to-noise power ratio or
smallest retrievable object intensity. Diffraction efficiency depends upon the
holographic fringe visibility, which is maximum when the object and reference waves are
of equal intensity. (This is not where S/N is largest.) In some materials, diffraction
efficiencies are above 90 percent, resulting in extremely bright holograms. Brightness
is an important parameter in holographic gratings and in display, but it is of 1little
importance in diagnostics.

Resolution is determined by experimental geometry, hologram size, and quality of
optical components. The latter requirement can be replaced by a capability to accurately
reproduce the reference wave used to make the hologram, as well as to reproduce the
optical geometry in which the recording was made (to subtract out aberrations during
reconstruction).

Signal-to-noise ratic (S/N) is determined by the type of emulsion and by the qual-
ity of technique such as cleanliness, linear recording, using liquid Rates, and refined
processing methods. Table 3.1 summarizes the techniques for improving resolution and
signal-to-noise.

3.1.5 Recording Materials

Three types of recording materials are important in aerodynamic holography, silver
halide emulsion, thermoplastics, and photochromics. The highest quality holograms are
still made on silver halide emulsions, but the processing requirements of these materials
greatly restrict their use. Thermoplastics and photochromics have been used only in very
recent years, but they offer tremendous advantages to be described. Other types of
recording materiala that have seen little use in this field will not bYe discussed. A
detailed discussion of recording materials is included in Smith's book, Holographic

Recording Materials.!6
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Table 3.1
TECHNIQUES FOR IMPROVING HOLOGRAM QUALITY
WHERE SIGNAL-TO-NOISE
APPLIED RATIO RESOLUTION
DESIGN 1. Use as few optical elements as 1. Hologram size must be large
possible. Low scatter elements enough
2. Baffel stray light 2. Emulsion resolution high
3. Spatial filter beams 3. Low object/reference beam angle
4. Choose an emulsion with low 4, Use flat plates
noise, high MTF, high Gamma
5. Place object close to hologram
5. Have reference wave at least
10 times object wave 6. Use direct (not diffuse) light
6. Object reference angle is 7. High quality optics (flatness,
bisected by plate normal parallelism, good lenses)
8. Image and magnify the object
before recording
9. High coherence
DURING 1. Keep everything clean in 1. Keep everything stationary to
RECORDING the optical train A .
2. Maintain uniform intensity 2. Keep windows thin and go through
wavefronts them straight
3. Put ag little as possible in
the object field
4. Expose optimally
DURING 1. Develop to transmissivity of Same as for high S/N
PROCESSING 16 - .20
2. Shorten development time
3. Maintain cleanliness
4. Final distilled water wash
DURING 1. Keep optical train free of dust 1. Orient hologram position
PLAYBACK precisely

2, Uniform beams
2. Use real image corrected by pro-
3. Use a liquid gate jecting backwards through any
optics originally used
4. Illuminate only the part

of holcgram required 3. Use correct wavelength
S. Spatial filter 4. Duplicate original reference
wave
5. Spatial filter

3.1.5.1 Silver Halide Emulsions - Figure 3.6 summarizes the properties of a typical
photographic emulsion. The optical noise scattered from a beam of light {ncident upon
the emulsion is greatest in the transmission direction, and the ratio of tranam}cted to
gcattered light begina to level off at about 30 degrees at a value of about 10°°. Note
that the diffraction efficiency peaks at an intensity transmission coefficient of about
0.16, a number which has been found to apply to most phctographic materials. The amount
of noise acattered from the illuminating beam decreases with photographic density since
it i{s absorbed in the emulsion. The diffraction efficiency peaks where the slope of the
transmission versus exposure curve is maximum,

Figure 3.7 compares the characteristics of a variety of photographic materials.
Note that the peak diffraction efficlency is about 3 percent. The fastest emulsion is
Kokak S0-253, which is also the lowest in resolution. The most commonly used materials
for ruby laser holography are Agfa 10E75 and 8E75, while Kodak 120-02 is most widely used
for HeNe laser holography. Kodak 649-F, first used for holography, produces excellent
quality holograms but {is much too slow to be of use generally.
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Figure 3.6 Characteristics of silver halide emulsions.
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Figure 3.7 Characteristics of common holography materials.
In producing the hologram, we are interested in four things related to the film:
(1) maximum diffraction efficiency for a bright image,
(2) high signal-to-noise ratio,
(3) 1image resolution for high definition, and
(4) minimum recording time.

The diffraction efficiency is simply the percentage of the reconstruction reference
which i{s diffracted into the reconstructed object wave. The sources of noise include
scattered light from the emulsion grain, surfaces of the emulsion backing and other
surfaces, and contamination in the system. Parameters that affect desired hologram
characteristics include the exposure of the hologram, its development, and the choice of
a reference to object beam intensity ratio.

(1) Exposure - For most films, the maximum diffraction efficiency occurs when the
amplitude transmittance at the average exposure level lies between .4 and .5 for all
object to reference wave beam intensity ratios. This corresponds to an intensity
transmittance of .16 and a photographic density of approximately .8. The diffraction
efficiency can easily vary by a factor of five over the hologram if the exposure of the
hologram varies by a factor of five.

(2) Development Time - A vast amount of control is possible during development.
Normally, a shorter development time improves the signal-to-noise ratio, since the
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diftraction efficiency increases slower than noise beyond normal development time, This
means that it {is better to overexpose the hologram in the first place and decrease
development time to improve the signal-to-noise ratio. Also, this leads one to the
conclusion that choosing a higher resolution film does not necessarily improve the
signal-to-noise ratio if too long a development time is required. For example, one might
otherwise choose Agfa B8E75 over Agfa 10E75, since the resolution of the former is
higher. The conclusion here is that such a choice produces an improvement only if the
development time remains short.

(3) Reference to Object Beam Intensity Ratio - The simplified analysis of the
holography process usuallv makes the assumption that a linear relationship exists between
the exposure energy and the amplitude transmission of the developed hologram. When such
a relationship does not exist, the recording process is said to be nonlinear. Non-
linearly recorded holograms produce not only the normal first order holographic image,
but also higher order images. These images, in themselves, do not normally constitute a
problem. However, further analysis shows that even first order holographic images in
nonlinearly recorded holograms have added noise terms. Therefore, this results in a
lower signal-to-noise ratio.

A wide linear range can occur in holography processes when the reference to object
ratio is 10 to 1 or greater. When the reference to object ratio is less than this, care-
ful development time is required to keep the recording linear. The brightest hologram is
not necesgsarily the linear recording. In fact, the highest diffraction efficiency occurs
when the reference to object ratio is equal to unity, so brightness is not the correct
thing to optimize. Therefore, the hologram which has been optimized for resolution is
normally not as bright as the hologram maximized for brightness.

Development time should be shortened to achieve the photographic density on the
hologram of .8 by increasing the exposure during recording, and by carefully monitoring
the hologram during processing. The normal way of processing a hologram is to develop
and inspect the hologram occasionally during the development, using a suitable safety
light. This practice can be made more accurate by comparing with a properly developed
hologram placed side by side with the hologram under processing. A more scientific and
less subjective way of making this decision employs an infrared light emitting diode and
receiver, ingserted into the development tank. As the hologram develops, constant
monitoring of the transmissivity can be made without effecting the hologram emulsion,
which is not gensitive to the infrared radiation.

3.1.5.2 . Thermoplastics - With the exception of lasers, the thermoplastic recording
device (TPD) is probably the most important development for the field of applied holog-
raphy. TPDs provide a method to record and develop holograms in place electronically.
Figure 3.8 depicts the principle of operation. A transparent conductive film on a
transparent substrate is coated with a photoconductive film and a thermoplastic layer on
top.
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Figure 3.8 Thermoplastic Recording Principle of Operation
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To make a recording, a positive charge layer is added to the thermoplastic.
Exposure to light redistributes the charge 8o that the capacitive forces compressing the
thermoplastic are greatest where the exposure occurred. A second charging enhances this
effect even more. Heating the thermoplastic allows it to flow under the electrical
forces. Finally, cooling the thermoplastic causes it to set permanently in its deformed
state, resulting in a phase hologram. The entire process takes a few seconds.

Figure 3.9 shows the characteristics of typical TPDs. The sensitivity of this
material is similar to that of Agfa B8E75 emulsion; however, the resolution is, In
general, worse than that of silver halide emulsions. The diffraction efficiency is
considerably higher since a phase process is involved. Since the material is {nsensitive
before charging and after development, it is easier to use.
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Figure 3.9 Characteristics of typical thermoplastics

TPDs suffer some disadvantages, however. A high voltage process is involved in the
charging of the plate, the materials are sensitive to moisture, dust, and temperature,
and the initial cost of a system is relatively expensive. The available formats are
limited to 35 mm and 70 mm. ~Probably the most serious limitation is the relatively low
signal-to-noise ratio compared to most photographic materials.

Two system types are commerclally available. One of these is a glass backed
erasable material that allows the recording, erasing, and reusing of the plate up to
about 1,000 times. This can be extremely convenient and cost effective, if the required
data can be extracted from the hologram shortly after recording. The second type has a
flexible backing and is not erasable. This is convenient and cost effective if each
hologram is to be saved.

3.1.6 Holocameras and Reconstruction Systems

3.1.6.1 General Requirements - A holocamera is a system of lenses, mirrors, lasers, and

other optics for making holograms. In aerodynamic holography, holocameras are specially

designed to meet the requirement. Choosing from the array of possibilities deacribed in

Section 3.1.2, the system must be engineered to accomplish the following tasks:

(1) Properly illuminate the field of interest.

(2) Place the interest field or its image in a suitable place relative to the holosram.

(3) Achieve an acceptable F-number for the desired resolution.

(4) Deal with environmental factors.

(5) Meet coherence requirements. This is done by splitting the laser beam into two
beams, using one as a reference wave and the other as an object wave, and bringing
the same rays back together as accurately as possible after having traveled the
same distance.

(6) House the film or plate transport, laser, and optics.

(7) Produce a hologram of acceptable quality.

The reconstruction system is the system of optics that provides for the replay of
the hologram into a data reduction system. It may be part of the holocamera or it may be
a completely separate system. Ideally, the hologram should be illuminated with the same
wave as the original reference wave, but practical considerations often prevent this.

So, when a hologram is made with a fulaed laser, a CW laser is commonly used in the
reconstruction system, and it is not always possible to match wavelenaths.
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Changing the laser wavelength, angle of illumination, and radius of curvature for
hologram reconstruction introduces aberrations into the final image that must be taken
into account. Such aberrations are similar to the Seidel and chromatic aberrations
present in lenses. A hologram that is illuminated at the wrong angle will exhibit
astigmatism and coma, while one that is i{lluminated with the wrong radius of curvature
exhibits spherical aberration. An aberrated reference wave translates with a linear
transfer function directly into the reconstructed image.

A recomstruction system should incorporate the following elements:
(4D] Optics to produce a reference wave like the one with which the hologram was made.

(2) Mechanical devices to position the hologram in the reference wave as it was
originally recorded. These should be adjustable over few degrees.

(3) A scanning system to scan through the three-dimensional image.

(4) Controls that allow the viewer to scan the hologram while examining the image.

(5) A recorder, such as a closed circuit TV and VCR or a photographic camera (or both).
Some reconstruction systems require special features such as the following:

(6) Adjustments that allow the positioning and location of the hologpram to wavelength
accuracy.

(7) Fixtures to hold and position two or more holograms relative to each other.
(8) Allowance for more than one reference wave.

9 Independent phase and intensity control on one or both of the reference waves.
(10) Computer controlled traversing and other mechanical adjustments.

(11) Features that allow the reconstruction of the conjugate wave backwards through the
original recording optics for the purpose of aberration removal.

The reconstruction system must be compatible with the holocamera and must be
designed to produce an image that is sufficiently bright, noise free, aberration free,
the right size, and in the right location for analysis. An extremely important function
of this system is to cast the data into a useful form. The images may be recorded as
photographs, or analyzed directly by an image analyzer. So the quality of the optics
must be generally as good as the required image quality.

3.1.6.2 Typical Holocamera - Figure 3.10 illustrates a commcn holocamera design, using a
pulsed ruby laser as a recording laser and a collinear HeNe CW laser as an alignment
laser. The CW laser can also be used for reconstruction within the holocamera. This
particular system uses a double-barreled laser to provide two separately Q-switched beams
of light. (Most holocameras use only single beam lasers.) Note that the object and
reference pathlengths are matched. The object field is imaged with a one to one imaging
telescope to a position near the hologram. In a system like this where the same rays do
not come back together at the hologram, it is important that the lasers have good spatial
coherence. This type of holocamera is capable of producing three-dimensional images of
the object field with a resolution of about 10 micrometers. Multiple pulsing of the
laser and use of both beams make possible the recording of multiple 3-D images, with time
spacings from almost zero up to about 800 microseconds.

A ruby laser equipped system can make holograms typically with a 20 nanosecond
exposur, which freezes the motion of most flelds of interest. Other laser candidates
for this type of system are YAG lasers and dye lasers. Ruby lasers were historically the
first used, but YAG lasers are gradually becoming more competitive. Compared with the
maximum one multiple pulse per second of commercial ruby lasers, YAG lasers can pulse at
rates up to about 30 per second, making them ideal for making movies.

3.1.6.3 Viewing Reconstructed Images - A key element in reconstruction and analysis of
holography data Is the development of skill and technique in focusing coherent images.
This can and should be developed upon images which are first generated directly without
holograms, so that holographic effects can be understood separately. The holocamera in
Figure 3.10 has a built-in alignment laser that projects a continuous wave helium-neon
beam of light through the system in the same space that the ruby laser will ultimately
transcend. This alignment laser can be used for mwore ihan alignment, providing informa-
tion about the reconstructed image, even before the hologram is recorded. This is done
by placing a stationary object, in the field of view that will ultimately be occupied by
the experimental object, and examining the image that is to be presented for holographic
recording. This image can, by removing the frosted glass from the hologram holder, be
projected into a working space which is directly accessible to the researcher. There-
fore, many of the properties of the image can be studied in detail directly, without
being confused by holography effects.

It is useful, especially for the novice, to practice focusing with this directly
produced image using wires or sharp edges placed at the position of the oblect. This
image can be examined in a variety of ways. It can be positioned directly on the face of
a TV camera and examined on a CRT monitor. This is, perhaps, the most ideal method for
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viewing, since no safety considerations need be taken. The image can be viewed on the
frosted glass of a macro-camera simply by focusing the camera on the actual spatial image
which appears behind the hologram position. Finally, for the experlenced observer, the
simplest method is to view the spatial image directly with a microscope or an eyepiece
and no frosted glass. In this manner, the viewer can observe the actual image free of
speckle, which is 1introduced when a diffuse surface is used. The image can also be
examined in this mode with a macro-camera, if a clear focusing screen is used in the
camera as opposed to the usual frosted screen.
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EXAMPLE: When viewing these images directly, safety is a primary consideration. The
maximum acceptable emission limit established by the American National Standards
Institute shows that, under almost all circumstances, this direct image may be safely
viewed with the proper CW laser. Acceptable Emissions, taken from Table 4 of the sbove
guide, state that for the heliun—n_esm wavelength for emission durations between 10
seconds and 10,000 seconds, 3.9 x 1077 joules of energy are permissible. A 4 m.lliwatt
alignment laser, used in the holocamera described above, allows approximately 1,000
seconds viewing the direct lsser beam at the hologram position before exceeding the
maximum exposure limit. In the holocamera system, the beam reaching the hologram has
been expanded from 2 ma to approximately 100 mm, reducing the laser intensity by a factor
of approximately 2500.

To develop skill in focusing an image, one must understand a few characteristics of
coherent light. Consider Figure 3.11. A sharp edge is imaged by lena into a space where
it is examined in fine detail by a viewer. It is always best to search for a sharp edge
or a small object to determine focusing effects most critically. The object is imaged as
a shadow and in the exact image plane the shadow has very sharp edges with extremely fine
diffraction effects,

orrect
Focus
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l:}:,ne Edge Viewer
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A’ B* c' D’
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Planes A', B', C', D', are images of the light distributions in planes A, B, C, and D.
» B, C,

Figure 3.11 Focusing on a coherent image of an edge.

In the actual plane of the object, light is scattered by the edge both into the
shadow region and into the region where light passes unscattered by the object. The
scattered light and how it varies as the image goes in and out of focus can be observed
with a magnifier in the image to determine with high precision the actual focus position
of the image. In the illuminated regfon, this scattered light mixes with unscattered
light, forming a diffraction pattern which at first is «xtremely fine. As one proceeds
further and further out of focus, the diffraction 1lines become broad and more
distinguishable.

One difficulty in focusing occurs when one is extremely out of focus. When the
observed plane is badly out of focus, a motion toward the focus plane will not produce a
drastic change in the diffraction pattern. Only when one nears the focus plane do the
colla{slng diffraction patterns and the illumination scattered into the shadow become
clearly observable with rapid change such that an accurate focusing can be determined.
Therefore, one must first find approximately the focus plane and then examine the micro-
scopic details of the image edges.
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A common mistake made by the novice is to expect that since parallel light is
passing over an object, there is no focus plane. This would be true only if there was no
diffraction. Diffraction allows one to locate, very precisely, the focus plane of the
image. Similar focusing characteristics can be observed for wires, straight edges, and
particles, and it is useful for an observer to practice focusing on such targets.

Focusing is best done on an object that is strongly diffracting, such as an edge.
Phase objects also diffract light, but except for step changes in refractive index, they
are more difficult to focus because they are not strongly diffracting, and the effects
described 1in the previous paragraph are not as easily observed. Therefore, when the
field of interest contains no opaque objects, it is often difficult to locate exactly
where the focused image is. This is another re&son why it is important to locate the
approximate position of the image, relative to the hologram, before the hologram {s
actually made.

3.1.6,4 Optimizing for Data Reduction - A principal advantage for holography is that the
entire wavefront passing through the interest field can be recorded and reproduced
exactly. In practice, however, real effects make it important to choose a configuration
that has been optimized for the highest quality and easiest image analysis. Holograms
can be made without lenses; however, it is also highly advantageous to use the best
properties of holograms and lenses in combination to get the best results. Even so,
every additional optical element added to a system increases optical noise. For this
reagon, one should limit to a minimum the number of lenses, windows, and mirrors required
to produce optimal reésults.

The accuracy with which reconstruction angles are to be matched depends ultimately
upon the desired resolution. Image resolution in the range from 5 to 10 microns does not
require a highly critical alignment of the hologram. Image resolution below 5 microns
requires that this angle be aligned very critically. This is commonly done by making the
hologram of a resolution chart and adjusting the angular position of the hologram until
the resolution is optimized in the reconstructed image.

It is usually helpful to position the image at a place that is not located in the
overlapping reference wave, making it simpler to view without interference by the
reference wave. It is also desirable to place this image at a location where it is
eagily accessible to a recording camera. At this stage, it may even be desirable to
produce an image size that is the same size as the format of the camera. Again, this
must be traded off with resolution. It is easiest to obtain high resolution by magni-
fying before holographic recording, thus making the overall reconstructed image size
quite large. For this reason, large format cameras are desirable for reconstruction.

Further magnification of the reconstructed image is often useful, and is limited
only by the quality of the hologram itself. The simplest high resolution image that can
be obtained is the in-focus image in the plane of the hologram (known as image plane
holography). This image, while actually reconstructed as a three-dimensional image, is
(in the exact plane of the hologram) also a photograph and, therefore, is not as
gseriously affected by the holographic parameters as are images out of the film plane.
This image can, be observed with incoherent light, and suffers least the type of aberra-
tions such as chromatic, spherical, and astigmatism, commonly associated with holographic
recongtructions. As a general rule, the further the distance from the hologram to the
image plane, the more critical the hologram parameters (such as alignment) become.

3.1.6.5 Lens Confipurations - In an imaging holcamera, such as the system described
above, the possibilities for positioning and magnifying the image before and after
recongtruction are many, and it is important to understand how these affect the ultimate
appearance of the data. It is extremely important to know in advance the probable
location of the image. This can save a vast amount of confusion and delay during the
reconstruction. It also allows one to optimize the reconstructed data for whatever
recoigingd or viewing system {is used. Three classes of imaging systeme must be
considered.

(1) A collimator pair which images one-to-one in three dimensions.

(2) A collimator pair which magnifies such that the magnification in the image field is
uniform everywhere, but the magnification is not the same in the depth dimension as
it is in the planar dimension. The lateral magnification is the ratio of the focal
1:\13;1:5 of the two collimators used. The longitudinal magnification is the square
of this ratio.

(3) Use of the single lens to image and magnify before reconstruction.

In the following discussion, each of these lens systems and its imaging properties
is degcribed in detail. For the first part of this discussion, the hologram itself is not
mentioned. The reader must only remember that the hologram itself only recreates what
exists optically, so, in any of these discussions, the hologram position could be at any
place in the entire diagram. Ideally, with or without the hologram, the image space
stays the same. One can consider the image space as being produced by the alignment
laser and the holocamera lenses when the hologram is not present, or being produced by
the hologram when it is set up in a reconstruction system. From an optics point of view,
when the optical wave from the hologram is examined, one cannot discern whether it has
gom:dfrm: t?e hologram or from the imaging system in the holocamera, since the twn should
e fdentical.

e e e L - -




e

70

Figure 3.12 describes the imaging properties of a collimator pair which images one-
to-one in three dimensions. This system allows the largest field of view and, because
the image space is identical to the object space, is the simplest system to analyze.

There are three separate cases that must be considered for use with & holocamera
when the two matched lens collimator pair 1is used. Case 1, which is {llustrated in
FPigure 3.12a, has a sample space defined by a volume that is two focal lengths long and
one lens diameter wide. The hologram can be positioned snywhere on the right-hand side
of the second lens. In some cases where an image plane hologram is desirable, the image
of the sample volume exists on both sides of the hologram, as shown in Figure 3.12b. As
previously mentioned, it is sometimes convenient to position the hologram such that all
of the sample space appears on only one side of the hologram. When the image exists on
both sides of the hologram part of it is a real image and part of it is a virtual
i{mage. The real image can actually be presented directly to a frosted screen for viewing
or directly to a lensless camera. The virtual part of the image must be reimaged into a
real image before viewing on a frosted screen or recording.
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Figure 3.12a One-to-one imaging in three dimensions with a matched collimator pair.

The part of the image that fis virtual can be made real in holography simply by
reversing the direction of the reference wave and projecting backwards through the
hologram as shown in the third figure of Figure 3.12b. In this case the reference wave
comes from the right and the viewer sees the reconstructed image on the left-hand side of
the hologram. The part of the image that was virtual now becomes real. This process is
often useful when presenting an image directly to the fac>» of the vidicon, without using
other lenses, where part of the field of interest happens to exist behind the hologram in
a virtual sgpace. This procedure allows one, by turning the hologram over, to convert
this virtual space into a real space.

The two lens image methods just described applies both lenses before the recording
of the hologram. In an equivalent technique, one can apply one of these lenses before a
holographic recordtnf and the other during holographic reconstruction. This {s {llus-
trated in Figure 3.12¢c. The recording is made with the hologram in a position just
forward of where the second collimator would have been placed. The diverging wave is
then recorded in the hologram. During reconstruction, the reconstructed wave will be
that diverging wave. The collimator that was used during recording can then be used as
an exact matched collimator to collect this diverging wave and recollimate it, producing
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a one-to-one image of the original sample volume. The points A', B', C' in this image
correspond to the original A, B, and C in the sample volume.
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RECONSTRUCTING A CONJUGATE OF THE ORIGINAL WAVE
Figure 3.12b Holography with a one-to-one imaging system.

To remove any imaging defects (see Figure 3.12c¢), the conjugate wave traveling
antiparallel to the original wave i3 projected backwards through the lens used during
recording, and the image appears once again in the original sample space.

Figure 3,13 1illustrates the process of f{maging with magnificacifon. Two separate
cases need to be considered--one in which the image space is a constant magnification of
the object space, and the other in which the magnification of the object space depends
upon the location in that space. The top diagram illustrates the imaging for the former
case. Here, two collimators with different focal lengths are used, taking a collimated
wave from the object space and reproducing a collimated wave in the image space. The
lateral magnification (x,y) is the ratio of the two focal lengths. Magnification in the
z dimension can be seen from this diagram to be the square of the magnification of the x
and y dimensions. For this lens, therefore, magnification in the x and y dimensions is
3| while magnification in the z dimensfon is 9. For example, the distance BC {8 timaped
B', C', nine times the original object dimension.

This type of lens configuration is extremely useful because the image space is
magnified by a constant value independent of the position in the original object space.
The volume lying from one focal length in front of the short lens up to its surface is
imaged to the right-hand side of the large lens in a space is convenient for producing
holograms., As with the previous lens, the hologram can be positioned at any place in the
image space. Precisely the same method for handling the reconstructed image for the
matched collimator pair can be used here. If any part of the image is a virtual image in
the reconstruction, it can be converted to a real image simply by reversing the direction
of the reconstruction reference wave, a practice which is achieved normally by turning
the hologram over. The stretching out of the image space in this reconstruction does
make the analysis of the reconstructed image require more space, if the object itself has
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considerable z dimension. When such is the case, it is often better to reconstruct the
wave back through the lens pair to create an image space identical to the original object
space.
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CASE 2: RECORDING WITH ONE COLLIMATOR

Hologram
< 8

Imaged Sample Volume

RECONSTRUCTING ONE TO ONE WITH THE SECOND COLLIMATOR BEING SUPPLIED DURING
RECONSTRUCTION.

A B C

—

T Image ofT

Sample Space

Hologram

Reconstructed

Wavefront Reference Wave Used For

Reconstruction

REMOVING LENS ABERRATIONS DURING RECONSTRUCTION

Figure 3.12¢ Using one lens during recording and the same lens during reconstruction
to achieve one-to-one imaging.

When an object field is magnified with a single lens, the amount of magnification
depends upon the position of the object. The closer the object is to the focal point of
the lens, the greater the magnification. When a very thin object field is used, little
problem is created, since the amount of magnification is easy to determine simply by
knowing where the object or image field is. The equations are provided in Figure 3.13.
The magnification 1is simply the ratio of the image to object distance; or, when either
the image or the object distance alone is known, one of the other two relationships for
magnification can be used. For example, if only the image distance is known, as might be
the case in observing a reconstructed image, the magnification 1is provided by the
difference between the image distance and the focal length divided by the focal length.

When a larger sample volume is desired with magnification, it {s sometimes
convenient to produce a constant magnification image space. Thia can be done either
during recording, as illustrated in the top figure of Figure 3.13, or during recon-
struction as {llustrated in Figure 3.14.

By studying Figures 3.12 through 3.14, it 18 easy to see how, by using different
lens configurations, the image space of the hologram can be placed almost anywhere.
Without some predetermination of this image space location, it is likely to wind up in an
inconvenient space and require reimaging. Locating the image space can be done by using
the relationships shown in these figures, or as described previously, by inserting the
calibration object in the object space and observing the location of its image relative
to the hologram.
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IMAGING WITH A SINGLE LENS PRODUCING MAGNIFICATION WHICH VARIES WITH AXIAL POSITION.

Figure 3.13 Imaging with magnifications.
3.1.7 Hoiographic Interferometry

Interferometry is the mixing of two mutually coherent waves to produce interference
fringes that can be used to determine the phase distribution of one of the waves relative
to the other. In holographic interferometry (HI), one or both of the waves is derived
from a hologram.

3.1.7.1 Techniques -~ Basically, there are about seven different types of HI (see
Figures 3. an .16). These include: (3.15A) interferometry with one nonreconstructed
wavefront serving as the iInterferometry reference wave, (3.15B) real time holographic
interferometry, (3.15D) "common path" interferometry (e.g., wave shearing), (3.16C)
interferometry with two time separated wavefronts from a single plate (e.g., double
exposure or double pulsed), (3.16A) interferometry of wavefronts from two holograms
(e.g., double plate or sandwich), (3.16B) interferometry of wavefronts reconstructed with
two reference waves. Heterodyne HI applies two reconstructing reference waves of
different wavelength, producing moving fringes. Phase shift interferometry phase sh{fts
the reconstructed waves in steps by independently phase shifting the reference waves.

3.1.7.2 Equations - In the following, we analyze the most general case, where the
interfering waves are derived from two different holograms made at different times,
separated by az , moved laterally and tilted with respect to each other between
exposures, and made with two different reference waves. The resulting general equation
can then be specialized to describe all of the casea illustrated.
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Figure 3.14 Holography with Premagnification.

The general equation will degcribe double plate HI. By setting az equal to zero,
double exposure, double reference wave HI results. By setting the two reference waves
equal, double exposure HI results. By allowing one of the reconstructed waves to emulate
a real time wave, real time HI results.

In this computation, we are interested in the effect of the relative position of
the holograms on the interferogram. We assume that a plane reference wave is used with
an originally plane object wave that has been modulated by a phase factor elec(x) anq
recorded first on a Plate 1, then on a Plate 2 which is located behind Plate 1
(Figure 3.17). Then the two holograms are illuminated by a plane reference wave
simultaneously reconstructing object waves from both plates. Let us fix the z position
of Hologram 2 and assume that the position of Hologram 1 can move after the recording,
and compute a one-dimensional (x) hologram.

We ultimately require the general equation of interference of the two waves
Ugiland Ugi as a function of az . The following are the object and reference wave
a

itudes“in the front plane of the respective holograms.
2y (x)
002 - “0291‘ (x sin '02) + 199y + ig(x - az tan '02] + 1492 3.4)
128 (x 81 + 140 + 18(x - sz t 1o, ®
Uy = u e’ (x sin ¢5) $r2 8(x - 4z tan y.5) + 14y, (3.5)
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Figure 3.15 Holographic interferometry with singly exposed holograms.
i 22 x sin - AZ cos +
Upy = ugy et % Yot - 8 vo1) * ¢02 (3.6)
2z
U, =u, el ¥ (% sin wpy - 82 €08 ¥rq) *+ ¢p 3.7
ri rl
where ¢ and ¢ { are phase modulations of each wave. o1 contains the flow field
informa?ion plus any aberrations due to poor optics, while ¢ i describes the affect of
poor optics on the reference wave, and a(xg is the aberration fitroduced by Hologram 1 on
Ug. To make the hologram, object and reference waves are added, giving amplitude
Upilx,y)
Uti(x.y) =~ Ugy * Uy (3.8)
with intensity
* 2 2 2 * *
UeUp = Uy + Uy + Upy * Upylpy * Ugy Upy (3.9

Now we assume a hologram which has an amplitude transmissivity which is linear in
exposure.

*
Tpi ¢ Uele (3.10)

During reconstruction, the reference wave is returned to the hologram and is modulated by
Thi-
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P . ter
Upf = Upi Tpy ¢ ¥t

(3.11)
-y - 2 2 .y ¥ 1e; . * o1e
Upi (Uop * Upy) * Upf Upy Upge vl + U f Uy Uy e7'rt
The second term contains the reconstructed wave that is of interest. Namely
cmysU > feg
Uoi Utl Url U01 e 'ri (3.12)

ut,)
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C. DOUBLE PULSED HOLOGRAPHIC INTERFEROMETRY

Figure 3.16 Holographic interferometry with multiple recordings.

Now we examine the mixing of the two waves at the second hologram surface. We
assume that the wave from the first hologram propagates with negligible diffraction over
the digtance az . The amplitude of the reconstructed wave from the first hologram at the
second hologram surface is (Figure 3.17) (assuming the same wavelength is used)

2y
s om . i == az” cos + g(x - az” tan ¢
Ugrs = Ugi e 1% o1 *+ 8( o1) (3.13)
We now mix U01é and Uoé and square to get the interferogram intensitv.
. . *
Ip = (U3 * Yo3)(Yg13 * Up3)

2 2 * *

= (Uoiz * Ug2) * Ums Yoi * Uors Uo3 (3.14)

*
- IB + 2 Re U01§ U62
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Figure 3.17 Double Plate Holographic Interferometry.
Substituting 3.12 and 3.13 into 3.14 leads to

1. = i %1 Az° CO8 ygy

1 IB+2ReUr‘U

* * *
i Vet Yoy Ura Ugy @

Xe-18 (X - 8z~ tan ygy) 1(ezy - e2p) (3.15)

Get U,y and U,y from Equation 3.4 - 3.7.

To include the effect of moving Hologram 1 in the x direction during reconstruc-
tion, note that the hologram transmissivity remains the same except for an x translation
of ax. Namely

*
Ty = Uy (x + AX) Ugy (x + ax) (3.16)

and this must be used in the above equation. And

I, - Ig+ 2 u g uy (x + ax) gy (x + sx) u g Uy Up,y (3.17)
times

cos %1 (x 8in ¢ i - 42° cos g4 - (x + ax) s8in ¢ .q)
+ 4z co8 4
+ (x + 8x) sin yg, - 82 cos v,
- x(sin ¢ 3 - ein y,)
- x(sin ¥gy * 4z° cos *01) + %02 - g(x - sz tan *02)
*oogr(x tax) - (X + 0 (X)) - e (R +er - el

+ g{x - az- tan 001)
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I, =1, +1_cos [h-u(sm { - 8in + sin -~ 8in y_3 (3.18)
I B 8 A 3] ¥ri $r2 Yr2
+ 8in ygy - 8in ¢y, ) + ax (8in 4y, - 8in y,,)
+ (a2 - 8z°) (cos y; - cos ¥5;))
* fogr(x v ax) - 9 ()] + [ () = a2y (O] + ey - #57]
+ 8 (x - Az~ tan %g1) - 8 (x - az tan *OZ) ]
Note that we have still retained two different reconstruction reference waves so that the
equation is general.
Now consider some special cases.

Case 1

(a) Single plate (az = ax = 0)

(b) Same recording reference waves ('rl = ¥y and 4y = ‘rZ)
(c) Single reconstruction wave (v;1 = 97y and 47, = 0;2)
(d) Same original object wave (00' - *02)
The resulting interferogram is described by
II = IB + Is cos [AQO(X)] (3.19)

Note that all of the aberrating effects have cancelled out of the equation. Also note
that reference fringes (finite fringe interferogram) could have been added by changing
conditions between the two exposures, 8o that ¢ 1 £ O $1 * ¥goy OF 4K ¢ 0.
Equation 3.19 describes double pulsed holographic in erfeﬁgﬁetry, and 3hows how it
depicts the phase change a¢p(x) between the two exposures.

Case 2 - Double Reference Wave Holographic Interferometry (DRWHI)

Assume:
(a) Single plate (az = ax = 0)
(b) Same original object wave (yg1 = wp2)

The interferogram is described by

I; =13+ 1, cos [%1 (& siny, + asiny o + sinyg, - sinyg,) (3.20)
+ aeg(x) + 4 (%) - by () + 42 412 1

Equation 3.20 describes an extremely powerful technique. An interferogram
containing the data, which 1s a¢,(x), 1is produced, and {t contains a completely
controllable set of reference fringes. The controls include:

(&) Spacing adjustment of the reference fringes during reconstruction by adjusting the
relative angles of the two reference waves.

(2) Orientation of the reference fringes.

(3) Phase shift of the reference fringes by adjuating relative phase of the reference
waves.

%) Fringe contrast adjustment during reconstruction by relative intensity adjustment
of the reference waves.

Note that the phase errors in the object and reference waves carry through directly
into the final 1interferogram. However, 1if the same reference waves are used for
recording and reconstruction, the error cancels.

Case 3 - Double Plate Holographic Interferometry (DPHI)

Assume:

(a) The special case where identical reference waves are used for recording and
reconstruction
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(b) The hologram norumal bisects the angle between the cbject and reference wave
(or = ~v01 = =vg2)
The resulting interferogram is described by
1; = 1z + I, cos %1 (2ax (sin yg1) + a4g(x) + ag) (3.21)

where ag is the difference in the phase error introduced on the object beam by passing
through the first hologram from that introduced onto the reconstruction reference wave
for the second. If the hologram does not change 1its thickness bhetween recording and
reconstruction, this can be zero. Also note that the reference fringe phase can be
shifted by a relative lateral adjustment between the two holograms during reconstruction.

Case 4 - Double Holographic Interferometry with Tilt in One Plate

(a) Consider a slight tilting of one of the holograme during reconstruction, say
hologram Number 2.

(b) Assume sz = 5z° and Ax = 0

and for identical reference waves during recording and reconstruction
(91 = ¥y = 9y and 4y = 0py = 4 = 45))

Since the second plate is tilted during reconstruction

Yr2 * ¥r2
Let

.;2 - 0r1 + 0 (3.22)

where ¢ is the tilt angle (See Figure 3.18).
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REFERENCE AND WO
AECONSTAUCTION
WAVE

RECONSTRUCTED WAVE
FROM TILTED HOLOGRAM

AECONSTRAUCTED WAVE
v FROM UNTILTED HOLOBGRAM

Figure 3.18 Reconstruction with a filw tilt error.
Equation 3.18 becomes for small ¢

2
Ip =1g +Igcos [ 3 | x ( 8 comyyq + singgy - sinwgy )

(3.23)
+ ( comy,y - cosyy ) 8} + aeglx) ]
Now conasider a case where o1 ™ %2 and by = "¥q - Then
Iy = I + 1g cos | %1 x (0 cosyy) *a ey(x)} (3.24)

Note that the phase shift across the interferogram is minfmized with tilt when the object
and reference waves are symmetrical about the hologram normal during recording (i.e.,
vhen g9 = -9 ).
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Case 5 -~ Real Time Holographjic Interferometry (RTHI)

The reconstructed wave, made at time zero, is mixed with a real time wave that has
passed through the region of interest, providing an interferogram that depicts the phase
difference of the real time wave and the time zero wave. Equation 3.18 can be applied
directly with some analogy.

This is normally done by viewing the 1illuminated real time scene through the
hologram. Assuming that the hologrem 1is not moved after its original recording,
Equation 3.18 reduces to

2
I = Ig+ I‘cos [;1 (xaino; - siny, + singg, - alnooz) + ae(x)} (3.25)

Note that If the same reference wave 1is used, all aberrations cancel. Even the
aberrations introduced on the waves by the hologram substrate are removed, since they are
the same for both interfering waves. This {important result allows high quality inter-
ferometry to be done through relatively low quality photographic film and glass plates
without added error.

Case 6 - Single Exposure, Live Reference Wave HI

A degenerative case of real time HI is that in which an interferometer reference
wave derived from a laser is mixed with a reconstructed data wave. If the reference wave
is passed through the hologram, then Equation 3.25 applies. This method, which has been
ugsed to cancel otherwise troublesome film aberrations, has been termed the FACT (Film
Aberration Correction Technique) method. The advantage is that single exposure holograms
can be used for holographic interferometry with considerable fringe control available
during data reduction.

Case 7 - Local Reference Wave HI (LRWHI)

Transferring the reference wave around the field of interest can sometimes present
impossible requirements, for example, in large wind tunnels, long range cases, and
holography between two moving platforms (such as aircraft). For such cases, the
reference wave can gometimes be transmitted through a part of the field of interest that
does not add phase information to it, for example, through a laminar part of the flow
field, Indeed, even if phase information is added to the reference wave, it can be fil-
tered from the wave before it 1s mixed with the object wave, as described for local
reference wave interferometry in Chapter 2.

In LWRHI, the object wave is split into two or more waves after having traversed
the field of interest, one serving as the information wave, the others serving as the
reference waves. It is usually best, at this point, to remove from the latter that part
of the wave that has traversed the strong part of the flow field by aperturing, if
possible. After this operation the wave may be a satisfactory reference wave. This can
be determined by looking at the resulting interferogram which characterizes the region
from which the reference wave was extracted.

If there is no weak part of the flow field, then it is necessary to spatial filter
the phase information from the wave by passing it through a pinhole spatial filter to
make it a wuseful reference wave. Just how much error this adds to the final
determination of phase can be seen by examining Equation 3.18, which contains a term that
represents the aberration of the reference wave.

Case 8 - Glint Holographic Interferometry (GHI)

A degenerative case of LRWHI occurs when some part of the object or object field
contains a suitable point source (glint) that can be used as an object wave (a mirror can
actually be attached to the object). Consider the holography of the surface of a fast
moving object, such as a projectile that has a shiny part. Light from the region of the
shiny part may serve as a reference wave.

Deriving the reference wave from the object wave may provide several benefits.
Producing a hologram of the surface of the projectile may, under normal conditions,
require extremely short exposures to insure that the holographic fringes remain station-
ary during the recording. However, if the reference wave is derived from the object
itself, both the object and reference waves are shifted equally in phase by the motion of
the object, greatly relaxing the recording conditions on stability.

Of perhaps even greater importance is the impression of the same phase modulation
on the object and reference waves by the media betweenx the object and the recording.
This results in the cancellation of such information in the recording as though it were
not there at all. This might have application in holography through a strong flow field,
or in the holography of an object at long distance through a disturbing atmospheric
co:du:i.on;7 This principle has been used in the holography of burning droplets in rocket
exhausts.

3.2 Applications

In the following, a selected number of applications are presented to illustrate the
use and state of the art of holography in the aerospace field. Holography is now being
used in hundreds of laboratories. 1t {s not attempted, however, to provide details and
credits for all of these here. Examples have been contributed by the laboratories
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visited or otherwise contacted, and this does not necessarily mean that they represent
the originators of the various techniques shown.

3.2.1 Particle Field Holography

The study of dynamic particle fields was the first real application of holographv,
and is still one of the most important scientific appl :ations. Holograms can optically
freeze a three-dimensional, high resolution image of a article field that can be studied
microscopically long after the actual particle field ceases to exist. Multiple exposure
holography further allows the study of the dynamics of the field. There is currently no
other way to perform such a three-dimensional study.

The field has been enriched by many new refinements and techniques since its first
use in the early sixties, Included in the new technologies are the following:

(1) Methods for aberrations corrections to provide diffraction limited imaging with low
quality optics.18

2) Methods for subtracting out optical noise normally present in holographic images.!?

3) Holographic movies,20-22

(4) Methods to automatically extract the data from holograms.23-25

(5) Multiple wavelength holography to encode exposures.26:27

(6) Multiple reference wave holography to provide two iIndependent looks at a phase or
particle field in the same hologram. 28

(7) Thermoplastic recording for in-place electronic processing.29
Many types of particle fields have been studied using by holography including the
following:
[4D) Ice, snow, and water droplets in the field of meteorology??
(2) Pollution particulates and fibers3!

(3) Fiber and particle generation in, for example, the fiber insulation
industry3?

(4) Spray nozzle development and characterization33
(5) Particle formation and breakup3®
6) Explosions3s
(€] Impact phenomenalé
(8) Two phase flow37?
9 Combustion3®8
(10) Crystal formation and growth3s
(11) Microbiology“?
(12) Cloud study from aircraft“!
(13) Flow diagnostics by particle trackingh2r43rbs

3.2.1.1 Spray Nozzle Diagnostics - Figure 3.19 {llustrates data taken from a doubly
exposed hologram of a spray nozzle.23 Though the difficulty of presenting three-
dimensional data in a two-dimensional format has not been overcome, this figure illus-
trates one technique of presenting such data. An overall shot of the field fs recorded
at relatively low resolution to provide a global look at the subject field. Then
microscopic higher resolution inserts are added to show specific details. As previously
computed, such a hologram contains many such photographs. The 1illustrated recording is
from a 10 cm diameter hologram. So there are about 40,000 different 10 cm diameter
photographs available (with 5 micrometer resolution) in this hologram and many more at
lower resolution.

3.2.1.2 Particle/Shock Wave Interaction - Figure 3.20 {llustrates the study of the
rebounding of particles through a shock wave after iwpact with a hypervelocity
projectile.36 This is a classic case in which high resolution analysis of a particle is
required at two different times in a dynamic situatfon and where the particle location in
the volume is not known. A photographic solution would have required many cameras
focused at different depths in the field of interest.

3.2.1.3 Holographic Subtraction - Figure 3.21 {llustraces the use of holographic
subtraction to improve the signal-to-noise ratio in a reconstructed image.*S In this
example, the hologram is made with two reference waves, one for the first exposure and
one for the second. The reconstructed images of each exposure are illustrated in a
and b, In c the two images are reconstructed simultaneously. The optical noise is quite
severe in 2ll of these. If, however, during the reconstruction process, one of the
reference waves is phase shifted by 180 degrees, then the backgrounds will subtract and
the images will reverse from dark to bright. The improvement in S/N is evident.

3.2.1.4 Data Reduction - Particle field holography is still severely limited bLecause of
the difficulty In extracting the data from the hologram. Some image analyzers exist that
augment data extraction, but, as of yet, no commercial instrument can handle completely
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Figure 3.19 Double Pulsed Hologram of a Conical Spray. In the two photographs to
the left, the camera is focused at different depths in the volume.

Note how particles and ligaments in focus in one photograph are not
in focus in the other.

Reoonstructed 1

Figure 3.20 Hologram and images of particles penetrating the bow shock.
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Expogure 1 - 1951 USAF Resolution Chart Exposure 2 - Target Moved to the Left

Addition: Reconstruction of t + 2 Subtraction: Reconstruction of 1 - 2

Figure 3.21 Using holographic subtraction in double exposure particle holography
to improve signal-to-noise ratio.

the problem of distinguishing in and out of focus images and the severe coherent noise
commonly associated with such images.

The most basic data reduction procedure is to scan the image volume while counting
and sizing individual particles. Particle field images are usually observed on a closed
circuit TV monitor or in photographs. In either case, it is important to understand that
the depth of field is a function of particle aize, so that the sample volume must be
corrected for particle size when particles are counted in a single plane.

An alternative method is to examine the scattered light field from the hologram.
It can be shown that the Fourier transform of a scattered light field can yield the size
distribution. Using this principle, Ewan2% (1984) and Hess et al.23 have demonstrated
that the size distributions of particle fields recorded in holograms can be extracted
almost instantly.

The limitations up to now on holography data reduction, and the requirement to
record at relatively slow rates, is somewhat confining. Other particle sizing instru-
ments that can provide real time data at high rates excel for some requirements, while
holography is considered to be the desired method to attain global looks and occasional
full field examinations.

3.2.2 Flow Visualization Holography

When a light wave passes through a flow field, the cotical pathlength is longer in
regions of higher refractive index, so that the parts of the wave that pass through such
regions are phase shifted, and the emerging wavefront is modulated with phase information
that characterizes the flow field. As shown in Chapter 1, the refractive index fis
directly related to density in gases so the gas density i{s sometimes derivable from a
measurement of phase of the wavefront.

Shock waves are characterized by a discontinuity iIn refractive index, and they
strongly diffract light. Therefore, they can be focused in 2-D like any object. Smaller
refractive index gradients refract the light at smaller angles and cannot be cbserved in
an ordinary image of the field; their effect on the phase of a wavefront wust be observed
with other methods to be described.
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In flow visualizatfon, since the object is usually a phase object (for example, a
distribution of refractive index), off-axis holography is almost always used. A
wavefront that has been modulated by the flow field can be recorded in its entirety for
later analysia. The later analysis may comprise any of the ,conventional methods, such as
shadowgraph, schlieren, deflectometry, Hartmann, wmoire, or interferometry (see
Chapter 2). Choice of the method can be postponed, and, indeed, all of the methods can
be applied. Moreover, many variations for each method can be applied. The seven types
of interferometry can be applied, the shadowgraph focus can be varied, the schlieren
knife edge can be adjusted, and the deflection sensitivity can be varied,

A unique advantage of holography is that a wavefront modulated by the optical
system only can be subtracted from one that has both optical system and flow field
modulation, removing the effects of the optics. This can be extremely valuable in large
systems, where cost of large diffraction limited windows and mirrors can be prohibi-
tive. This principle can be carried further to subtract effects of a steady part of an
object field, leaving an unsteady part which might otherwise be overshadowed by the
steady part. Figure 3.22a {llustrates a case 1Iin which a weak unsteady flow is
overshadowed by a strong steady flow and can be seen clearly only after subtracting off
the steady flow effects. Note the vortex street in the model wake, the unsteady shock
wave, and the free stream turbulence in Figure 3.22b. One can zoom in on specific parts
of the flow field with very high resolution as fllustrated in Figure 3.23. while other
parts of the flow field do not require such resolution for analysis.

Figure 3.22a Potential flow field.
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Figure 3.22b Potential field holographically subtracted leaving unsteady field.

3.2.2.1 State of the Art System - Figure 3.24 illustrates a conceptual YAG laser based,
state of the art holographic flow visualization system. YAG lasers have become popular
in this application because of their repetition rate, which is higher than ruby lasers,
the first used in this application, Other pulsed laser candidates are dye lasers and
Alexandrite, which all have pulse durations in the twenty nanosecond range. CW lasers
can be used if the entire system {s isolated from vibratfon, or 1if the laser can be
properly shuttered to sufficiently short exposures. In general, the system would include
two individually modulatable reference waves, a thermoplastic recording device, and an
on-line image processor to analyze the interferograms. The methods i{llustrated in Figure
3.15 and 3.16 would then be applicable.

A good example of this type of system has been developed by Craig et al.“6® and is
in use in the NASA Ames Research Center Two Foot Transonic Wind Tunnel. The system
employs a frequency doubled YAG laser that produces 20 millijoules of energy per pulse.
Craig has recently demonstrated the on-line capability of the system, by employing a
thermoplastic device that can reconstruct data directly into an automated fringe
reduction system developed by Tan.u48

This basic type of system has been in general use in many wind tunnels since the
early 197081349763 but only in recent years has hardware and technology evolved to the
point of on-line data capability. The applications described in the following sections
are largely vartations of the system shown in Figure 3.24.

3.2.2.2 Shock Wave/Boundary Layer Interaction - The interaction of shock waves with
boundary layers is an extremely important process in aerodynamics. This process {s also
too complex to completely describe analytically. Therefore, experimental aerodynamics
must provide quantitative results for the development and evaluation of theoretical

models and computer codes. Holographic flow visualizatioan has played an important role
in providing such results.




Figure 3.23 Wake region illustrating high spatial resolution.
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Figure 3.24 Conceptual state-of-the-art holographic flow visualization system.
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Figure 3.25, from the work of Havener$!”63 in the study of shock wave/boundary
layer interaction, illustrates various capabilities offered by holographic flow visuali-
zation. These also provide a good comparison of three different flow visualization
techniques; shadowgraph (a), infinite fringe interferometry (b), and finite fringe
interferometry (c). The interferograms were produced by the double plate methods, one
hologram being of the empty wind tummel and the other being of the Mach 3 flow field.
Figure 3.25d provides a more detalled view of a shock wave/boundary layer interaction
with an interpretation by Havener. The axisymmetric parts and the two-dimensional parts
of the flow field can be analyzed quantitatively from these interferograms, but the
three~-dimensional parts cannot.

Figure 3.25a Shadowgraph - Flow visualization holography of a Mach 3 flow.
One hologram provides an array of flow visualization types.

Figure 3.25b Infinite Fringe Interferometry - Flow visualization holography
of a Mach 3 flow. One hologram provides an array of flow
visualization types.
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Figure 3.25¢ Finite Fringe Interferometry - Flow visualization holography
of a Mach 3 flow. One hologram provides an array of flow
visualization types.

SHOCK IMPRGEMENT
PONT

Figure 3.25d Separation of a turbulent boundary layer from a flat plate
due to a shock wave impinging on the boundary layer.
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Figure 3.26, from the works of Bryanston-Crossé*”7¢, ghows a double exposure
holographic interferogram of a similar case for transonic flow. Included with the figure
is a viscous numerical solution to the flow. Clearly, the flow field compares well in
some places and not in others, Considerable understanding of both the flow mechanics and
the experiment must be commanded to fully interpret these results.

Figure 3.26 Comparison of a transonic wedge profile with side wall boundary
layer separation and a viscous numerical solution.

Figure 3.27, from the works of ONERA71776 g a real time holographic interferogram
of a transonic channel flow, showing the density distribution in the flow at three
different flow conditions. The pressure distribution in the channel and the Mach number
can be determined by assuming two-dimensional flow and counting fringes. The Mach
number, as determined from pressure gauges, agrees well with the values determined from
HI. The hologram is first recorded with nc flow, then {t is returned to the original
recording position and reilluminated with the reference wave. The reconstructed wave
mixes with the real time wave to produce the interferogram. This system employs a 1.5
watt argon laser that is shuttered acousto-optically to provide exposures less than one
millisecond. One advantage of this type of system {s that it can be used to produce high
speed movies of a flow. A disadvantage is that the apparatus must be highly stable.

3.2.2.3 Internal ¥low ~ The flow in cascades, Inside combustion engines, and in other
confined reglons presents a new range of problems, including timing and optical access.
Getting the light in and out is no trivial problem. The installation of windows that
survive and do not disturb the flow is a science in itself, Pigure 3.28 jillustrates the
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work of Rolls-Royce’??»78, using double pulsed hologram interferometry of the flow between

compressor blades in a turbomachine. The
changes between exposures, as shown in Figure 3.28.

locate the shock wave position in 3-D. It

" @
* « Interferometry
— Wall Pressure
1.2
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0.8

flow is made visible because the position
This type of holography is used to
cannot be used to quantify the density.
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Figure 3.27 Diagnostics of the transonic flow in a channel.
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Figure 3.28a Method by which the holographic system was applied to the first
stage compressor fan during a test.
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shock movement

rotor blades
movement of
blades during *overlapping shock
2msecs region

direction of rotahon

Movement of a normal shock between two pulses with a 2msecs
separation.

Figure 3.28b Movement of the compressor blade fan assembly between two
holographic pulses.

Figure 3.28c Photographic reconstruction showing the shock structure at the
tip of the compressor fan.

Oftentimes, the experiment must be simplified to fit the capasbility of the measure-
ment to obtain meaningful quantitative data. The flow cascide has been constructed in a
two-dimensional form for this purpose. Figure 3.29 illustrates a double exposure BRI of
such a case, Ilncluded with a computation of the flow field for comparisont:.

Another such example is shown in Pigure 3.30.79 This is the flow field inside an
aerodynamic seal. This illustrates the appearance of vortices in an interferogram.

3.2.2.4 Three-Dimensional Flow - As deacribed in Chapter 2, towographic solutions now
exist for solving 3- ows enough interferograms are made at the correct viewing
angles through the flow. Only a few such systems are currently in operation; however,
the number is likely to increase in the near future. A good example of such a systes is
én ope:oac’lon in the U.S. Army Aeromechanics Rotor Laboratory at Ames Research
enter, 80581
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Computational Result

Holographic
Interferogram

Figure 3.29 Holographic interferometry of transonic flow in cascades.

The system i a 60 cm diameter system of the type illustrated in Figure 3.24, using a
pulsed ruby laser. The object beam passes over the tip of a rotor blade, recording the
flow in the region around the tip, (Figure 3.31).

By traversing the system laterally, the view angle through the flow is varied
automatically. The system must be fired by a signal that indicates that the blade is in
the proper position. Holographic interferograms are typically recorded every five to ten
degrees. For the views that contain large density gradients, more recordings are
needed. Figure 3.32 %% is a sample of the data taken in this facility. Note the
appearance of the shock wave at different angles of view. In some of the angles of view,
the shock wave edge is not visible.

This type of system produces 8o much data that some type of automation in data
reduction is imperative. Considerable efforts to this end have been successful in
producing systems that can digitize and analyze data from an interferogram in a few
seconds. These will be described in a later section.

The reconstructed density distribution (p/py), produced by the tomographic
reconstruction code applied to 40 projections is shown in Figures 3.32c-d for the heights
z=0.5, 1, 1.5 and 2 finches (chord C = 3 inches; the leading edge of the blade
Y/C = -0.5; aspect ratio = 13.7). The optimum number of iterations was 3 to 6 for the
:xperlTental data. The computation time on an IBM PC was approximately 3 minutes per

teration.

3.2.2.5 Other System Types - Some applications require special system design. Examples
include the requ%renent to increase sensitivity, to reflect light from the model, or to
look at very large flow fields. Figure 3.33 '{s a system that reflects light from the
model or a panel behind it. If the surface can be treated with a retroreflective
coating, then very large areas can be recorded. Recently, holographic optical elements
have been devised for the treatment of surfaces for flow visualization.

a3 TAn % e M ATY A 2 P e e et i e
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Figure 3.30 Flow field in a pneumatic bearing.

Figure 3.34 is a system that {s designed to achieve improved sensitivity. The
object beam passes through the flow field more than once, adding modulation to the wave
each time it passes through the object. The object wave with the correct number of
guaea is selected holographically by pathmatching. This unique coherence filter forms a
ologram of only one of the many object waves that strikes it. The others simply tend to
fog the film with light that i{s not mutually coherent with the reference wave. To
compensate for the fosging, a critical part of the technique is to bleach the hologram
before reconstructing the data. PFigure 3.35 is a set of data taken with the system to
illustrate this point. The object {s a heated ball with natural comvection around it.
As the number of passes through the field doubles, then so does the fringe density in the
interferogram for essentially the same flow field.
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Figure 3.32b Interferogram of flow over a rotating blade, ¢ = 176.5°,

3.2.2.6 Data Reduction - Figure 3.3f represents the flow of data in the holographic data
reduction process. The first two steps, producing and recorsatructing the holographic
image, have been described above. The remaining steps are described here.

For years, publications reporting uses of holographic interferometry focused on
feasibility demonstrations, and the actual data output of such research was quite
limited. More recently, attention has been directed to the complete extraction of data
from the holograms.82:83 Furthermore, recent laser and recording technology makes
possible the recording of thousands or even tens of thousands of holograms, placing an
even greater demand on automated data reduction.

The basic information contained in an interferogram is the distribution of the
relative phase of two waves. This information can be extracted in essentially three
different ways.

(1) Analysis of a fixed interference fringe set.

(a) Locate the coordinates of the center of interference fringes.
(b) Identify a reference point from which to start.
(€] Identify and number fringes integrally starting with zero at the reference

point and adding (subtracting) where the phase is known to have increased
(decreased). Each succeeding fringe represents an increase or decrease in
the phase difference of the two waves by 2 .

(d) The dependence of intensity in the fringe pattern is sinusoidal and it {is
most practical to locate maxima or minima, although, in principle, any equal
intensity locus between any two maxima represents an isophase difference
contour.

(2) Analyais of a moving iInterference fringe set. (Heterodyne Interferometry)

(a) The fringes are swept at a known rate (by methods already described), while
monitoring the intensities at discrete points over the interference region.

(d) Locate a reference point and arbitrarily define the phase as zero. As the

fringes sweep over this point, a detector will produce a time varying
sinusoidal signal.
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Figure 3.34 Multiple pass holographic flow visualization.
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Figure 3.35 Multiple pass holographic interferometry.
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Figure 3.36 Data flow in holography.

Moving out from this point with a second detector, a sinusoid of the same
frequency, but different phase, will be observed. The phase difference in
the two time varying signals is the desired phase difference between the two
wavefronts. Each time this phase difference increases through 2 v, the
signal appears identical to that observed at the reference point.

Numbering fringes becomes less Qf a problem, since the sign of phase shift
is obsgervable.

Interpolating between fringes is no longer a problem, since they sweep over
the detector. The resolution of the measurement is determined by the ratio
of the detector sfize to fringe spacing.

The entire process can be achieved with one fixed and one moving detector
or, alternately, a fixed detector array.

(3) Analysis of the Fringe Set by introducing known phase shifts while observing
intensity changes at discrete points. (Phase Shift Interferometry)

(a)

(b)

()

(d>
(e)

A detector is positioned at a reference point where the phase is arbitrarily
set at zero.

Moving out from the reference point in steps of 3¢ less than 2 x the
intensity is given by Equatiom 3.18.

The unknowns are 1,, I,, and a¢. By introducing two known phase shifts,
three equations are produced.

The three equations can then be solved for a¢ in terms of I;.

A moving detector or detector array can scan the interferogram.

Unfortunately, the intensity in a real interferogram is much more complicated than
that expressed in Equation 3.18, because of optical noise and parasitic interference. A
real interferogram is characterized by:

(1) Broken, discontinuous, and split fringes
(2) Varying contrast

(3) Extranecus fringes

(4) Diffraction nolse

(5) Broad cloud-like fringes

(6) Closely spaced fringes




(7) Lack of a known reference position
(8) Unknown fringe sign

(9) Uneven background
(10) Regions blocked by opaque objects
(11) Speckle noise

Therefore, considerable preprocessing is sometimes required before the task of
locating fringe position or measuring phase difference is practical.

Signal-to-Noise Improvement - In addition to noise in the interferogram, electronic
noise in the sensors also contributes to the final results. One of the most direct
methods of improving signal-to-noise ratio i{s signal averaging. Image analyzers can be
programmed to average many data frames at TV rates, thus improving picture quality.
Next, spatial smoothing is useful to reduce high frequency noise due, for example, to
speckle-like noise.

Thresholding and Nonuniform Background - Many of the techniques commonly used in
pattern and line recognition faill in Interferometry because the intensity is sinusocidal
and the background is nonuniform. This presents a problem in thresholding. Procedures
for dealing with nonuniform background include the following: logarithmic detection,
normalization and referencing to a mean intensity across the interferogram, which is
first established before thresholding begins, normalizing to local intensity averages,
and, finally, subtracting off the nonuniform background.

A floating threshold method, used by Becker8*, requires two passes over each line
across the interferogram., The first paes searches for extrema. With the found extrema,
a step-like threshold function is then defined, which i{s the mean gray value between
adjacent extrema. The second scan is referenced to this function to produce a binary
fringe pattern. This produces good results on fringe fields, even with severe background
intensity variation and low contrast.

The problem can also be approached optically, in double reference wave holographic
interferometry, by phase shifting one of the reconstructed waves by 130 degrees to
subtract away the background entirely.

Interactive Preprocessin - Until artificial intelligence {8 applied to this
problem, there is little hope of producing a fully automated system. Image processing
systems fortunately allow a direct interaction from the operator to connect broken
fringes, give the correct sign c¢o fringes and to guess where a discontinuous fringe
should proceed. What can be automated is partial recognition and flagging of the
occurrence of such events to ailow an operator to intervene.

Coordinate Extraction - After the above preprocessing, the fringe pattern is a
binary pattern. Then this pattern can be reduced to a line pattern where lines are the
centers of the black or white fringes. Alternately, the edges or transition from black
to white can designate the fringes. Each scan line, therefore, provides a y coordinate
(for the line), an x coordinate for the fringes, With each x coordinate, a fringe number
is required. Each adjacent scan must then be referenced to the previous scan, so that
like numbered fringes can be identified.

Because fringe density becomes very large in some regions, a magnification must be
performed to maintain accuracy. This further complicates the numbering of fringes. A
number of rules exist for fringe numbering.

(a) Adjacent fringes differ in numwber by zero or one.
(b) Fringes of different nuwbers cannot touch each other.

(e) Fringes cannot end inside the fleld of view (except where they close on
themselves).

(d) When integrating over a closed line, the fringe number differences add up to zero.

Phase shift interferometry and heterodyne interferometry both offer promise for
making automated data reduction of holograms easier yet. The output signals appear to be
more amenable to filtering and noise removal. This is one of the most promising and
rapidly growing areas in holographic interferometry today.
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CHAPTER 4
LASER VELOCIMETRY
4.0 BACKGROUND

Laser velocimetry (or anemometry) has become one of the most popular laser
diagnostic tools in the field of aerodynamics. Various methods are routinely emploved in
virtually all aerodynamics research facilities, universities, and companies using fluid
mechanics. Organizations like ONERA (France), DFVLR (Germany), NASA (USA), 1ISL
(Germany/France), RAE (United Kingdom), and the militarv services supporting aerodvnamics
have imwested heavily in elaborate, computer controlled LV svstems for use in wind
tunnels and flow research facilities. These have undergone contimious evolution now €or
over twenty years.

The first principles of the methods and applications to simple flow fields are
simple and straightforward; however, the general amalysis and rigorous interpretation of
the physics involved is extremely complicated, and a number of controversies still exist
in the field. Among such controversies are the methodologies for proper seeding of the
flow with scatter centers (SC) that accurately track the velocity fluctuations and the
interpretation and removal of blasing errors.

Most laser velocimeters can be described as time-of-flight {instruments. They
function by measuring the time taken for a SC to traverse a structured and fully
characterized amplitude or intensity distribution in space. The simplest structuring of
light is, perhaps, the one in which two focused spots, with an accurately known spacing,
constitute the sample volume (Figure 4.0) first suggested by Tanner!'? and reduced to
practice by Schodl3-6 and Smart.?’-10 The task is then to determine the time required for
a scattering center to traverse the two points. These systems have heen called two-spot
systems, laser transit anemometers (LTA), and laser transit velocimeters.

b)

Figure 4.0 Tlluminated volumes a) LNV, b) LTA.

A somewhat more complicated configuration exploiting the Doppler effect to
determine velocity of the SC. As will be shown, this can also be described as a time-of-
flight method. The laser Doppler velocimeter (LDV) or anemometer (LDA) can take on manv
different configurations. Most of these can be modeled by the so-called fringe model,
which will be discussed in detail. The sample volume {s structured by crossing two or
more focused coherent beams of light. The crossover volume contains a set of well-
defined interference fringes that can be used to track an SC as {t traverses the
volume. The set of fringes will be "real" or "virtual”, depending on the configuration
used. The basis for these systems was set forth In the works of Yeh and Cummins!l and
was reduced to practice by many workers such as Ruddl?2, Durst and Whitlaw!?d 6 and

Brayton!““16 and Mayo.l!” Stevenson, et al!?® have published a bibliography of earlv
works.

4.1 Laser Doppler Methods

4.1.1 Theoretical Basis

4.1.1.1 Doppler Theory - When a coherent heam of light of frequency, f,, strikes a
moving SC, an observer sees scattered light with frequency fo + fD- where fn {s the
familiar Doppler frequencvy shift of the light. The shift occurs because the SC has a
velocity component in the k, direction (Figure 4.1), causing it to receive wavefronts at
a faster or slower rate than f.; and also hecause it has a velocity component with
respect to the observer, causing either a compressing or soreading of the scattered
wavefronts in the k, direction of the observer.

v
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Figure 4.1 Doppler shift of radiation by a moving scatterer.

The observed phase of a wave, scattered by a stationarv SC, will be changing at a
rate o, (or 2xf,) radians per secend. MHowever, the phase at a moving SC is seen to
change at a rate w, - v . k, _, and the observer sees still a different rate of change of
phase given by wy =V - ko 3. ks . The Doppler frequency is, therefore,

£.o=f - £ =
D s o (4.1)

v -
77 (kg io)
Note that the Doppler frequency is proportional to the velocity component along the
vector d:fference of the illumination and observing directions.

EXAMPLE: An SC traveling 100 cm/gsec is illuminated normal to its velocity (s = o) with
an argon laser (i = .5 microns) , and is observed at an angle, g , of 60 degrees., The
Doppler frequency is 100 cm/sec x cosine 60/x , which is about one MHz.

An alternative method is to illuminate the sample volume with two beams separated
by some angle. The two beams are Doppler sghifted by different amounts, and the detected
Doppler difference can be used to determine the velocity component along the vector
difference between the two illuminating directions. Equivalently, the scattered Doppler
shifted radiation can be detected at two different angles and, as will be ghown, this
Doppler difference is proportional to the velocity component along the vector difference
of the two directions. We will show how to analyze each of these cases by both a
Doppler/heterodyne analysis and a fringe model analysis. The systems that collect the
scattered light, and measure the amount of the Doppler shift with reference to the
unshifted light are referred to as reference-scatter (RS) systems. Those that use two
components of scattered and Doppler ehifted light are called Doppler difference or dual-
scatter (DS) systems,
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The remaining problem is to measure the Doppler frequency. Optical fregquencies lie
in the range of 1014 to 10!5 Hz and cannot be measured directly with electronic devices.
Egsentially, two ways are used: 1) interferometry, and 2) heterodyning (or "beating down"
the frequency, bv mixing a second wave of slightly different frequency with it to produce
a lower frequency signal that can be analyzed electronically).

4,1,1.2 Fringe Models - In wave theory, the phenomena that involve frequency shifts can
often be “described not only with time domain equations, but equivalently with spatial
domain, phase shift, or interferometry equations. The Doppler effect is such a phenom-
enon, and the so-called fringe models for LDV are examples of interferometric analyses of
the Doppler effect. Fringe models have played san extremely important role in the
evolution of LDV because they have simplified the understanding, design, and use of the
technique. Consider the configuration of Figure 4.2, in which the SC is illuminated by
two focused, crossed beams that have equal intensities and Gaussian profiles. Referring
again to Figure 1.3, it will be recognized that the crossover region will contain a set
of stationary fringe planes., Figure 4.3 summarizes the character of the fringes and the
sample volume. As an SC passes through the fringe planes, it scatters light whose
intensity is modulated at a frequency

£q = (2 vy/x)sin(e/Z) (4.2)
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Figure 4.2 Dual scatter laser velocimeter, heterodyning at the scatter center.
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Figure 4.3 &Enlarged cross-sectional views of the beam crossover region.

The so-called geometrical sample volume, if determined by the transmitter optics,
is repregented by the volume w.erein good fringes exist. Along the z-axis and in the xv
plane, the fringe contrast is unitv. For laser beams with Gaussian profiles, the optical
intenaity varies in such a manner that the fringe contrast in the sample volume {s not
unity anywhere else. A point SC scatters light uniformly inm all directions, and it
scatters proportionately to the intensity to which it 1is exposed. The form of the
detected signal is plotted in Figure 4.4, for traces of a point SC traversing the sample
volume in the xz plane.

The geometrical properties of the sample volume can easilv be determined from
Figure 4.3 when the transmitter is the defining system. The surface on which the
intensity falls to 1/e2 of its maximim value is an ellipsoid.
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EXAMPLE: o~ 6 degrees, i = .5 microns, lens f/no fl/2b = 200. Then the sample volume
diameter is .013 cm by 25 cm long, and the frequency to velocity conversion factor is
2 kHz/cm/sec.

=

m=0.6

\1,,2 intensity Contour

m=08

£ mel0

I

Figure 4.4 Intensity distribution in plane of crossed beams. (Assumes beams of equal
intensity and polarization vectors linear and parallel).

The geometrical properties of the sampling volume can also be determined by the
receiver. This is easiest to see when an off-axis detector is used. To determine the
actual geometrical sampling volume, one can image the receiving aperture into the
ttaTsmitter-formed sampling volume. The signal can come only from the overlapping
region.

So far, we have referred to the geometrical sampling volume as being determined by
the transmitter or receiver. The actual volume from which data can be taken is much more
complicated than this. Consider a case in which SC of a single size are used. The
volume from which data is taken depends upon the detectability of the scattered light.
This 18 determined not only from the geometrical properties of the system, but also from
the electronic properties of the detecting system, for example, by where the detection
threshold is set or by other restrictive signal processing. The actual sample volume can
be modified electronically by deliberately placing conditions on the signal. For
example, the signal can be required to contain a set number of fringes above some
threshold. One might also choose to accept only those signals having contrast greater
than sgome value. Clearly, the actual sample volume depends upon the SC size for anv
geometrical configuration.

Consider the system of Figure 4.5. Here the sample volume is illuminated by a
single beam, but light is collected at two different angles. No real fringes could be
obgerved in such a sample volume. Nevertheless, it is useful to introduce the concept of
virtual fringes, fringes that would exist if the two received beams of light were back-
projected to form a sample volume. We will show that the signal from such a svstem is
accurately described with this model for a wide range of system conditions.

An interesting reciprocity relationship exists between the laser and photodetector.
The laser and photodetector position can be switched for any given system geometry
resulting, in an alternative configuration with asimilar geometrical properties.
Figure 4.2 and 4.5 are examples of reciprocal systems.

The parameters of an RS system can be determined to a large extent by using the
same fringe model. The method f{s to examine a virtual sample volume that is formed by
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Figure 4.5 Dual scatter laser velocimeter, heterodyning at receiver.

the virtual crossover of the input beam and the scattered beam. The scattered vector
changes within the sample volume, however, so that the Doppler frequency varies over the
sample volume leading to the expression "Doppler Ambiguities". This volume will contain
a set of virtual fringes of the proper spacing and orientation to evaluate the system.
However, it is more accurate to examine fringes at the place where mixing effectively
takes place. In some DS syatems, and in all RS sgystems, this occurs at the photo-
detector. Therefore, the signal from such a system can be accurately modeled as an
interference fringe that is formed by the mixing of a scattered, Doppler-shifted wave
with a second reference wave producing a beat frequency. This model is useful in
determining a variety of instrumental effects such as misalignment and poor qualitv
optics.

4.1,1.3 _The Moire Analo - To augment the fringe model, Durst and Stevenson!? adapted
the moire/Interferometry analogy to LDV. By using the grids supplied in Appendices 1-4,
many of the characteristics of LDV sample volumes and signals can be illustrated. Most
of the effects that can be modeled with the fringe model can be demonstrated with the
moire analogy, (see Chapter 2). Practical effects such as beam misalignment, vibration,
frequency modulation of one of the beams, multiple SCs in the sample volume, wavefront
distortion, and heterodyning of slgnals can all be lucidly {llustrated. These and other
effects are left as an exercise for the reader.

4.1.2 Measuring the Doppler Frequency

4,1.2,1 Direct Optical Frequency/Wavelength Measurement - As shown in Chapter 2,
interferometry can be employed to determine optical wavelength and, thus, to measure
Doppler shift. The first interferometer to be adapted to this measurement was a Fabry-
Perot interferometer.20:21 Figure 4.6 illustrates the configuration. The interferometer
is swept through its free spectral range by piezo-electric elements that varv the mirror
spacing. The finterferometer {s {illuminated by both Doppler-shifted and unshifted
radiation, the latter serving as a reference. A velocity measurement is made each time
the interferometer passes the Doppler-shifted light, typically up to kHz rates. The best
available gensitivities for these interferometers are in the order of 100 MHz, limiting
their use to higher velocity measurements. This limitation haa apparently discouraged
the use of Fabry-Perot systems to any large extent.

To partially overcome the restrictions encountered with the Fabrv-Perot interfer-
ometer, Smeets and George22-30 developed a more sensitive Michelson (Section 2.4.1)
interferometer/spectrometer, that allows the direct measurement of Noppler frequencies to
resolutions limited only by the stability of the laser itself. The system is illustrated
in Figure 4.7. A single laser beam illuminates a sample volume which contains moving
SCs. The radiation sacattered by the SCs ig Doppler shifted by an amount that is
proportional to the velocity component in the k_- k_direction. The scattered radiation
is collected by a lens, and is then conducted to Yhe interferometer by a single mode
optical fiber.

The light bundle leaving the optical fiber is collimated with an objective lens.
After having been linearly polarized, it passes through a Pockels cell and then enters a
Michelson interferometer. The Michelson interferometer has a number of important
features: 1) its two legs have a path difference, di; 2) it employs a polarizing beam
splitter to direct one polarization into the short leg and the other into the long leg;
and 3) it employs a second polarization beam splitter to produce two interferences that
are complementary to each other. The relative phase of th: two complementary signals can
be adjusted so that they cancel. A change in wavelength of the incoming light wave can
be exactl conrenaated for by a phase shift produced by the Pockels cell. 1In this
manner, the velocity is proportional to the voltage reocuired on the Pockels cell to
maintain the null condition.

The velocity range of this technique has essentially no upper limit, but, as
digscussed in Chapter 1 (Section 1.5.2), lasers have inherent frequency instabilities that
will limit the lowest velocity measurable. With some degree of stabilization, frequency
can be stabilized to one part in 108, representing a low end value of 6 MHz for the
0.5 micron wavelength. This translates into & woinimum velocity of 3 meters/second
without additional laser stabilization.
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Figure 4.6 Laser velocimeter employing Fabrv-Perot interferometer.

This LDV represents a significant advance and should open the wav to a wide variety
of new applications. Unique advantages include the following:

No upper limit on velocity range

Fast, direct, and cont{nuous velocity readout
Works well with heavily seeded flows

Works on large particles and surfaces

Much simpler trangmitter, less affected bv density rradients and lower laser
coherence than other methods
e Easily adaptable to fiber optics

® o & & 0

4.1.2.2 Heterodyning Methods - Equation 1.7 describes the intensity of the sum of two
waves that have different frequencies. Namely, when two such waves are combined, the
resulting time averaged intensity, averaged over times that are large compared to the
optical period, is modulated by a beat frequency that is the difference between the two
original frequencies. 1f the frequencies are sufficiently close to each other, then the
resulting beat frequencv can lie in a range that 1is measurable bv conventional
electronics. This is called heterodyning and is routinely used in electronic signal
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Figure 4.7 Michelson Spectrometer LDV of Smeets and George.

processing. Therefore, to measure Noppler shift electronically, one can mix the laser
beam coming from the laser, with the Doppler shifted, scattered radiation to produce a
beat signal at the Doppler frequency. Commercial electronic equipment now measures up to

about 200 MHz, which covers, essentially, the velocity range of interest to
aerodynamicists.

The different methods of heterodyning and the place at which heterodyning actually
occurs create distinctively different systems and B8ystem requirements. The most
important of the distinctions is that between systems which employ coherent detection or
incoherent detection. Figures 4.2, 4.5, 4.8, and 4.9 show the differences.

M E!
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Figure 4.8 Reference scatter laser velocimeter, heterodyning at the scatter center.

With the systems of Figure 4.8 and 4.9, the Doppler shifted radiation is mixed with
unshifted radiation. This has been termed the reference/scatter (RS) mode. The amount
of the Doppler shift is given by Equation 4.1 for both cases, but there is an important
difference in the actual physics of the two cases. The system of Figure 4.8 has two real
wavefronts entering and creating real fringes in the sample volume. Anything that
happens to the radiation after leaving the sample volume will happen identically to both
beams, since they are overlapped. In this sense, the heterodyning has already taken

place at the sample volume and the system can be treated as an incoherent system
thereafter.

T
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Figure 4.9 Reference scatter laser velocimeter heterodyning at receiver.

Contrast this with the reciprocal system of Figure 4.9. No real fringes exist in
the sample volume. The alignment and coherence of the two beams is extremely critical
all the way to the photodetector where heterodyning occurs.

Figures 4.2 and 4.5 illugtrate the types of systems that heterodyne two different
Doppler shifted waves to produce a beat frequency. 1If the two different portions of the
wavefront have Doppler shifts equal to

£oy= V/2n o (kg - k) (4.4)

o)
fpa= /20 - (kgy - k) (4.5)

then the associated intensity variation of the mixed waves is modulated by the difference
frequency

fom 9/2n o (Ryy - Kg,) (4.6)

which is proportional to the velocity component lying along k -k direction, which
is independent of the illuminating beam direction. This is fhe so2falled dual-scatter
(DS) mode, also referred to as the Doppler difference mode. Note that the svstem of
Figure 4.2 is input aligned, while that of Pigure 4.5 1s output aligned. The DS system,
with real fringe or input aligned optics, has become, by far, the most widelv used
configuration for a variety of reasons to be discussed.

4.1.2.3 Signal Analysis and Interpretation392-f - Since the elementary form of the
Doppler signal does not usually exist in practice, we must expand the discussion to cover
signal characteristics that are commonly encountered. Most of the complicating effects
can be described in terms of the fringe model.

The point SC, passing through the sample volume of a DS system, scatters light in
all directions with an intensity form illustrated in Figures 4.4 and 4.10, that depends
upon where it traverses the sample volume, A path through the center of the sample
volume produces a sinusoidal signal enveloped in a Gaussian. The Fourier transform of
the signal contains two major components, first, a lower frequency part of the spectrum
that makes up the Gausstian part of the sgignal, that {s commonly called the signal
"pedestal” or sometimes (incorrectly) the DC part of the signal and, second, the
frequency of the sinusoid which is the Doppler part of the signal. It is important that
these two parts of the signal be separable, and this can be designed into a system.

The signal form can be altered by many practical effects opresenting the following
questions:

(1) How is the signal affected by

(a) finite size SC?
(b) more than one SC at a time?
(¢) different velocity SC at one time?

2) When does the fringe model break down?
(3) What are other broadening effects?

If the 8C has a finite size, then the scattered light signal can never be zero,
since some part of the particle must be illuminated at all times, even if another part of
the particle 1s in a dark fringe. This reduces signal contrast or signal "visibiliry”.
The visibility parameter has actually been used as a particle sizing parameter, but {t
has not proven relisble and has been abandoned for this purpose by most investigators,?!

A second effect of finite particle size !s the failure of the fringe model to
predict the signal character for large angles between the two illuminating beams. Finite
sized SCs exhibit a large forward scattering component, so that the light scattered from
two wide-angled beams will differ in every viewing plane except the one that bisects the
angle between the two beams. This will lead to a second reduction in signal contrast
that is not predicted from the fringe model.
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Figure 4.10 LDV signal types - dual scatter system.

Inherent in the discussion so far is the requirement that the SCs do actually
follow the flow. Large SCs may not be capable of following the flow. The subject of the
seeding of the flows has become so dominant in reliable LDV that this will be treated
separately.

More than one SC in the sample volume affects the two different LDVe, reference
scatter and dual scatter, differently, This is further compounded by the existence of
different size SCs, some of which follow the flow and some of which do not. Finallv, the
actual fluid velocity itself can change in space and time within the sample volume. All
of these result in Doppler frequency broadening, and usually in a decrease in the signal-
tg;nols: {?tlo. Typical signal types for reference scatter systems are 1llustrated in
Figure 4.11.

Isolating broadening effects, to determine which ones are caused by the instrument
and which ones are caused by the flow, is one of the major problems of the LDV signal
interpreter. For example, optical system broadening occurs when the fringes are not
parallel and equally spaced in the gample volume, This can be caused by poor optics or
by system misslignment. Electronic broadening is caused by the instrument incapability
to respond to the required frequency, These are usually characterized by first using the
instrument on a known, fixed velocity.

The signal-to-noise ratio is an important parameter to characterize an LDV. This
can be estimated by assuming that the major noise source is the photodetector dark
current noise. In general, other scurces of noise, such as laser noise and ambient light
and electronic noise, must be considered. The average intensity of light striking the
SCs 1s given by

2
I, = 8P/-Df 4.7)
where

P is the laser power

D¢ is the diameter of the laser beam at focus

The amount of scattered radiation is equal to

2
Ig = a(8)I Ngo/R (4.8)

where
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Figure 4.11 LDV signal types - reference scatter systems
o(e) 18 the scattering cross section
Ngc is the number of SCs
R is the distance to the collector.
Brayton??2 has calculated the S/N for the two types of LDVs as the following:
(8/N)gg =
(4.9)

+2na(e)P Ny fae]*
ZheB)

(S/N)pg =

12n P

cBa

4 (4.10)

where
56 is the scattered light collection angle
n is the detector quantum efficiency
B is the system bandwidth
h is Planck's constant
¢ is the light speed
» is the wavelength

Especially noteworthy is the S/N improvement with cclle:ting aperture which favors
the DS system. Note also that the RS system S/N improves with the number of SCs.
Finally, it must be noted the S/N decreases with velocity because the required system
bandwidth, B, increases with velocitv.

By their very nature, LDVs produce discontinuous, digital-like data because one
velocity measurement is produced per particle transit at the very most. These data
points must be properly treated statistically to arrive at ®meaningful interpretations.
For example, in a highly turbulent flow, more high-speed data samples will be collected
simply because they arrive at the sample volume more often, so one might statistically

bias the data to an incorrectly high mean velocity. This bias error is easy to correct
and the time averaged velocity can be calculated by

e it s 33+ s e o e
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V> = f"iti’T 4.11)

where v, is the velocity of the fth particle, t; is the transit time of the {th particle
and T i8 the average transit time. On the other hand, the reduced S/N for high-speed SCs
can bias the data towards low velocity.

I1f a particle size distribution exists and if all of the particles do not track the
flow, the problem of interpretation of turbulence data is virtually impossible.

4,1.3 Optical Geometries

4,1.3.1 Systems - The ootical requirement of a DS system is that a sample volume of
desired dImenslons be produced by focusing and crossing two laser beams at a desired
point in space, followed by collection of the maximum amount of scattered light from the
volume and from nowhere else. This can be reduced to the following optical functions
(refer to Figure 4.12 and 4.3).

Typical Dulector
Position for Dual ——*
Scatter

]
Beam 2 —_\ d

lens or atrror

~o N Detector Position
~ -~ for Reference
Scatter

/Detecuon Yolume

Figure 4.12 Laser velocimeter geometry.

) Referring to Chapter 1, determine the F/number required to produce the (transmitter
defined) sample volume dimension and location, then expand the laser bheam to the
required input diameter. This is called beam conditioning.

(2) Produce two parallel, collimated beams of light, separated bv the desired amount
(see Figure 4.12).

(3) Focus and cross the two beams at their focus, by passing through a high quality
lens or mirror or by some other means.

(4) Collect the light scattered from the sample volume with an efficient receiving
system that is stopped to further define the geometrical sample volume.

A wide variety of beam splitter elements have been used to produce the two parallel
beams of light. Figure 4.13 illustrates some of the most commonly used elements (see
also Figure 4.20). With elements like 4.13a-b, the angle between the two output beams
can be adjusted by rotating one of the components. Although sometimes useful, this can
add to the system alignment problem. The remaining beam sgplitters automatically
transform a single input beam into two parallel beams (if the components are accurately
made). Note that, of the remaining components, only c, g, and h have equal pathlengths
for the two beams. This can be a critical point for lasers with a short coherence
length, and pathlength compensation may be provided by additional components. For
example, (b), (d) and (e) can be ugsed in combination to produce two collimated beams of
equal pathlength, as is shown in Figure 4.14.

Other types of beam splitters produce two waves that diverge from a point, and
these waves can be reconverged to produce a detection volume that contains interference
fringes. The two beams can be produced by an amplitude or phase grating, or by a
holographic optical element (see Figure 4.15). This can be understood simply as the
imaging of the grating into a detection volume. If the grating moves, then the fringes
likewise move, providing a useful mechanism for determining the direction of the velocity
of the scattering center. An SC that moves against the direction of the fringe motion is
asgociated with a higher frequency than one that muves in the direction of the fringe
mo*‘on.

Acousto-optical cells can be used to split the beam into two components, each
having slightly different frequency. When the two bheams are reconverged, the fringes
will move as described in Chapter 1. This can also be understood as the imaging of an
initially moving set of fringes.
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Figure 4,16 Beam splitting with a Wollaston Prism

Another beam splitter in this class 1is the Wollaston prism, which produces two
beams that are polarized normal to each other; so, when the two beams are reconverged,
interference doea not occur. The procedure is illustrated in Pigure 4.16. Polarizers
can be placed with the polarization direction at 45 degrees with respect to the two
crossing beams so that interference can occur and virtual fringes are produced. If two
different polarizers are used with a 90 degree difference {n their respective
polarization directions, then the two resulting beams will produce signals that are
180 degrees out of phase with each other. These two can be mixed electronically to

remove the pedestal from the signal.
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4.1,3,2 Two Component Dual Scatter Systems - Figure 4.17 illustrates the basic two
component DS system. One can interpret the process as the production of two sets of
fringes in the detection volume. The DS system can take on a second form illustrated in
Figure 4.18. In PFigure 4.18, the scattered light is divided with a beam stop into two
sets of beams, each having an associated set of virtual fringes. In Figure 4.17, the
fringes are real.

The only added problem, in going from one %o two components of velocity, is the
separation of the two components upon detection. The separation can be done by polariza-
tion, by color, by electronic means, or even by coherence discrimination, but in recent
years most investigators have applied color separation. Argon lasers are ideally suited
for this process, since two dominant wavelengths (488 nm and 514 nm) are of nearly equal
power in available lasers. In Figure 4.17, beams 1 and 2 are of two different colors,
while beam O i3 a mixture of the two.

In a two component system, the orientation of the fringes, with respect Lo each
other and with respect to the flow direction, can be optimized for most cases. If the
flow direction is approximately known, then the fringes should be oriented symmetrically
about this direction. Neither fringe set should be placed with fringes parallel to the
velocity direction, for then the SC will not cross any of the fringes. The optimum angle
between the fringes {s rarely 90 degrees, and is more likely to be about 60 degrees to
get the most accurate data for both components of velocity.

4.,1.3.3 Three Component Dual Scatter Systems - Three component systems present a number
of unique and dlfifcult conditions Tor the designer. The problem is to produce three
independent sets of fringes in a sample volume, and then to separate the scatterd light
signal into components that can be associated with the correct velocity component.
Practical difficulties arise from the lack of a good laser candidate that has three
different wavelengths of equal intensity, and from the need to orient the fringes so that
the SC crosses a sufficient number of fringes in each of the three sets of fringes.

The problem of producing three fringe sets of equal intensity has generallv been
solved, either by using two lasers (for example, an argon-ion laser and a krypton laser)
to produce three wavelengths33; or, by tuning down the power in the two principal wave-
lengths of argon lasers and choosing a third, say at 470 nm (see Figure 4.19). Either
method leads to a rather difficult and expensive configuration. Pfeifer3* (1985) has
presented a novel approach to this problem, in which the argon laser is used partly to
pump a dye laser for one of the components, while using the two principal wavelengths for
the other two components.

Three Input Beams

Figure 4.17 Two velocity component laser velocimeter.
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Figure 4.18 Two component dual scatter gystem.
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4.1.3.4 Moving Fringes - In any of the geowetries deascribed above, a bias freguencvy can
be added to t#e Bcppier signal. In terms of the frinpe model, this can be described as
producing a system with moving fringes, so that for a stationary SC in the sample volume,
the scattered light will be modulated at & frequency determined hv the rate at which the
fringes move over the SC. Fringes that are produced by interfering beams of two
different optical frequencies will move at a rate that {increases with the frequency
difference. Any point in the fringe pattern will vary sinuso{dallv at the frequency
difference of the two waves. Moving fringes can be produced by several different
methods. A frequency shift can be added to either or both of the two waves with a Bragg
cell. If the fringes are produced by using a grating, then the fringes can be moved by
moving the grating. In practice, this is implemented by using a radial grating on a
rotating disk.

4.1.3.5 Fiber Optics - Fiber optics can be used to conduct the light from the laser to
the transmitter. If the transmitting fiber is a single mode fiber, then the end of the
fiber is treated as a point source, just as it would be if it had been produced by
focusina the direct beam from the laser. It fs then collimated and split itn anv of the
ways described -bove. Alternately, light being conducted in a fiber can be solit, as
shown, by a fiber coupler into two beams that can subsequently be collimated into
parallel beams. (Figure 4.20)

Single mode fibers can conduct no more than about 100 milliwatts of power. Above
this power, nonlinear optical interaction with the matertal can cause prohibitive
losses. If greater power lasers are used, then the light must be transmitted through
coherent fiber bundles. The output beam is no longer a simple diverging wavefront, but
contains speckles. This somewhat complicates the sample volume, first bv enlarging it
and by producing patches of fringes that are not in phase with each other.

The scattered light can be collected by a lens that focuses the light into a fiber
conducting it to a remote location into a photodetector. When incoherent detection or
heterodyning at the SC {s involved, this fiber can be a much larger fiber since coherence
is no longer rejuired (Pigure 4.2%).

bl . ST S S S TR acitn e | s BRI

B e b R AT ¥ et S - ool G

.Iﬁ%hf"




VPTG FITE S R e

114

— -
Coupler
@ ‘Iql: ——
Laser
Lens Single Mode Lens
Bean Fiber

Figure 4.20 Fiber-optic LDV transmitter.
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Figure 4.21 Fiber-optic receiver

4.1,3.6 Reference Scatter and Other Direct Doppler Systems - Direct Doppler systems rely
on the measurement of the Doppler shift of the scattered light (as opposed to the
difference in Doppler shift used in dual scatter systems). Only one beam need be
projected into the flow, and the geometrical sample volume, which lies along this
transmitted beam, is defined by the overlap of the image of the receiving aperture
projected across the transmitted beam (illustrated in Pigure 4.22). The properties of
such a system can actually be approximated by using the fringe model of 4.1.1.,2, wherein
the virtual fringes are produced by an imaginary beam of 1light, originating at the
receiver aperture and projecting back through the system optics to cross the transmitted
beam from the laser (i.e., the reciprocal aystem),
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Figure 4.22 The sample volume of a reference scatter LDV.

To determine the amount of the Doppler shift of the scattered light, either an
optical spectrometer/interferometer can be used directly or a heterodvning technique can
be used to beat down the frequency of the signal to a frequency that {s measurahle
electronically.

The heterodyning oprocedure requires that a reference wave be mixed with the
scattered light. An optical system that is similar to the DS gvstems alreadv described
can be used to achieve this as shown in Figure 4.12. The beam splitter is designed to
produce a reference wave that is typically 5 to 50 times as bright as the ascattered wave,
and, for thies configuration to perform well, the reference wave must pass through the
flow field largely unscattered and unmodulated. This arrangement 1is particularly
convenient in terms of alignment, since the reference wave, which passes through the
sample volume, is automatically aligned with the scattered wave. This 1{s sometimes
referred to as a self-aligned or input aligned system.

In highly seeded or highly turbulent flows the configuration of Figure 4.12 mav
not be applicable, since the reference wave can contain a large quantity of scattered
light and phase noise that can reduce the signal-to-noise ratio. Therefore, in some
cases the signal can be optimized by passing the reference wave around the flow field.
Precise sligneent of the reference wave with the scattered wave in such a svstee, is
extremely difficult. As described in Section 4.1.1, it is important that the reference
wave and scattered wave overlap precisely over the collecting aperture. This requires
the F-nusbers of the two waves to be the same. This is a simple design problem for the
system of Figure 4.12, but 1is wmore difficult when the reference and scattered waves
emerge from two different points.
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When a spectrometer is used, the only reguirement of the receiving system is that
the optics be focused to collect light from the focal region of the transmitting svstem.
The crossover region of the transmitter and receiver optics defines the geometrical
sample volume. Some of the possible peometries are illustrated in Section 4.1.2.

4.1.,4 Electronic Signal Processors

4.1.4.,1 Oscilloscopes - The simplest form of signal processor is an oscilloscope that is
set to trigger at some threshold. 1If the signals generated by different SC are similar,
then a sine wave with a Gaussian envelope will be observed, and the frequency can be
determined simply by measuring the scope screen. 1f the signals from different SC are
not similar, then a storage scope must be used. The scope is set to trigger on the
smallest possible burst signal, allowing the examination of individual "Doppler"
bursts. The bursts will have the appearance shown in Figure 4.10.

Using an oscilloscope is a good wav to evaluate the quality of the overall svstem,
but it is not a practical method to collect a useful amount of data. The signals shculd
exhibit high contrast and low noise. The measured amplitude will help in setting the
threshold of other tvpes of electronic processors. Some processors actually use the
scope trigger to trigger the processor that analyzes the Doppler bursts. Low contrasr
signals are a symptom of poor system alignment, incorrect beam intensity ratios, too
large SC, or insufficient electronic frequency response, or combinations of these.

4.1.4.2 Spectrum Analyzers - The first sienal processors to be used in LDV were spectrum
analyzers. Even though thev are simple to use, their limitations severely restrict their
usefulness. The signal from the photodetector is fed directly to the analvzer, which
sweeps a variable electronic filter over a preset frequency range, and presents an
amplitude versus frequency plot on a cathode ray tube at rates ranging from seconds down
to milliseconds. When used in LDV, the sweep rate must typically be quite slow to allow
enough Doppler bursts to enter the system at each frequency. The system output is
broadened electronically by the signal envelope, by noise, and bv phase fluctuations
caugsed by more than one SC in the sample volume at one time. Therefore, it is difficult
to apply the instrument to anything other than laminar, constant velocity flows.
Spectrum analyzers are useful to determine the frequency range in which other electronics
must operate.

4.1.4.3 Frequency Trackers - If the Doppler signal were merelv a frequencv modulated
sinusoid with constant amplitude, conventional electronic frequency to voltage conversion
would constitute an acceptable method of signal processing. However, except in some
special instances, a conventional frequency tracker is incapable of dealing with large
amplitude fluctuations, noise, and especiallv signal dropout. Therefore, the signal must
usually be conditioned before it is analvzed, and signal dropout must be considered.

Frequency trackers Inherently require large amounts of seeding to provide a nearlv
continuous signal. They find their greatest use in the LDV of liquid flows where it is
easy to provide the required seeding. They have virtually vanished from use in paseous
flows. LDV in gaseous flows is basicallv a binary process, while freauency tracking in
the usual sense is an analogue process. Because of the limited use, thev will not be
discussed further and the vreader {8 referred to the references for further
information.35-37

4,1.4,4 Electronic Counters - Commercial counters have evolved to a relativelv uniform
set of electronic functions.3® These are 1{llustrated in Figure 4.23. The signal
entering the processcr is a sinusoid with a Gaussian envelope plus a vast range of
noise. The signa” is first high pass filtered to strip away the pedestal, leaving a
signal that oscillates about zero. Next, the signal is bandpases filtered to remove noise
that lies outside the freaquency range of interest. The sgignal-to-noise ratio is
inversely proportional to the bandpass, so it pays to select this as closelvy as
possible. Validity checks are done at this point to insure that the signal has the
correct appearance. For example, a condition for the sgignal to be accepted for
processing might be that, after & maximum or minimum is observed, the signal must cross
zero before another maximum or minmum is observed. This 1is called a "three-level
check”. The signal is further amplified and clipped so that it becomes a binary signal.

In some systems, additional checks are done at this point to {insure that the
frequency of the signal does not change during a Doppler burst. This is done bv counting
the time required for a set number of cvcles occurring early in the burst, and comparine
it with the time ' equired for the entire burst. When divided by the total number of
cycles, this number should be the same to within a small percent. O0therwise, the signal
should be rejected as invalid.

4.1,4.5 Simultaneity Test - Multiple component measurements often require that valid
signals be observed simultaneously from the different components for the data to he
useful. Therefore, coincidence circuits reject signals that do not occur simultaneously
in all of the components. Almost without fail, this severely reduces the data rate.
Fairly simple electronic circuitry is used for this function. When a threshold is
exceeded In either channel, a pulse is sent to an AND gate in the other channel. The AND
gate remains open as long as the pulse remains, so no signal is passed unless both and
gates are open. A preset time window can be produced in this way allowing the acceptance
of the two velocities. By increasing the pulse duration, the data rate can be increased
at the expense of precise simultaneity. The optimum pulse duration is a function of the
turbulence frequency in the flow and, to be meaningful, the measurements must be made to
within times that are small compared to the characteristic times for the flow.
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Figure 4.23 Signal processing sequence.

4,1.4.6 Transient Recorders - Today's digital transient recorders can digitize an analog
signal at rates in excess of 200 Wiz, so it is possible to store the entire Doppler burst
in digital form.32740 Then the stored signal can be processed by an ordinary computer.
The memory of such a system will be filled quickly, limiting the use of the recorder to
short times.

A variety of methods have been devised to extend the use of such systems to longer
times. Data compression schemes can insure that the recorder accepts data only when a
Doppler burst is pregent. Buffer memories are also used to dump the recorded data at
slower rates as the recorder memory is filled. This provides a sampling of the flow
velocity with dead times lasting a few milliseconds for each data dump.

Use of a transient recorder is especially important for two specific cases, one
when the signal is extremely poor and requires additional processing to extract usable
signals, and a second when the quantity of data is so small that every signal is needed
to constitute enough data. Having the entire signal for processing at a slower rate
permits the use of powerful filtering procedures such as correlation. Portions of the
signal can be correlated with itself to improve the signal-to-noise ratio. Another
procedure {8 to Fourier transform the signal to determine {ts strongest spectral
content. Once the information signal {s identified bandpass filtering can be applied
around the frequency of the desired signal to further remove the noise in the superfluous
frequency band.

4.1.4.7 Correlators - The previous section described how correlation is used to improve
the signal-to-noise ratio of a stored signal.“! High-speed digital correlators have been
developed to perform this function on the live Doppler bursts. The fastest such machines
can correlate signals of frequency in excess of 100 MHz. If the Doppler bursts are all
of the same frequency as in a laminar flow, then nearly perfect Doppler bursts can be
constructed from an extremely noisy signal, and the correlation time will last as long as
the Doppler burst. If the frequency of the Doppler bursts varies as in a turbulent flow,
then the correlation time will provide a measure of the turbulence frequency of the
flow. Correlators are commonly used in front of burst counter processors.

4.1.5 Applications

Hundreds of interesting and {wpressive applications of LDV could be cited; however,
the objective here is to illustrate the principles, the state of the art, and to describe
gome recent developments that have not yet veached tertbooks on the subject. Therefore,
the approach taken is to pick a few examples from the various laboratories visited during
preparation for this book that illustrate the methods and syetem variations especisally
well. Examples are given for use in wind tunnels, shock tubes, turbomachinery, and in
the atmosphere.
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4.1.5.1 Wind Tunnels - ONERA (France): Excellent examples of elaborate LDV systems are
those that have been developed by ONERA in France“2-%5 for use in the Modane and Le Fauga
wind tunnel facilities (Boutier et al. 1983)., The S3 Mondane facility is a blow-down
transonic tunnel with a run duration of less than 200 seconda. The velocimeter is a two
component forward scatter system using an Argon laser at 9 watts, blue and green fringes
with spacing of 24.5 micrometers, oriented at 45 degrees with respect to the tunnel axis,
and modulated with Bragg cells to 5 and 6.25 MHz respectively. The forward scattered
light is collected by a Cassegrainean telescope that has a 1.2 meter working distance at
£/6.

Figure 4.24 is a diagram of the systems, showing the extensive use of computers to
command and track the independent traversing of the transmitter and receiver units in
three dimensions. This system can take measurements at one point and then move to a
different point, for a second measurement, in a few seconds. Incense seeding is done to
increase data rate and to insure that the particles follow the flow. The system has been
used successfully to study boundary layers, wakes, and flow profiles.

MAGNETIC
MINI.COMPUTER BAND-TYPE
INTERFACE | ADC.
INTERFACE SIMULTANEITY
EMISSION RECEPTION GREEN PATH BLUE PATH
MOTOR'S MOTOR'S VELOCIMETER VELOCIMETER
1 COMMAND COMMAND DATA DATA
POSITION POSITION
READINGS READINGS

INCENSE SMOKE PAESSURE, TEMPERATURE
GENERATOR PROBES

S3 MA TEST SECTION RECEIVING
BENCH BENCH

Figure 4.24 General diagram of a two-component LDV gystem.

In continuous tunnels, like the S2 Modane and F1 Le Fauga closed circuit facili-
ties, where more time is available for collecting data, backscatter systems can be
used. Such a system is shown in Figure 4.25. At higher velocities, even here, forward
gcatter systems have been required. In pressurized systems such as the Le Fauga
facility, where it is required to place the trangmitter in the pressurized plenum,
another problem occurs, At higher pregsures, the Brewster angle in the laser changes due
to the increase in the refractive index inside the laser cavity. This problem has been
golved here by placing the laser in a sealed box.

The most recently developed system of ONERA is the three-component system diagramed
in Pigure 4.19. The system uses three beam pairs at different wavelengths. These are
extracted from two different argon lasers. Again, the transmitter and receiver are
traversed under computer control. This is one of only a very few three-component systems
in operation.

LDV systems that are similar to the ones in use at ONERA are in use at other

research centers. A number of these are described in more detail in NASA Conference
Publication 2243 (1982).%5 Some examples are noted in the following:

NASA Ames Research Center (USA): Two- component LDV systems are used in various
tunnels such as the y meter subsonic, the 2.5 by 3.3. meter transonic, and the
2 meter supersonic tunnels. Backscatter svstems are primarily used. A long-range LDV
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(a) 2-D backscatter LDV of ONERA.

(b) LDV application in the F1 Le Fauga Facility of ONERA

Figure 4,25 Backscatter LDV in a transonic wind tunnel.

system has been developed for the 13 by 40 meter subsonic wind tunnel, which is the
largest such test facility in the free world.

NASA Langley Research Center (USA): Two-component backscatter systems for the 5-
meter transonic tunnel use a two-dimensional traverse and a zooming system for the third
dimension. A two-component backscatter system is used in the 4 by 7 meter subsonic
tunnel. This is a somewhat unique system in several respects. It emplovs what is prob-
ably the largest two-dimensional traverse for LDV, covering a sampling volume of 1 bv 2
meters and zooming for the third dimension. The traverse alone weighs in excess of
2700 Kg. A tilt and pan system algo allows rapid scanning of the transmitted beam in
addition to the traversing action. A 12-watt argon laser is used. These two svstems are
permanently dedicated installations. Other smaller systems are employed in tunnels
ranging up to hypersonic Mach numbers.

DFVLR (Germany): A two-component backscatter system {s used in the 3 by 3 meter
subgsonic *“unnel and in smaller facilities.“$
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NASA Lewis Research Center (USA): A two-component backscatter LDV has been used in
the 2.7 by 3 meter transonic tunnel. This system uses a two-dimensional traversing
system with zooming optics and a 15-wactt argon laser. The system is fully enclosed in a
water cooled, vibration isolation housing.

Naval Surface Weapons Center (USA): A two~component backscatter LDV is used in low
velocity flows in a T bv 1.3 meter tunnel; a two-component forward-scatter LDV has been
used up to Mach 5; and a three-component system has been used at Mach 3,47751

U.S. Air Force, AEDC (USA): Two and three-component LDV systems have been used in
a variety of tunnels ranging In test section diameter up to 5 meters and in Mach numbers
up to Mach 3,52 Systems at AEDC employ what 1is probably the most advanced signal
processing system currently i{n use. This processor, which has been called a "real time
Fourier transform signal processor digitally records the entire Doppler signal, analyzes
its spectral content and stores this information at rates in excess of 100 KHz., This is
essentially a specialized digital recording system that has eliminated the problem of
limited memory described above.

U.S. Air Force, WPAFB (USA): A two-component backscatter LDV system has been used
in a number of wind tunnels up to 1 meter test sections at Mach numbers up to 6,53:5%

ISL %GemanngranceQ: Two-component forward and backscatter LDV systems have been
develope or use in a variety of tunnels. A different approach to the problem of
obtaining three wavelengths for three-component systems has been developed by Pfeifer
(1985). In this system, a 10 watt argon laser ig used to provide two of the wavelengths,
and also to pump a 600 nm line from an R6G dye laser to provide the third wavelength.
Also, a unique traversing corner reflector system makes traversing faster and easier than
traversing the whole LDV system.55-60 Mogt large LDV systems require some adiustment in
the output beams to insure that they cross and focus at the same point in space. A
recently deployed ISL system employs a segmented output lens, with adjustable segments
that provide a convenient method for making this adjustment.

4.1,5.2 Shock Tubes - Shock tubes present a difficult applications environment because
of the high velocities and short run times. If the velocity is required at more than one
point, then more than one sample volume must be produced. Such facilities are usually
high pressure facilities requiring remote operation of the system.

A system for shock tubes and outdoor shock phenomena, developed by Spectron
Development Laboratories3?, has been used in the 3 meter and 7 meter CERF shock tubes at
Kirtland Air Force Base and on the White Sands Test Range. This forward scatter system
employs fiber-optics to conduct the light from a 4-watt argon laser to four sample
volumes that are located between two blast wings. The collected light is conducted by
fiber-optics to the photomultiplier tubes, which are located up to 300 meters away from
the sample volume. In such transient applications, one cannot afford to reject any of
the data. The entire signal from the PM tubes is recorded on transient recorders, and
signal is gleaned from noise using the procedures described in Section 4.1.4.6.

Smeets23-3% has applied an LDV ugsing direct Doppler frequency measurement with the
Michelson spectrometer (described in Section 4.1.2.1) in a variety of flow situatiomns,
including shock tubes. Figure 4.26a and b illustrates the setup. The transmitting and
receiving optics 1is extremely simple for this type of svstem, augmenting {ts use in
severe environments. The velocity components under observation can be discerned by
examining the directions of the virtual fringes. The fringes are produced by the
transmitted laser beam and a second beam that is projected toward the receiver. So, for
the case illustrated, the fringes for the 8 velocity component are perpendicular to the
flow axis.

The innate high-frequency response is illustrated in the data samples shown which
also illustrates that the system is most readily used to measure velocity change, making
it an excellent candidate for turbulence measurement.

4,1.5.3 Long Range Systems - LDV svstems have been used at ranges up to several hundreds
of meters In wind sensing. Some of the earlieat work in this application employed argon
lagers 61-65 and COs lasers.63 The basic configuration for a long-range fringe system is
illustrated in Figure 4.27. A Cassegrainean teleacope is used to project and cross two
laser beams. The backscattered radiation is collected either by the same telescope or by
a second receiver system that sits off-axis from the transmitter. Earlier systems
employing standard signal processing methods required large SCs to work at long range.

: More recentlz, the successful application of correlators has significantly f{mproved the

2 application.%6:6? Durst et al6%'65 uging a rotating grating beam splitter, a separate

: transmitter and receiver, a 7-watt argon laser, and a corcelator in the signal processor,
have established that such a system is applicable to 8 range of about 500 meters.

Atmospheric perturbation of the beama is quite serious at visible wavelengths at
long range. This provides incentive to go to longer wavelengths. Also CO, and YAG
lasers are available at much higher powers. Perhaps of even greater practical ?mportnnce
is that the 10.6 micrometer wavelength of CO, is eyesafe at much higher powers. Such
systems are operated in the direct Doppler mode and measure the velocity component along
the projected beam. The systems, having been operated at ranges up to several kilom-
eters, hold great promise for use in aircraft for the detection of windahear and clear
alr turbulence.
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Figure 4.26a Refractive index variation caused by a shock and deronation
wave in an explorive alcohol/air mixture.

4.1.5.4 Fiber-Optical Systems - LDV systems employing fiber-optics are rapidly gaining
in use. "An optical transmitter and receiver can be located near a measurement volume,
while the laser and electronics are located many meters away, without much penalty in
laser power. Equally important is the use of fiber-optics to miniaturize part of the LV
system.

Two systems that illustrate these features are presented. The first is the so-
called LDV endoscope of Reithmueller67?, illustrated in Figure 4.28. The light from a 2-
watt argon laser is focused onto the end of a 100 micron diameter multimode fiber that
conducts it to the measurement head. At the measureme. t head, the light diverges to a
collimating lens that produces a 4 mm diameter beam. This beam is then split into two
parallel beams in the usual way (Figure 4.13). A focusing lens then focuses and crosses
the two beams. The backscattered light is collected by the same lens, which then focuses
it onto a receiving fiber. The fiber then conducts it to a photodetector.

In this aystem design, fiber-optics is explofted principally to produce a small,
lightweight measuring head that can be traversed independent of the laser and the
photodetectors. These elements, which are usually not only large and bulky but also
subject to misaslignwent and electrical noise sengitivity, can then be located in a well-
controlled room that is located in a convenient place. The Von Karmen Institute has at
least four of these systems in routine operation in a variety of wind tunnels and other
test faciiities.
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Figure 4.26b Details of optical head for aerodynamic measurement.

Durst has even further exploited the properties of fiber-optics that allow the
miniaturization of a laser transmitting and receiving optical head.68® Figure 4.29
illustrates the design concepts employed. Figure 4.29a is a one-dimensional system, in
which the laser beam is first aplit into two parallel beams that are frequency shifted by
Bragg cells, then focused into two separate fibers. The beams are then transmitted to a
miniaturized element that recollimates the two beams before finally focusing and crossing
them at the sample volume. The backscattered light is collected by the same collimator,
which focuses the light onto a return fiber that ultimately carries it to the photo-
detector.

Figure 4.29% illustrates how the same concepts can be used to produce a two
component miniaturized system. This system uses an argon laser to provide the two colors
for the two components. These are collected and carried tuv the photodetector by a single
fiber. At the photodetector, the light is split into the two components by a dichroic
splitter. These systems have been constructed in almost pencil-sized optical heads,
small enough to be inserted into the head of an intermal cowbustion engine.

4.5.5.5 Turbomachinery and Internal Combustion Engines - The ability to produce rugged
LDV systems has expanded thelr use In the Earsﬁ environments presented by internal
combustion applications. One example is provided by the fiber-optic LDV sgystem of
Durst®® described in the last section. A major problem for this application has always
been the problead of providing optical access to the inside of the engines. This LIV is
sufficiently small that it could be fnserted into a small spark plug port. Swirl
velocities were measured at several points in the cylinder, ranging up to about 10 meters
per second.
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Figure 4.27 A one velocity component long-range dual-scatter backscatter LDV system.

Optical access methods also include using glass or quartz cylinders and installing
windows into the cylinders at various points. Extensive study of the windowing tech-~
niques for such engines has been made at the U.S. Natiocnal Combustion Laboratory at the
Livermore Laboratories.®9 Schock?? has developed a unique approach to the problem of
producing a good sample volume through the otherwise aberreting cylindrical walls of a
quartz cylinder. Using a holographic optical element designed to focus and cross two
laser beams through the cylindrical walls without aberration, he was able to remove the
astigmatism in the beams, producing a diffraction limited focus. The orinciple fis
illustrated in Figure 4.30. The HOE is produced by forming a hologram of a pair of laser
beams that have diverged from the point through the cylindrical walls. When the hologram
is illuminated again, the two beams have the necessary negative astigmatism to exactly
correct that introduced by the walls as the two beams pass through.

Investigators at lmperial College in England have made extensive measurements in an
1ncerna;.l combustion engine model that was constructed of plexiglass to allow optical
access,

LDV systems have also been used extensively in turbomachinery.?2777

4.1.5.6 Spatial Correlation Measurements - One of the most useful measurements made by
hot-wire systems s that of spatial correlation to characterize turbulence. To produce
the equivalent measurement with an LDV requires that two systems be assembled in close
and variable proximity. The complexity of accomplishing this has discouraged it for
years, and such systems are relatively rare. Two somewhat unique systems for performing
spatial correlation measurements are described here.

In an extremely efficient syatem, Pheifer$® and Schafer?® have used the concept
illustrated in Figure 4.31. A spherical mirror was used to collect the transmitted,
unscattered light from the sampled volume, and then to reimage it back into the flow at a
slightly displaced location. In this way, two sample volumes with adjustable spacing
were produced with only one transmitter. The two receivers are then placed on either
gide of the flow.

A wore elaborate, two-component, two-point LDV produced at ONERA is illustrated in
Figure 4.32, Thias system employs two colors to produce the two components, and two
independent sample volumes are positioned by computer controlled traverses.

4.1.5.7 Flow Seedi - The subject of proper seeding of the flow has been acknowledgzed
as one of the most critical problem areas in LDV. Fundament:l to all applications of LDV
is the assumption that the flow can be characterized by the motions of finite sized
particles, that either reside in the flow naturally or are introduced into it artifi-
cially. Apparently, much of the published data taken with LDV {s in error because of the
breakdown of this assumption. The problem is considered of sufficient importance that
entire conferences have been devoted to the subject (see, e.g., NASA Conference Publica-
tion 2393).7% Nichols?? has summarized the effects of particle dynamic effects on LDV
measurements in the following way:

1) Interpretation of LDV measurements requires the capability of analytically
examining particle dynamics effects.

(2) Broad SC size distributions produce artificial turbulence and should be avoided.
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Figure 4.28 LDV Endoscope of Reithmueller., The installation in a cooling tower test
shows how the laser and photomultiplier can be located in a control room
with the light being transmitted to the optics head through fiber-ootics.
Thi gpcics head can be easily positioned now hecause of its small size and
weight.

3) Maximum acceptable SC size for tvypical AEDC LDV mean velocitv measurements is less
than 0.5 microns.

(4)  Absolute maximum acceptable SC size is probably driven by turbulence, not mean-flow
requirements.

(5) Correction for mean-flow SC lag may be feasible for monodisperse seed particles.

Figure 4.33 presented in Nichol's paper illustrates the response of various size
particles to a shock wave, showing that even the smallest particles required a consider-
able relaxation distance to attain the pas velocitv after passing through the shock.

Different approaches to understanding the seeding problem include drag computation,
measurement of monodisperse particle velocity response to various known flow conditions,
and respongse of particles to shock waves.

The approaches to dealing with the problem experimentally include seeding with
known particle distributions or preferably with monodisperse particles, and also
attempting to reject data arising from particles that are too large to accurately follow
the flow. In the early days of LDV, attempts were focused on making measurements without
artificial seeding. Today, it is almost universally accepted that starting with a clean
flow and artificially seeding with a proper material is preferred.
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Figure 4.29b Two-component system.

Although the detailed discussion of seeders is beyond the scope of this treatment,
some of these will be mentioned. The reader is referred to the above mentioned NASA
publication for a detailed discussion of seeders. Crosswy®! has provided e discussion
and characterization of various seeders. Figure 4.33 summarizes some of the seeding
methods. One of the most effective 1ia the so-called vaporization condensation seeder
using dioctyl phthalate (DOP). This produces nearly monodisperse spheres of submicron
diameters. Included in the figure are size distributions of other materials.

Another popular seeder uses Dow Corning polystyrene spheres, which can be obtained
in monodisperse solutions with sizes as small as 0.3 micrometers in diameter. The
solution 1is nebulized into droplets that mostly contain only one particle, and then
passed through a dryer that removes the liquid by evaporation before passing the
particles into the flow. This is practical where small amounts of seeding suffice.
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Figure 4.32 Mechanical and optical arrangement of the laser velocimeter for spatial
correlations at A17 CEPr., L: argon laser; D: beam dividing system (cf photo
n®13); B: blue way; BR: blue receiver; vg: blue probe volume; G: green way;
GR: green receiver; vg: green probe volume; J: jet exhaust (L, D, B, vy, BR)
moves along the jet axis as for (G, vg, GR) allowing various distances,
vgvp: But vg may be located in various positions Inside the jet flow.

Ideally, an LDV should incorporate a measure of particle size to validate the
measurement. Hess®2 has developed such a system. The system adds particle measurement
to the LDV measurement in the following way. Surrounding the normal LDV sample volume is
a larger beam of different color or polarization (Figure #4.34b). When a signal is
detected from the LDV volume, it insures that the particle has passed through the
approximate center of the large beam and, therefore, {8 exposed to a lknown intensity of
light. Measuring the intensity scattered from the large beam then provides a scattering
cross section of the particle and, thus, its size.

4.2 Transit (Two-Spot) Anemometry (Velocimetry)

4.2.1 Theoretical Basisl?®

4.2.1.1 Concept - In simplest terms, a laser beam {s split into two components that are
focused to two separate points in space, and scatter centers are timed as chey transit
the two points (Figure 4.35). Even though this is conceptually simpler than LDV, LTA
systemg require a more complicated optical design to glean all of the advantages of the
technique. Injecting all of the laser energy into two extremely small spots exposes
scatter centers to the greatest possfble intensity, enabling the detection of smaller
scatter centers and producing the smallest possible sample volume. A smaller sample
volume leads the way to better background noise rejection, and enables measurement closer
to light scattering surfaces. As will become evident, the technique {s more accurate for
both speed and angle measurement. Even so, the method suffers other limitations and it
cannot always replace LDV.

Judicious choices of detection and signal-processing methods make possible further
enhancement of the signal and reduction of noise. The method is directly adaptable to
the use of photon limited detection and represents a limit in small SC detection. So,
ultimately, much more is involved than simply timing the transit of SC across the two
points. Recently, the concept has been implemented with laser diodes.

The concept of velocity measurement, with a single-point system to produce even
greater intensity and smaller sample volume, has been explored without much succesgs.3? 8%
Some of the signal enhancement methods that make two-spot systems work so well cannot be
employed with a single apot.

4.2.1.2 Sample Volume - The geometrical sample volume is determined by both the
transaitter and the receiver. The transmitter produces two focal regions of Gaussian
intensity profile normal to the beam propagation direction and approximately cylindrical
in shape. The length of the sample volume in the propagation direction is determined by
the receiver. This 1is 1illustrated in Figure 4.36. The receiver image overlaps the
transmitted focal volume in a way that is determined by the stops used in the receiver.
This will be discussed in greater detail below.

4.2.1.3 Nature of the Signal - The greatest S/N can be attained if the intensities
scattered from the two spots are monitored separately, and this is the case to be
discussed here. With ample illumination, the scattered light signal is Gaussian so that
its peak denotes when the SC passed the center of the sample volume. There are three
possible events: 1) the SC is detected as it passes through the first spot only, 2) the
SC is detected as it passes through the second spot only, and 3) the SC is detected as it
passes through both spots,

If the signals are observed with an oscilloscope, with the first detector trig-
gering the scope for each detection of an SC and the second detector voltage acting as
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Figure 4.33¢ Collison nebulizer Figure 4.33d Laskin Nozzle

GEARMOTOR

PRESSURE SEAL

Aummum 1
OXIDE POWDER ﬂ g
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Transmitted Beam
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Figure 4.36 Illumination and receiving volume.

the vertical input to the scope, a grouping of signals will be observed at the time S/V,
where S 1s the spot separation and V is the mean flow velocity. The group will be narrow
for laminar and broad for turbulent flow. The signal will peak when the two spots are
lined up with the flow. Other signals resulting from case 1) or 2) above are apread
randomly in time and, therefore, do not add up like those for case 3).

A photon limited signal {s made of random spikes that do not exhibit a Geussian
profile. The probablility is greatest that photons are collected when the SC passes the
peak intensity, but they can occur anywhere in the sample volume.

4.2,1.4 Enhancéing the Signal with Filters and Correlators - Since the scattered
intensity 1is Gaussian, it fs optimum to electronically filter it with a Gaussian
filter. The filter must be chosen with a passband that is compatible with the fastest
signal.

If the signals from the two detectors are correlated, the randomly timed signals
representing cases 1) and 2) above will exhibit little or no correlation, while those
from 3) will correlate strongly at time S/V and will be greatly enhanced. Consequently,
a signa}. that may not be observable on an oscilloscope may be observable after
correlation.

4.2.1.5 Directional Sensing and Turbulence Measurement - The flow direction can be
determined by rotating the two spots until the correlated signal shows a peak at the time
S$/V. 1f the flow is laminar, this can be determined precisely. If the flow direction is
not constant, the peak will appear much broader. 1f the flow direction 1is varying
rapidly over wide angles, then the number of occurrences of cases 1) and 2) above
increases and the number of occurrences of case 3) decreases, resulting in a poor
signal. Therefore, the method is not easily usable for highly turbulent flow.

4.2.2 Optical System

A typical optical system is illustrated in Figure 4.37. 1In the following sections,
we shall discuss the selectfon of optical components and the varfous options that are
possible. The design objective 1s to concentrate as much of the laser light as possible
into two smallest possible spots, to collect scattered light from these two spots
independently, to reject light from everywhere else, and to provide for rotation of the
spots.

4.2.2.1 Beam Splitting - Several types of amplitude division beam splitters are in use,
the two most suitiBIe %or LTA being the Rochon and Wollaston polarizing beam splitters.
Either component produces two collimated beams of crossed polarization emerging with an
angle between them. Other beam splitters are in use and offer advantages of adjusta-
bility, but this can cause mechanical inconvenience or unreliability.

The collimated beamr from the laser is divided into two collimated beams that may be
brought to two focal spots in the plane of a diffraction limited lens. This lens
performs a Fourier transform function, the splitting face of the prism being the same
optical distance behind the back principal plane of the lens as is the focus of the two
spots in front of the front principal plane. In fact, this distance should be slightly

|
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modified to produce parallel focal zones in the test space. Converging beams at the
first focus permit the relay lenses, whose longitudinal magnification would otherwise
create diverging focal regions in the test space, to render these parallel.

The imaged spots are relayed into the test space by back-to-back diffraction
limited collimator lenses. The spot size is determined by the diffraction limited image
of the Gaussian input laser beam after magnification by the three collimator lenses. The
separation is controlled by the divergence of the splitter prism, the focal length of the
focusing lens and the magnification of the two output lenses. The spot diameter to
separation ratio is, thus, easily designed to be an optimum value.

If the spot separation 1is s, the beam splitter divergence is g , the input laser
beam diameter is D, the half width at the Gaussian waist is r, the focusing lens and
internal and external lenses of focal lengths f1, f£2, and f3 respectively, we may write

s = pf £ ./f (4a)
and 17372
t = 2/x(Af,/D) (£3/£,)/x (4b)
giving a spot separation to diameter ratio of
8/2r = x8D/4a (4c)

4.2.2.2 Stops - The accurate design of stops is extremely critical for LTA systems.
Their function {s to reject light from all sources except that scattered from moving
particles in the sampling volume. Although a simple pinhole at the conjugate image of
each sampling region would seem adequate, several potential sources of flare must be
considered. Multiple reflection from within the optical system, even with well-coated
optics, are a source of scattered light., These may be reduced by double stopping where
the image stops are themselves reimaged on two more stops. This is effective in reducing
second and higher order scatter sources, and has advantages not only in improving the
rejection of flare generated from within the optical system, but also from multiple
scatter in any test situation and beam walkoff sources in windows. Typical rejection
factors of twelve orders of magnitude have been achieved.

In addition to the field stops discussed so far, two other types of stops are
necessary to the system. An aperture stop ls automatically provided by the outer edge of
the final lens and by the edge of the turning mirror that separates outgoing from
incoming light. It is necessary to extend the stopped area of the turning mirror to
prevent diffracted flare from its edges. This is convenientiy done by two more stops,
one of which restricts the input beam to an area slightly smaller than the turning
mitro;, and one of which occludes an area slightly larger than the turning mirror from
behind.

Flare may be seen by one photomultiplier that has arisen from light in the other
channel. This may be prevented by stopping part of the received area. This results in a
reduction in optical efficiency of the machine, and this stop is only necessary when wall
proximity {s important. This 1is executed as an extension to the stop immediately
adjacent to the turning mirror.

4.2.2.3 Spot Intensity and Aberrations - To achieve the maximum benefit of the LTA
principle requires that the system be nearly diffraction limited. Because of the small

Tr OUF PR s S R e SR IV ORIV PR T A R SR R T gy o 8 S A e ds




134

field, the primary aberration 1is spherical. Projected spot quality and receiver
efficiency are both impaired by normal and more by oblique incidence through a thick
window. Typically, up to 5 cm thick windows with less than 10 degree incidence do not
cause serious deterioration with f/4 systems. Curved windows, like large angles of
incidence, introduce astigmatism.

The photon flux F; through the sampling volume {s
F = P/hv-rz photons/sec/area (4d)
where P {s the laser power, r is the radius, and hy is the energy per optical photon.

The photon flux, scattered by a particle of radifus, a, during its transit of the
peak, is F_q(a) »a?F .,q(a) , where q is the scattering efficiency. Hence, the total
number of otons aciccered during the transit, Gg, will be the flux mutiplied by the
transit time, 2r/V, hence

Gy = 2x 32 Pq/hvrV (4e)

This is necessarily approximate, because no allowance is made for which part of the
illuminated region is intercepted by the particle, nor the profile function, nor the
collection and detection efficiency for scattered photons.

4,2.2.4 Spot Rotation - Rotating the orientation of the two spots is required to
determine Eiow direction. This can be done by 1) rotating the beam splitter and the
stops, 2) using an image rotator prior to the output lens, and 3) rotating the whole
machine.

The last method is simple but mechanically difficult. The first two lead to a more
compact design. The first has more moving parts with opportunitv for less than perfect
alignment. The second is efficlent and rather expensive. It is usual to arrange for
computer control of rotation with corrective feedback of the angular position attained.
Rotational precisions of 0.1 degree are easily attainable.

4,2.2.5 Detection - The detection of a transft event is straightforward, but, as the
syster becomes photon limited, other factors come into play. In an experiment without
additional background 1light, where only light scattered by {solated particles is
detected, two to four photons per spot are required for an LTA. This could actually be
reduced to one per spot if the spots are far enough apart and there are no other photon
sources.

In most experiments, the peak photon rate is almost always too high for quantum
resolution, and analog filtering represents an excellent method of discriminating events
from nonevents, where an event is associated with a group of photons from a single
particle. A separate filter, that makes an estimate of time of occurrence of the highest
instantaneous photon flux, may generate a digital signal to be correlated with a similar

signal from the second spot.

3
4.,2.3 Signal Processing and Interpretation85, 8¢
4.2.3.1 Broadening - Broadening of the data from an LTA is a manifestation of the
inability to know precisely when the SC crossed the centers of the two spots. Broadening
decreases as the spot diameter to separation decreases. Signal-to-noigse ratio 1is
critical here. When a photon limited signal occurs, a positional error for any one event
can be almost as high as the spot diameter.
4.2,3.2 Data Rate - Data rate is proportional to the swept volume. This is the cross
sectional area normal to the flow multiplied by the velocity. Natural aerosol distribu-
tions exhibit a number density approximately proportional to the inverse fourth power of
radius, so, in an unseeded flow, the data rate can be vastly increased by extending the
detection range to smaller SCs.

k 4,2,3.3 Time Measurement - Direct timing and correlation are used to measure the time
intervals. n sparse particle conditions, where the transit time from one spot to the

other is short compared with the mean interval between particles, there appears at first

to be no significant advantage of one method over the other. Where particles occur more

frequently, the efficiency of timing falls rapidly compared with correlation. 1In all

cases, it is much more satisfactory to use two photomultipliers. With one PMT, timing
E can only stop on the next consecutive event, and this yields a background that must be
¢ compensated and is difficult to model. Autocorrelation yields a flat and subtractable
background that is four times greater than that derived by cross-correlation of the
signals from two photomultipliers.

4.2.3.4 Data Analysis - The signal from the two photodetectors are cross-correlated to
produce a transit time probability curve. Because the background level is constant, it
can be subtracted from the curve. The resulting transit time probability histogram must
be converted to a velocity probability distribution. A velocity bias must be removed in
the conversion. As with all LV systems, the effects of SC bias must be considered. The
two~spot system measures magnitude and angle over an angular range governed by the
spacing and diameters of the spots, typically the order of one degree. A curve of the
type illustrated in Figure 4.38 is generated for each angular setting of the two spots.
For a full angular sweep, & curve such as that shown in Figure 4.39 results.
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Figure 4.39 Velocity/probability plot from
laser anemometer.

4.2.4 Comparison of LTA to LDV

Applying the equations presented above and those developed earlier for LDV, it is
straightforward to compare the properties of the two system typea. For particles of
radius, a, and sample volume radii of rp and ry for an LOV and an LTA respectively,
assume that the same laser power is used for each system. Some comparative parameters
for the systems are shown in Table 4.1,86

Table 4.1

RATIOS OF LTA VERSUS LDV FOR VARIOUS PROPERTIES
OF EQUIVALENT SYSTEMS

Ratio LTA/LDV

2r,
Number of photons scattered in transit r—D~
T
2.
Peak photon rate detected (r_
T
e
Sample volume length =
D
2
It
Data rate for monodispersion (;—)
D
4 2 3
Date rate for n(a) a It ap
(ap,ap = minimum detectable radius) [rD) (a.r)

Data rate for N(a) (with allowance % 3/4 fl 5/4
q(a) and retrieval efficiency) (3 (7
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A typical ratio of probe volume radii for high-speed flow rp/ry is ten to twenty.
Using this with the quantities in the above table, a number of generalizations can be
made.

1) The number of photons scattered for a given SC is larger by over an order of
magnitude for the LTA. Therefore, the LTA can detect smaller particles. This
tends to increase the data rate, although not much since the scattering cross
section increases as the fourth power of the SC radius.

(2) The sample volume for an LDV is much larger than for an LTA. This can make the
data rate for the LW higher than that for the LTA unless the LTA i{s able to detect
many more small particles than the LDV. When the flow is seeded with particles that
can be detected by both systems, then the data rate for the LDV will be higher.
The smaller sample volume length of the LTA allows measurements to be made closer
to a surface than with an LDV. Typical ratio of probe volume radil for high-speed
flow rp/vy is 10 to 20.

(3) The LTA is not easily used in highly turbulent or vortical flow.

4) The LTA can be used in higher speed flows, since the spot separation can be
adjusted to improve the accuracy of the transit time measurement. For the same
reason, the speed measurement can be made more accurately.

(S) In nearly laminar flow, the flow direction can be measured more accurately with the

4.2.5 Applications

LTAs have been applied successfully in a variety of flow fields. In the following
sections, some examples are given to illustrate the features of the technique. LTAs are
commercially available from at least two companies.

4.2.5.1 Turbomachinery - The mapping of flow velocity between the compressor blades of
turbomachinesIV* 77785~ has been an important application of LTA. This is an extremelvy
demanding application, because the measurement must be made in a bhackscatter mode,
through small windows that quickly become dirty, close to both the windows and the
blades, and with little or no seeding of the flow. All of these are conditions in which
the LTA excels.

Scientists at Rolls-Royce’’ pioneered this application. Their system, illustrated
in Figure 4.40, employs a two-watt argon laser focusing its energy into two 16-micrometer
diameter spots separated by 160 micrometers. The optical assembly is contained in a box
that is traversed by a three-dimensional traversing system. The measurements in rotating
blade rows are made by gating one of the two photomultiplier tubes, so that it accepts
data only when the sampling volume is in one selected part of the blade row. The gate is
typically 5 or 10 microseconds long and is at a known time from a triggering signal
produced by a blade. Alternately, it can be set to occur on every passage to obtain the
average velocity at the same position in all passages. Typical velocities measured in
this application range from a few m/sec to hundreds of m/sec.

Detailed velocity maps have been produced between the blades, resulting in the type
of data illustrated in Figure 4.41.

4.2.5.2 Wind Tunnels - LTA is useful in wind tunnels, especially where only small SC are
present and where the scattered light is too small for LDV. Also, in applications where
measurement must be made close to models or windows, LTA excels. LTA is an excellent
choice for measuring flow angularity. Even so, LDV has largely dominated wind tunnel
applications because of versatility and ability to characterize turbulence.

4.2.6 Two-Line Anemometers

To overcome one of the principal limitations of LTA, researchers have developed
s{stems that employ two lines instead of two spots.“5 The optics for such a system are
{llustrated in Figure 4.42. The unique properties of several optical components provide
an efficient system. The two major lines of an argon laser are used to produce the two
lines. The two lines are produced by separating the two colors angularly with a prism.
Converting the two spots into two lines can be done by introducing astigmatism into the
optical system. In the illustration, this is accomplished by passing the diverging light
through tilted plates. The 1lines in this system are 20 by 100 micrometers in
dimension. The collected, scattered light is separated into its two-color components by
a dichroic reflector.

The two lines can also be generated by using cylindrical optics in the projecting
system. Although somewhat more complicated, this produces a better sample volume. The
astigmatic focus is complicated by the existence of a circle of least confusfon, and a
;:cond focal region that contains a pair of lines oriented in a direction normal to the

rst.

The two-line LTA offers some of the advantages of both LDV and LTA. The system can
handle flows of greater turbulence, but the benefits of rotating the two spots are lost.

These kinds of systems are relatively new and their full benefits have not been widelv
demonstrated.
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CHAPTER 5
LASER SPECTROSCOPY AND SCATTERING METHODS
5.0 INTRODUCTION AND BACKGROUND
Light (photon) interaction with molecular matter is classified as either "elastic"
(wherein the photons do not lose or gpain energy) or "inelastic" (wherein the photons do

exchange energy with the internal energy states of the matter). The classifications are
illnerrated in Figure 5.1.

INTERACTION BETWEEN LIGHT AND MATTER

ELASTIC INELASTIC
LIGHT 1S SCATTERED INSTANTANEOUSLY MODULATION OF THE INCIDENT LASER BEAM
WITHOUT EXCHANGING ENERGY WITH THE INTERNAL BY THE INTERNAL ENERGY STRUCTURE
STATES OF THE GAS MOLECULES OF SPECIFIC MOLECULES
RAYLEIGH SCATTERING MIE SCATTERING ABSORPTION FLUORESCENCE RAMAN EFFECT

a. Overall Classification

RAMAN EFFECT

I
[ I

LINEAR NONLINEAR
SPONTANEQUS RAMAN SCATTERING
(COORS)
COHERENT INCOHERENT
I CARS
IRS
VIBRATIONAL ROTATIONAL ROTO-VIBRATIONAL CSR$
RIKES
HORSES
PARS
CARE
STOKES ANTI-STOKES
wg < wp we 2wy,

b. Raman Interaction
RAMAN ACRONYMS

COORS Conventional Old-Fashioned Ordinary
Raman Scattering

CARS Cohevent Anti-Stokes Raman Scattering
IRS Inverse Raman Scattering
CSRS Coherent Stokes Raman Spectroscopy

{pronounced scissors)
RIKES Raman Induced Kerr Effect Spectroscopy
HORSES  Higher Order Stokes Effect Scattering
PARS Photo-Acoustic Raman Scattering
CARE Coherent Anti-Stokes Raman Ellipsometry
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Figure 5.1. Continued

The elastic scattering process is essentially instantaneous. One can think of the
photon striking the molecule and rebounding with no energy loss like a hard sphere
collision. Electromagnetic theory models the interaction as the acceleration of the
bound electrons in the molecules by the changing electric field of the impinging
radiation and the electrons radiate at the same frequency as the field which causes their
acceleration. Even though no energy exchange occurs, the interaction can be used for
diagnostics because changes are effected in the distribution of the radiation in space as
well as the polarization state of the radiation. Also, if the molecule is in motion, the
frequency of the radiation is Doppler shifted by the scattering center by an amount that
is directly proportional to its velocity,

Each molecule has a scattering cross section that determines the amount of light
scattered from impinging radiation as well as how the scattered radiation is distributed
in space. The cross section depends on the electrical properties and the size of the
scatter centers. The total amount of radiation scattered from the impinging wave is
directly proportional to the number of molecules and thus, the number density.
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The diagnostics process can be further enhanced by illuminating the volume of
interest with well defined distributions of light, such as one or more spots or plane
sheets. Both transmitting the light to the region of interest as well as collecting the
scattered light in a carefully restricted way with specially designed apertures and
lenses can improve the signal to noise ratio and help to spatially resolve the place of
measurement.

As scatter centers pass from one point to another in a well defined light field,
the time and space dependence of the scattered light can be used to determine velocity
and turbulence, as described in Chapter 4.

A photon can interact with matter inelastically in the following five different
ways (Figure S5.1¢).

t. Absorption - The photon is absorbed entirely through an energy exchange process in
which its energy is absorbed, forcing the molecule into a higher energy state.
This can be an electronic energy state or a molecular rotational or vibrational
state or a combination of all three. The change of energy of the molecule equals
the energy of the photon.

Subsequently, the molecule can decay spontaneously to a lower energy state while
emitting a photon whose energy equals the change in energy of the molecule.
Spontaneous emission occurs after about 10-8 seconds for most molecules. Some
states are much longer lived, lasting even seconds. These are called the
fluorescent states.

2. Stimulated Emission - The striking photon stimulates (or drives) an excited
molecule down to a lower energy state resulting in a decrease in energy equal to
the photon energy. This transpires three orders of magnitude faster than

spontaneous emission. Then the striking photon and the emitted photon will have
the same frequency and leave the molecule in phase with each other.

3. Raman-Stokes Scattering - A photon strikes a molecule, adds part of its energy,
and drives it to a higher level. To conserve energy, a photon must be emitted to
carry away the remaining energy. The scattered photon has lower energy than the
striking photon (and, therefore, lower frequency). The probability (or cross
section) for this type of interaction is about three orders of magnitude lower
than that for elastic scattering.

4. Raman-Anti-Stokes Scattering - An already excited molecule is driven to a lower
level by a striking photon causing an energy decrease in the molecule that (unlike
the stimulated emission described above) is not related to the energy of the
striking photon., To conserve energy the emitted photon then has greater energy
(higher frequency). The cross section for this interaction is even less than that
for the Stokes interaction.

5. Stimulated Raman Scattering - The photon strikes a molecule that has been excited
to a virtual state and stimulates (drives) it to a lower state with an energy
decrease equal to the energy of the photon. This can take place only in
conjunction with another photon that is undergoing Raman scattering. The photons
that leave the interaction have a distinct phase relationship with respect to each
other.

This chapter covers:

1. elastic scattering from molecules (Rayleigh Scattering) to measure density,
temperature and velocity, and .

2. inelastic scattering (absorption/emission, fluorescence, and Raman spectroscopy)
to measure temperature, species, velocity, and density.

S.1 Rayleigh Scattering

The measurable parameters using Rayleigh scattering are temperature, density,and
velocity.

5.1.1 Principle of Operation

Figure 5.2 1{illustrates a typical Rayleigh scattering instrument for the
measurement of the above parameters. A pulsed laser is focused to produce a high
intensity illumination of a small volume in the gas. A large aperture, high resolution
imaging system further restricts the collection of scattered light to a small volume in
space. The total amount of scattered light is proportional to the number of molecules
illuminated and, therefore, is proportional to gas number density.

The linewidth of the scattered {illumination {s broadened by the Doppler shift
impressed on the scattered light by the motion of the molecules and, therefore, is
proportional to (temperature)l/2, The center frequency of the scattered light is Doppler
shifted by the bulk motion of the gas by an amount that is proportional to the gas
velocity.
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Figure 5.2. Rayleigh scattering diagnostics.

The Rayleigh scattering cross section for ambient afr is large compared to the
cross section for inelastic scattering, but it is still so small that high power lasers
must be used to produce a measurable amount of scattered light. Consequently, a pulsed
laser must be used. The cross section varies directly with the minus fourth power of the
wavelength, so much gain is to be had by using short wavelength lasers. This technique
has flourished especially with the emergence of ultraviolet excimer lasers that can
provide short wavelength light at intensities never before available.

Perhaps the greatest attraction of all for Rayleigh scattering is the prospect of
measuring temperature, density, and molecular velocity all simultaneously (Refs. 1 and
2). The essential feature of Rayleigh scattering is that the scattered signal is not
Shigtid in frequency with respect to the incident beam (except for a possible Doppler
shift).

5.1.2 Analytical Description

The intensity of Rayleigh scattered light, I, from an incident beam of iutensity,
I, can be written as:

Ip = I olNan (5.1

where N is the gas number density, n, the solid angle of collection, g the probe volume
length i{n the laser beam direction, and ¢ the total scattering cross section. If the gas
constituents are known, the total scattering cross section may be calculated from the
scattering cross section of the individual constituents such that

N
g = Y X{ 9§ (5.2)
i=1

where ¥; ig the mass fraction of constituent i and ¢y is its scattering cross section.
Individual Rayleigh scattering cross sections can be accurately predicted using Mie
theory, and are functions of the wavelength, complex {index of refraction and the
depolarization factor.




143

Equations 5.1 and 5.2 can be used to determine the number density from the
measured Ip and the Ctemperature can be deduced from the spectrum of the scattered
light, The spectral distribution is formed by the Doppler shifts of the light scattered
from individual molecules in thermal motion. Namely,

gt
IA = —J+ exp (- '.282) (5.3)
where
LZ = ® c2 / 8kT 12 sin? (e/2) (5.4)

and ¢ is the speed of light, k is Boltzmann's constant, M is the molecular weight, T the
translational temperature and § = A - A, is the shift from the incident wavelength.
Take, for example, nitrogen molecules, a laser wavelength of 488 nm, and backscattering
(8 = 180 degrees), then the full width half maximum will be related to the temperature
through

FWHM = 0.0235 /T/1000(%9K) A (5.5)
The ability of the technique to measure temperature depends on the laser line
width., Typical laser linewidth at 300 mm is of the order of 0.001 A, which is far below
the FWHM calculated from Equation 5.5.

5.2 Absorption/Emission Spectrosccpy

The measurable parameters using :“sorption/emission spectroscopy are temperature,
pressure, species concentration and ve urity.

5.2.1 Principle of Uperation

Emission spectroscopy analyzes the spontaneous radiation spectrum from a sample
volume as compared to absorption spectroscopy which measures the attenuation as a
function of wavelength of radiation that is passed through the medium from a light probe
(Figure 5.3). The temperature is inferred from the shape of th= absorption or emission
profile. The concentration or pressure 1is inferred from the amount of emission or
absorption, and the species concentration is inferred from the overall absorption or
emission spectrum.
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Figure 5.3. Species identification and temperature measurement by absorption
spectroscopy

In the case of absorption, the source may be either continuous, discrete, or
ultra-narrow bandwidth in the form of a laser. This discussion will concentrate on
absorption spectroscopy using laser light sources. With a laser source the spectral
purity can be extremely high and the spectral linewidth can be less than the individual
lines in the absorption spectrum. Therefore, one laser line can be tuned over an
absorption line to measure the broadening of that line to infer temperature.
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The measurement is an integrated effect and like interferometry, the point
function must be determined by solving the integral. If the distribution of the measured
parameter is constant, the solution is simple. If the distribution is axisymmetric the
solution is the so-called Abel inversion. If the distribution is three-dimensional, then
a tomographic analysis such as described in Chapter 2 is required to produce the point
measurement.

5.2.2 Analytical Description

The intensity of a beam of light passing through a wmedium along s changes in
accordance with the following equation:

dlv/ds = -kv (1v - Bv) (5.6)
where i, is the intensity in watts/steradian/em?, B_ is the blackbody function, and k, is
the absorption coefficient. The solution to this equation contains two terms, one
describing the absorption of the incident radiation and the second describing the
radfation added along the path from molecular emission.

v

L L L
3 [o] -
i i) exp [- g kU ds] + é kv Bv exp [- g k  ds ] ds (5.7

The second terrm depends on the blackbody function times the absorption coefficient
integrated along the pathlength attenuated by the intervening gas between the observer

and the emitting volume. The absorption coefficient for a single transition, k, in units
of inverse length is given by
N N
2 1. u
K, Bav? Aut [g1 - gO] £(v) (5.8)

where A is the Einstein A coefficient, f the normalized lineshape function, N the state
number density, and g the degeneracy of the energy level,

The Einstein coefficient indicates the absolute probability of a transition from
one energy state to another and is determined by the quantum mechanics of the two states.

The lineshape function depends upon several mechanisms. For relatively low
pressures, Doppler broadening dominates and the shape parameter is a Gaussian with
temperature as the primary variable. If pressure is high enough, the broadening

mechanism becomes Lorentzian in shape with the collision frequency the dominant factor.
Collision frequency depends on both pressure and temperature.

The Doppler width is given by

2kTgn2 . 1/2
bg = (Faer) vai (5.9)

and the collisional width is given by
o P T
be = b, p ()
o o

o :
where b, 1s the measured width at a standard temperature and pressure.

e (5.10)

If Doppler and collisional mechanisms are of the same order, then the Voight
(mixed lineshape) function must be used (see, for example, Refs. 3 and 4).

Absorption spectroscopy has not yet been widely used in flow diagnostics; however,
the availability of usable hardware and the need for diagnostics of unseeded flows is
likely to change this in the near future. The strong oxygen absorption band in the 170-
190 nm region can be used to measure temperature with an excimer laser as a light
source. The technique, in principle, is rather simple, covers a wide dynamic range and
requires only small windows.

5.3 Laser Induced Fluorescence

The measurable parameters using laser induced fluorescence are number densitv of
the fluorescing species and temperature (from which pressure can be derived from the
equation of state) and velocity.

5.3.1 Principle of Operation

A tunable laser is tuned to resonantly excite a particular transition of a species
in the test volume. The species may be naturally occurring or perhaps a more convenient
species introduced into the flow as a seeding material. Fluorescence is a spontaneous
radiation that arises from the decay of the excited molecules. A typical experimental
arrangement for laser induced fluorescence measurement is shown in Figure 5.4. The
fluorescence signal can be used in the following ways:

1. The population of the excited state, which is proportional to the amount of
radiation can be related to the total number density of the species.
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2. By measuring the population of two states near the ground state, the population of
the ground state and the temperature can be determined from the Boltsmann
distribution.
3. The narrow linewidth laser can be tuned over the absorption line and the )

fluorescence spectrum compared with that of a reference stationary cell (see
Reference 5). The frequency shift of the center frequency is the result of the
Doppler shift caused by moving molecules. The broadening of the spectrum can
provide temperature and pressure if the broadening parameters are known. The
requirement of a reference cell can be obviated by using counter-propagating laser
beams . This provides a Doppler upshift from one of the beams and a Doppler
downshift from the other, and the average of the two is the equivalent of the
stationary velocity.
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Figure 5-4 Planer laser induced fluorescence (PLIF) measurement of gas density.

5.3.2 Analytical Description

An approach for analyzing the fluorescence signal 1is described by Hiller,
Reference 6. The laser frequency 1is tuned to the linear region of the fluorescence
intensity versus wavelength curve. The fluorescence from two opposing beams is Doppler
shifted vp and down by the velocity of the gas, and the amount of the intensity change
corresponding to the Doppler shift is (see Figure 5.5)

AS = — (5.11)

i

Figure 5.5. Fluorescence intensity versus frequency for static absorption line (heavy
line) and for blue-shifted (laser beam {n same direction as velocity
component) and red-shifted cases. The curves are drawn for one specific
velocity u. The laser frequency is y_ . The approximations assume that S
and Sb are located on the linear part of the line. (After Hanson, Ref. 7
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The frequency shift is
aas (B
of = 85 (57 lvo) (5.12)

The derivative must be determined from the calculated or measured specular distribution
function.

In the work reported in Reference 6, three components of velocity were measured by
probing the gas from three directions with four laser sheets, The measurement was done
in 250 ws.

Recent implementations of this method employ laser sheets so that the velocity
distribution over an entire plane can be measured. The sheet of light is imaged onto a
photodiode array camera after having been intensified by an image intensifier. The laser
beams from the different directions can be recorded successively with a full matrix of
intensities being recorded for each. Then Equation 5.12 {s solved for Doppler shift for
each point in the sheet.

5.3.3 Special Considerations

The limiting factors in the accuracy of the velocity measurement are:

1. Lifetime Broadening
2, Collision Broadening
3. Thermal Broadening

4, Laser Broadening

5. Turbulence Broadening

The typical errors cited by researchers is about 5 m/s. This technique is more
applicable to high sgpeed flows, and has been demonstrated in subsonic jets at about
50 m/s (Ref. 7) and for hypersonic flows up to about 1700 m/s (Ref. 8).

To be used at low speeds, the gas pressure must also be small to produce narrow
lines from which the Doppler shift can be extracted. The highest practical pressure is
about one atmosphere (Ref. 9). Other limitations are caused by the imperfections or dirt
on the test cell windows that will affect the fluorescence intensity. Spectral analysis
of the fluorescence circumvents this problem at the expense of a longer processing time.

5.4 Raman Spectroscopy

The measurable parameters are species concentration, vibrational and/or rotational
temperature of the particular species, and flow velocity. Translational temperature can
be estimated with considerably less accuracy from the Doppler broadening of the scattered
light. The technique is typically useful for concentrations of about 1 part per million.

The variations of Raman spectroscopy are many (see Figure 5.1) and cannot all be
discussed in this work. However, the most important are Conventional Raman (COORS)
inverse Raman (IRS) and Coherent Raman Spectroscopy (CARS and CSRS) and a brief
discussion is included.

5.4.1 Principle of Operation

About one out of every thousand times a photon strikes a molecule it loses a
fraction of its energy to the molecule and alters the internal energy states of the
molecule, and the emerging photon has a longer wavelength (typically tens of angstroms)
from the original photon. This is called Raman-Stokes scattering. The observed
frequency shift depends upon which energy states were involved in the interaction, so
what is observed is actually a spectrum of frequencies that are characteristic of the
molecule. Every molecule has a unique Raman spectrum. This provides a fingerprint of
the molecule and is, therefore, a diagnostics for the type of species present in the
sample.

How the intensities are distributed between the frequencies in the Raman spectrum
depends on the original distribution of energy states in the sample, therefore, providing
a measure of the temperature assocjated with the particular state, such as vibrational or
rotational temperature.

In a related but less probable interaction a photon colliding with a molecule can
emerge from the interaction with greater energy (and higher frequency) by leaving the
molecule in a lower energy state, The scattering process is called Raman anti-Stokes.
The same fingerprinting characteristic applies, and the ratio of the Stokes to anti-
Stokes scattering cross section provides a measure of the initial distribution between
energy states and, therefore, can be used to measure temperature.

In any of the cases, the flow velocity of the woleculee can be determined through
the Doppler shift of the scattered radiation. A calibration cell is used to provide the
spectrum with no Doppler shift and that {s compared with the spectrum of the light
scattered from the volume under measurement.
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5.4.2 Technique Description

Raman spectroscopy 1is relatively simple experimentally. A laser beam is
concentrated in a region of interest and the scattered light is collected and analvzed
(see Figure 5.6). The largest amount of light emerging from the sample volume arises
from Rayleigh or Mie scattering, or fluorescence. However, the Raman scattering occurs
at a different wavelength and can be separated from the composite by using narrow-band
filters, or a monochromator. Then the intensity of the light is measured wth a
photodetector or recorded on film,
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Figure 5.6. Species identification by Raman Scattering.

The complete spectral analysis of the signal requires a monochromator or
spectrograph, but in special cases the measurement is much simpler. For example, if the
constituents are known, then their concentration can be measured simply by measuring the
amount of light existing in certain narrow spectral bands. Alternately, the distribution
of a species in space can be observed by illuminating the volume with a laser sheet, then
recording through a narrow line filter centered about one of the Raman spectral
components of the species. This is called a Ramano graph. The signal is extremely weak,
so a combination of image intensifiers, multiple exposures, and high power lasers is
required.

When the laser line approaches resonance with a state in one of the molecular
species, Raman scattering is enhanced. The transition and, indeed, the distinction
between resonance Raman and resonance fluorescence ias not completely understood, but
Raman scattering is defined as that process that is almost instantaneous, involving
virtual states while fluorescence is a relatively time-consuming process (typically
microseconds) involving real states.

The structure of the Raman spectrum can be extremely complex, even for simple
molecules, because all of the allowable transitions in the molecule can become
involved. The impinging photon can drive the molecule into any of the allowed final
atates as long as energy is conserved, (unlike the process of resonance absorption). In
quantum mechanics, the allowable changes in quantum number in an energy transition are
zero and plus or minus one for vibration and zero or plus or minus two for rotation. So
for a given vibrational state transition, for example, a change of vibrational quantum
number zero to one, the spectrum contains three branches. The excitation to higher
rotational quantum numbers produces what is called the S branch, while excitation to the
lower quantum numbers produces the O branch, and no change in rotational number produces
the Q branch.
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5.5 Coherent Raman Spectroscopy

The measurable parameters using CARS, CSRS, and IRS are the same as with Raman
spectroscopy, that is, species, and rotational/vibrational temperature and flow velocity.

5.5.1 Principle of Operation

The difficulty in using conventional Raman spectroscopy arises from the small
Raman cross section and also from the homogeneous scattering in all directions, making
the collection of scattered light inefficient. Coherent Raman solves this problem by
stimulating the process with a tunable probe laser which forces the molecular transition
to occur with a fixed phase relationship to the pump and stimulus beams. Figure 5.7
illustrates a CARS experiment.
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Figure 5.7. Description of a CARS experiment

1. The impinging photon from a pump laser raises the energy state of the molecule to
a virtual level, which is hyp above the inicial state.

2, The stimulus or probe laser is tuned to stimulate a downward transition to a state
below the virtual state by an amount hvg .

3. A second photon strikes the molecule adding energy hvp to the molecule raising it
to a still higher virtual state.

4. The molecule decays to the initial state emitting a photon of energy 2th - hvs.

5. The emitted photon leaves in a preferred direction, defined by the directions of
the input beams. This is a result of a constant phase relationship between the
photons.

6. The probe laser can be tuned over the entire Raman spectrum allowing a plot of the
spectrum with a resolution that depends only on the linewidth of the probe laser.

7. In CSRS the process involves the stimulated Stokes process.

8. In IRS the energy removed from the probe beam by the stimulation process is
measured. The process is called "inverse" since a decrease in intensity is
observed.
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5.6 Application Examples
5.6.1 Rayleigh Scattering for Measurement of Density in the Shuttle Reentry Path

Rayleigh scattering has not yet been applied routinely in aerodynamics. An
application planned by McKinsey (Ref. 10) for measurement of the density along the flight
path and the flow field near the space shuttle during its reentry provides a good example
of the potential of the technique. The planned system is {llustrated in Figure 5.8. The
recommended system will employ an ArF laser operating at the 193 nanometer wavelength. A
pulsed output energy of less than ! millijoule was shown to be sufficient to provide an
adequate return signal. (Commercially available lasers now exceed 200 millijoules at
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Figure 5.8. Rayleigh scattering setup for space shuttle application.

pulse repetition rates in excess of 200 Hz.) The Cassegrain telescope has a collecting
aperture of 23 cm. The photomultiplier is Cs Te on fused silica having a quantum
efficiency of 15% and a maximum gain of 2 x 106. A 22 nm narrow-band filter removes
ambient light.

The system will provide a Rayleigh return from oxygen and nitrogen molecules in a
column that extends out to about one kilometer from the shuttle. The integration effect
allowing contribution from all of the molecules in the long column is one of the keys to
the success of the application. The cross section of air used for the computations was
about 3.5 x 10726 em?2, (After McKenzie, Ref. 10)

Computations of the signal-to-noise ratio show that such a system is capable of
providing direct measurements of ambient density with an uncertainty of less than 1% over
an altitude range from 50 to 90 km with a spatial resolution of 1 km.

McKinsey has also produced a conceptual design of an instrument that could
spatially resolve the density profile inside the shock wave of the shuttle and could
actually locate the shock. Such a system must time resolve the return signal and
associate the Intensity of the return signal at a known time with a distance from the
shuttle. This is a much more demanding task both on the laser and on the detection
system, since one must detect scattered power and not total integrated energy as in the
above application. Therefore, a much more powerful laser is required and a detection
system that has a frequency response in excess of 1 GHz for a resolution of about .3
meters.

5.6.2 Laser Induced Fluorescence Measurements of Oxygen in Supersonic Flows

Temperature measurements have been made in supersonic flows below 300 K using
laser induced fluorescence on NO seeded into a nitrogen flow (Ref. 11) and iodine seeded
into an air flow (Ref. 12). Velocity and pressure fields in supersonic nozzle flows have
been determined using the Doppler shift of molecular absorption lines for iodine seeded
into a nitrogen flow (Ref. 13). The use of seeding materials in flows is rarely
desirable or easy to maintain. Unfortunately, some of the best seeding materials for
fluorescence are highly toxic and unsafe to use.

An extremely attractive candidate for LIF measurements would be molecular oxygen
because of 1its natural presence Iin most flows of interest. Reference 14 describes a
study in which oxygen was used as the fluorescing material. Available excimer lasers
operating far in the ultraviolet make such measurements possible. The availability of
the narrow-band laser source also makes LIF Doppler-shift velocity measurements
possible. If a component of the velocity lies in the direction of the exciting
radiation, the molecules absorb at a frequency that is Doppler-shifted from the laser
frequency. Since the place at which the laser falls on the absorption lineshape function
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varies with velocity, the fluorescence intensity will be be a function of velocity
(Ref. 15). (See Figure 5.5)

The experimental setup is similar to that shown in Figure 5.4. The laser, tuned
to the oxygen absorption transition at 193.055 nm, was the excitation source. This wave-
length was chosen because it experiences negligible absorption at room temperature (so
little loss is experienced in getting the light to the measurement volume). Absorption
increases by an order of magnitude between 300 and 1000 K. The output of the laser was
nominally 100 mJ in a 13 nsec pulse at a rate of 11 Hz. A 38 cm focal length cylindrical
lens and 100 cm focal length collimator formed the light sheet. The sheet was about 100
micrometers thick at the sawple region. The lenses were of UV-grade fused silica.

The sensor was placed at 90 degrees to the sheet and viewed through a KBr high-
pass filter. The sensor comprised an ITT Model 4144 dual-plate image intensifier with an
S$-20 cathode. Mounted to the image intensifier was a Reticon Model MC520 100 x 100
element array camera using fiber-optic bundle coupling. The data from the image array is
then fed to a computer which processes and displays the data in two-dimensional formats.

The resulting oxygen fluorescence images demonstrated velocity, temperature, and
pressure sensitivity., Separating the parameters velocity, temperature, and pressure is
not a trivial process. The recommended procedure emerging from this study is to use an
absorption line that is insensitive to temperature to measure pressure. The collection
is done at 90 degrees where there is no Doppler shift to isolate the measurement from
velocity dependence. To measure temperature, a line that {is highly dependent on
temperature can be selected. Finally, velocity measurement must be done at an angle
different from 90 degrees with respect to the illumination.

In reacting flows where the oxygen concentration changes, the measurement can be
used to determine oxygen number density. Where multiple parameters are varying, the
possibility of using two exciting wavelengths with broadband collection or a single
wavelength with two detection channels was suggested.

5.6.3 Wind Tunnel Applications of Coherent Raman Scattering

A limited number of applications of Raman scattering in wind tunnels have been
demonstrated to date but some of these are extremely promising. Raman Doppler
velocimetry (RDV) is important since the particle lag problem in standard LDV is
solved. Also attractive is the prospect of measuring temperature, density, and velocity
with one instrument. RDV possesses significant advantages over Rayleigh Doppler
velocimetry although the technique is much wore complicated.

RDV has been demonstrated in a variety of forms. For example, CSRS (Ref. 15),
CARS (Ref. 16), IRS (Ref. 17), stimulated Raman gain spectroscopy (SRGS) (Ref. 18) have
all been demonstrated in wind tunnel environments. High resolutiou CARS and CSRS have
been proposed as a method for measuring turbulence (Ref. 19).

Exemplar applications of Raman techniques have been demonstrated in the Unitary
wind tunnel at NASA Langley Research Center, illustrating an important utility in high
speed flows (Ref. 20, 21). Specifically, IRS was used to measure temperature, density,
and velocity. Figure 5.9 shows the somewhat unique experimental setup, which
incorporates some finesse necessary for successful operation in a wind tunnel
environment. The following are key features of the setup:

1. Molecules in the sample volume are illuminated by focused beams at two different
wavelengths. One, the probe beam, is produced by a narrow-band (< 10 MHz
linewidth) CW argon laser operating at a power of 0.5 watts at 514.5 nm
wavelength. The other (the pump beam) is produced by an argon-laser-pumped dye
laser whose output is amplified by a pulsed dye amplifier producing a 5 nsec, 7 mJ
pulse at 584.6 nm wavelength., The pulsed dye amplifier is pumped by a Q-switched,
frequency-doubled YAG laser.

2. After the beams have passed through the sample volume and to the other side of the
tunnel, the pump beam is removed by a dichroic filter and dumped.

3. The probe beam is returned by a retroreflector to focus again (from the opposite
gide) on the molecules in the sample volume.

4. The detector senses light changes in the probe beam caused by two different types
of interaction. One of the interactions is with the two beams propagating in the
same direction (when the photons enter the sample volume for the first pass). The
second interaction is with the two beams counterpropagating (when the probe beam
returns to the sample volume from the retroreflector).

5. The intensity change in the probe beam is measured while tuning it over the Raman
spectrum. This intensity decreases most when the energy of the probe beam photons
are properly matched with the energies of the pump beam photons to allow a
resonance with the final energy state of the molecule. The probe beam drives the
molecular energy up to a virtual energy state and the pump beam stimulates it down
to an allowed state. The emitted photon has energy a which i{s the difference in
the probe and pump photon energies. This is called the IRS resonance.
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6. The Doppler shift effects caused by the motions of the molecules is significantly
different for the two types of interactions (copropagation and
counterpropagation), and these produce two distinct peaks in the measured
spectrum. The measurement of the separation of the two peaks provides an accurate
measure of velocity. The measurement of the difference in broadening of the two
peaks provides a measure of temperature and pressure,

Figure 5.9. Schematic of the optical configuration for vibration-free Raman Doppler
velocimetry in a wind tunnel. (After Exton, Ref. 21)

For molecules moying with a velocity V, an illuminating wavefront is Doppler
shifged by (ks -k, eV (see Chapter 4), where k_is the illumiating _wavefront
and k, is the observed, scattered wavefront and k = /2x. Both the pump beam, k , and
the probe beam, [k ), are "seen" by the molecule as Doppler shifted wabePPonts.
Therefore, the wavefgggfh at which a resonance is observed when tuning the wavelength of
the probe beam depends on the velocity of the molecule. Without Doppler shift the
resonance occurs when u, =y + Ao where a is the associated Raman frequency. The
Doppler shifted resonanl& BScutspgﬂgn

“pump = ("probe - 8) + (kpump - kprobe] -V (5.13)
The difference between the resonant wavelengths for the copropagating beams interaction
and counterpropagating beams interaction can be determined by applying Equation 5.13 to
be

W= 2y cos @ (5.14)

v
probe ¢
where 8 {8 the angle between the probe beam direction and the velocity vector. In this
manner, velocity <can be measured without resorting to an absolute frequency
measurement. Likewise, pressure and temperature can be determined from frequency
difference measurements.

Figure 5.10 is an actual plot, produced by Exton, et al for a Mach 2.5 free-stream
flow, of the power loss from the probe laser during the 5 nsec pump beam periods as the
wavelength is tuned for the copropagating and the counterpropagating interactions. The
scan time required was about two minutes with a time constant of about 0.3 seconds. The
velocity of the flow is computed from the peak separation. For this case, the frequency
difference between the peaks was 1.00 GHz corresponding to a velocity of 602 m/sec
(Mach 2.37).

O T o O

50 Mtz MARKER

Figure 5.10, Measured spectral data (J = 10) for a Mach 2.50 free-stream flow in the
Unitary wind tunnel (Re = 6.56 x 106). The scan time was 2 min. with a
time constant of ~0.3 sec. (After Exton, Ref. 21)
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The pressure and temperature are computed by measuring the two linebreadths. The
two linebreadths were .33 GHz for the copropagating interaction and 1.98 GHz for the

counterpropagating interaction. A family of theoretical curves of the Voight
linebreadths (temperature and pressure broadening) can then be used to derive temperature
and pressure from the two measured linebreadths. The corresponding pressure and

temperature for this case were 35 torr and 161 K respectively.

The authors show that the precision in this measurement was about 17% for
temperature and pressure and 5% for velocity. With an ideal signal the precision of this
method would be about 2% for temperature and pressure and 1/2% for velocity, The
technique is shown analytically to be applicable in the hypersonic regime at pressure
down to 10 torr. Below that pressure, the signal begins to deteriorate below detectivity
without other processing. With other signal enhancement procedures, this technique can
be expected to cover virtually the entire current interest range in high speed
aerodynamics and will doubtless prove to be an extremely important diagnostic tool for
modern aerodynamics.

Coherent Raman techniques have seen extensive application 1in combustion
diagnostics. Eckbreth and associates (see additional reading) have refined CARS
techniques to routine use in combustors and jet engine development, and other combustion
laboratories have used CARS extensively. The complexity of the hardware as illustrated
in Figure 9 discourages 1its use in large-scale wind tunnel tests although a wider
applicability can be anticipated.

Raman methods provide the wunique capability to wmonitor several species
simultaneously at a point. This can be contrasted to absorption and fluorescence which
monitor a single species for each wavelength, therefore, requiring wavelength tuning to
cover several species.
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FIGURE A3.

REPRESENTATION OF SPHERICAL WAVES.
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